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FIRST CHANGE
[bookmark: _Toc11338389][bookmark: _Toc27584996][bookmark: _Toc19717508]5.3.2.2.4	SMF registration 
Figure 5.3.2.2.4-1 shows a scenario where an SMF sends a request to the UDM to create a new registration (see also 3GPP TS 23.502 [3] figure 4.3.2.2.1-1 step 4). The request contains the UE's identity (/{ueId}) which shall be a SUPI and the SMF Registration Information.


Figure 5.3.2.2.4-1: SMF registration
1.	The SMF sends a PUT request to the resource .../{ueId}/registrations/smf-registrations/{pduSessionId}, to create an SMF Registration as present in the message body. 
	If the SMF belongs to an SMF Set, the NF Set ID of the SMF Set shall be included in the request message.
2a.	The UDM responds with "201 Created" with the message body containing a representation of the created SMF registration. 
	UDM shall invoke the Deregistration Notification service operation towards the old SMF using the callback URI provided by the old SMF.
2b.	If the operation cannot be authorized due to e.g UE does not have required subcription data, access barring or roaming restrictions, HTTP status code "403 Forbidden" should be returned including additional error information in the response body (in "ProblemDetails" element). 
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the PUT response body.
NEXT CHANGE
[bookmark: _Toc11338687][bookmark: _Toc27585367]6.2.6.2.4	Type: SmfRegistration 
Table 6.2.6.2.4-1: Definition of type SmfRegistration
	Attribute name
	Data type
	P
	Cardinality
	Description

	smfInstanceId
	NfInstanceId
	M
	1
	NF Instance Id of the SMF

	smfSetId
	NfSetId
	C
	0..1
	This IE shall be present if the SMF belongs to a SMF SET.
If present, it indicates the NF Set ID of SMF Set.

	supportedFeatures
	SupportedFeatures
	O
	0..1
	See clause 6.2.8

	pduSessionId
	PduSessionId
	M
	1
	PDU Session ID

	singleNssai
	Snssai
	M
	1
	A single Network Slice Selection Assistance Information

	dnn
	Dnn
	C
	0..1
	Data Network Name; shall be present if emergencyServices is false or absent

	emergencyServices
	boolean
	C
	0..1
	Indication of Emergency Services; absence indicates false.

	pcscfRestorationCallbackUri
	Uri
	O
	0..1
	a URI provided by the SMF to receive (implicitly subscribed) notifications on the need for P-CSCF Restoration

	plmnId
	PlmnId
	M
	1
	Serving node PLMN identity.

	pgwFqdn
	string
	C
	0..1
	FQDN of the PGW in the "PGW-C+SMF", to be included for interworking with EPS.

	epdgInd
	boolean
	O
	0..1
	Indicate whether access is from ePDG.
true: access from ePDG.
false or absent: not access from ePDG

	deregCallbackUri
	Uri
	O
	0..1
	A URI provided by the SMF to receive (implicitly subscribed) notifications on deregistration. 
The deregistration callback URI shall have unique information within SMF set to identify the UE to be deregistered.

	registrationReason
	RegistrationReason
	O
	0..1
	Indicates registration reason.



NEXT CHANGE
[bookmark: _Toc11338879]A.3	Nudm_UECM API

********TEXT SKIPPED********
    SmfRegistration:
      type: object
      required:
        - smfInstanceId
        - pduSessionId
        - singleNssai
        - plmnId
      properties:
        smfInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        smfSetId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfSetId'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        pduSessionId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionId'
        singleNssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        emergencyServices:
          type: boolean
        pcscfRestorationCallbackUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        plmnId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnId'
        pgwFqdn:
          type: string
        epdgInd:
          type: boolean
          default: false
        deregCallbackUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        registrationReason:
          $ref: '#/components/schemas/RegistrationReason'
********TEXT SKIPPED********

END OF CHANGES
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