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1. Overall Description:
CT4 thanks SA2 for the LS on (S2-2001573 / C4-200386). The LS clarifies two issues related to MO exception data (Q4/A4 and Q5/A5). CT4 however has identified additional issue.

Currently, UE can send "MO exception data" and non "MO exception data" only during RRC connection establishment, i.e. during transition from idle to connected mode. It is not clear what happens if UE in a connected state and decides to change the UL data 'type'. That is, if UE sends one or more 'ordinary' data packet(s) and then decides to send one or more 'exceptional' data packet(s). In CT4 understanding, currently there is no way the UE can inform the network about the change. This deficiency has a direct and negative implication on UPF ability to accurately count MO data.

CT4 did not find an explicit requirements in stage 2 or a stage 3 specification (RAN2, CT1), which defines what shall the UE do in such use case to resolve the problem.  

2. Actions:
To SA WG2, RAN2 and CT1 groups.
ACTION: 	CT4 asks SA2, RAN2 and CT1 groups to kindly consider the above scenario, define the UE behaviour for it and inform CT4 about the developments.
3. Date of Next CT4 Meetings:
3GPP TSG CT4#97	20th – 24th April 2020	Dubrovnik, HR
3GPP TSG CT4#98	25th – 29th May 2020	TBD
