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[bookmark: _Hlk29381922]* * * First Change * * * *
[bookmark: _Toc11338449][bookmark: _Toc27585064][bookmark: _Toc36457017]5.6.2.2.2	Subscription data update
Figure 5.6.2.2.2-1 shows a scenario where the NF service consumer (e.g. NEF, AMF,SOR-AF) sends a request to the UDM to update a UE's subscription data (see 3GPP TS 23.502 [3] figure 4.15.6.2-1 step 2 and also 3GPP TS 23.273 [38] Figure 6.12.1-1 step 2 and also 3GPP TS 23.122 [20] Figure C.3.1 step 0). The request contains the identifier of the UE's parameter provision data ( .../{ueId}/pp-data) and the modification instructions.


Figure 5.6.2.2.2-1: NF service consumer updates subscription data
[bookmark: _GoBack]1.	The NF service consumer (e.g. NEF, AMF, SOR-AF) sends a PATCH request to the resource that represents a UE's modifiable subscription data. As a consequence the UDM may need to notify the registered AMF that has subscribed to receive subscription data change notifications. 
If the SOR-AF is the NF service consumer and the ModificationInstruction contains updated SorInfo, the UDM needs to contact the AUSF to get the sorMacIausf and coutersor before notifying the subscribing AMF (if any). Once the subscribing AMF is notified (or when no AMF has subscribed) the UDM shall delete the updated SorInfo and shall not send it as part of AccessAndMobilitySubscriptionData to an NF (AMF) retrieving AccessAndMobilitySubscriptionData.
2.	The UDM responds with "204 No Content". 
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the PATCH response body.

* * * Next Change * * * *
6.1.6.2.26	Type: SorInfo
Table 6.1.6.2.26: Definition of type SorInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	ackInd
	AckInd
	M
	1
	Contains the indication whether the acknowledgement from UE is needed.

	sorMacIausf
	SorMac
	C
	0..1
	Contains the SoR-MAC-IAUSF. Shall be present when SorInfo is sent within AccessAndMobilitySubscriptionData on Nudm, and shall be absent when sent on Nudr or within PpData.

	countersor
	CounterSor
	C
	0..1
	Contains the CounterSoR. Shall be present when SorInfo is sent within AccessAndMobilitySubscription on Nudm, and shall be absent when sent on Nudr or within PpData.

	steeringContainer
	SteeringContainer
	C
	0..1
	When present, this information contains the information needed to update the "Operator Controlled PLMN Selector with Access Technology" list stored in the USIM either as an array of preferred PLMN/AccessTechnologies combinations in priority order. The first entry in the array indicates the highest priority and the last entry indicates the lowest. Or it may contain a secured packet.
If no change of the "Operator Controlled PLMN Selector with Access Technology" list stored in the USIM is needed, then this attribute shall be absent.

	provisioningTime
	DateTime
	M
	1
	Point in time of SorInfo provisioning at the UDR or SOR-AF. 



[bookmark: _Toc11338605][bookmark: _Toc27585257][bookmark: _Hlk517692756]* * * Next Change * * * *
[bookmark: _Toc36457550]6.5.6.2.2	Type: PpData
Table 6.5.6.2.2-1: Definition of type PpData
	Attribute name
	Data type
	P
	Cardinality
	Description

	supportedFeatures
	SupportedFeatures
	O
	0..1
	

	communicationCharacteristics
	CommunicationCharacteristics
	O
	0..1
	communication characteristics

	expectedUeBehaviour
	ExpectedUeBehaviour
	O
	0..1
	Expected UE Behaviour Parameters

	ecRestriction
	EcRestriction
	O
	0..1
	Enhanced Coverage Restriction Parameters

	acsInfo
	AcsInfoRm
	O
	0..1
	Identifies the ACS Information (see TS 23.316 [37] clause 9.6.3); nullable.

	stnSr
	StnSrRm
	O
	0..1
	Session Transfer Number for SRVCC

	lcsPrivacy
	LcsPrivacy
	O
	0..1
	LCS Privacy Parameters (see clause 5.4.3 of 3GPP TS 23.273 [38])

	sorInfo
	SorInfo
	O
	0..1
	Steering of Roaming information




[bookmark: _Toc11338829][bookmark: _Toc27585544]* * * Next Change * * * *
[bookmark: _Toc11338882][bookmark: _Toc27585643][bookmark: _Hlk9329919][bookmark: historyclause]A.6	Nudm_PP API
openapi: 3.0.0

******************text not shown for clarity*********************

    PpData:
      type: object
      properties:
        communicationCharacteristics:
          $ref: '#/components/schemas/CommunicationCharacteristics'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        expectedUeBehaviourParameters:
          $ref: '#/components/schemas/ExpectedUeBehaviour'
        ecRestriction:
          $ref: '#/components/schemas/EcRestriction'
        acsInfo:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AcsInfoRm'
        stnSr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/StnSrRm'
        lcsPrivacy:
          $ref: '#/components/schemas/LcsPrivacy'
        sorInfo:
          $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/SorInfo'


******************text not shown for clarity*********************

* * * End Of Change * * * *
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