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1st Modified Section

8.1.1.1
Input message: subscribePresenceRequest

Part name
Part type
Optional
Description

watcher
xsd:anyURI
No
A watcher who wants to monitor a presentity or a group of presentities. The Watcher Application invokes this operation on behalf of this watcher.  However, it should NOT be assumed that the Watcher Application has authenticated the watcher.

Presentity
xsd:anyURI
No
A presentity or a group of presentities whose attributes the watcher wants to monitor.

Attributes
PresenceAttributeType [0..unbounded]
Yes
The attributes the watcher wants to access. (the same for all the group members). An empty array means subscription of all attributes.

Application
xsd:string
No
Describes the application the watcher needs the data for.

Reference
common:SimpleReference
No
The notification interface.

Next Modified Section

8.1.2.1
Input message: getUserPresenceRequest

Part name
Part type
Optional
Description

watcher
xsd:anyURI
No
The watcher who wants to see the presentity’s presence data. The Watcher Application invokes this operation on behalf of this watcher.  However, it should NOT be assumed that the Watcher Application has authenticated the watcher.

Presentity
xsd:anyURI
No
The presentity whose data the watcher wants to see.

Attributes
PresenceAttributeType [0..unbounded]
Yes
The attributes the watcher wants to see. An empty array means all attributes.

Next Modified Section

8.1.3.1
Input message: startPresenceNotificationRequest

Part name
Part type
Optional
Description

watcher
xsd:anyURI
No
The watcher who wants to monitor the presentity’s presence data. The Watcher Application invokes this operation on behalf of this watcher.  However, it should NOT be assumed that the Watcher Application has authenticated the watcher.

Presentity
xsd:anyURI
No
The presentity or group whose attributes the watcher wants to monitor.

Attributes
PresenceAttributeType [0..unbounded]
Yes
The attributes the watcher wants to see.

Reference
common:SimpleReference
No
The notification interface

Frequency
common:TimeMetric
No
Maximum frequency of notifications (can also be considered minimum time between notifications). In case of a group subscription the service must make sure this frequency is not violated by notifications for various members of the group, especially in combination with checkImmediate.

Duration
common:TimeMetric
Yes
Length of time notifications occur for, do not specify to use default notification time defined by service policy.

Count
xsd:int
Yes
Maximum number of notifications.  For  no maximum, either do not specify this part or specify a value of zero.

CheckImmediate
xsd:boolean
No
Whether to check status immediately after establishing notification.

Next Modified Section

8.2.3.1
Input message: notifySubscriptionRequest

Part name
Part type
Optional
Description

Presentity
xsd:anyURI
No
The presentity whose attributes the watcher wants to monitor

watcher
xsd:anyURI
No
The watcher who wants to monitor the presentity’s presence data.  It has the same value as the watcher part of the original subscribePresenceRequest message (reference clause 8.1.1.1).

Decisions
PresencePermission [0..unbounded]
Yes
Denote the attributes the server/presentity accepted to expose

Next Modified Section

8.2.4.1
Input message: subscriptionEndedRequest

Part name
Part type
Optional
Description

Presentity
xsd:anyURI
No
The presentity to which the subscription has terminated

watcher
xsd:anyURI
No
The watcher whose subscription is terminated.  It has the same value as the watcher part of the original subscribePresenceRequest message (reference clause 8.1.1.1).

Reason
xsd:string
No
Timeout, Blocked 

Next Modified Section

8.3.1.1
Input message: publishRequest

Part name
Part type
Optional
Description

Presentity
xsd:anyURI
No
The presentity who wants to publish his or her presence data. The Presentity Application invokes this operation on behalf of this presentity.  However, it should NOT be assumed that the Presentity Application has authenticated the presentity.

Presence
PresenceAttribute [0..unbounded]
Yes
The presence attributes the devices of the presentity supports

Next Modified Section

8.3.2.1
Input message: getOpenSubscriptionsRequest

Part name
Part type
Optional
Description

presentity
xsd:anyURI
No
The presentity who wants to get watchers to subscribe to his or her presence data. The Presentity Application invokes this operation on behalf of this presentity.  However, it should NOT be assumed that the Presentity Application has authenticated the presentity.

Next Modified Section

8.3.3.1
Input message: updateSubscriptionAuthorizationRequest

Part name
Part type
Optional
Description

presentity
xsd:anyURI
No
Presentity who wants to update his or her subscriber’s authrization. The Presentity Application invokes this operation on behalf of this presentity.  However, it should NOT be assumed that the Presentity Application has authenticated the presentity.

Watcher
xsd:anyURI
No
watcher or group of watchers

Decisions
PresencePermission [1..unbounded]
No
The answers to open requests

Next Modified Section

8.3.4.1
Input message: getMyWatchersRequest

Part name
Part type
Optional
Description

presentity
xsd:anyURI
No
Presentity who wants to know his or her watchers. The Presentity Application invokes this operation on behalf of this presentity.  However, it should NOT be assumed that the Presentity Application has authenticated the presentity.  

Next Modified Section

8.3.5.1
Input message: getSubscribedAttributesRequest

Part name
Part type
Optional
Description

presentity
xsd:anyURI
No
The presentity who wants to know the attributes to which his or her watcher has subscribed. The Presentity Application invokes this operation on behalf of this presentity.  However, it should NOT be assumed that the Presentity Application has authenticated the presentity. 

Watcher
xsd:anyURI
No
The watcher whose subscriptions the presentity wants to know

Next Modified Section

8.3.6.1
Input message: blockSubscriptionRequest

Part name
Part type
Optional
Description

Presentity
xsd:anyURI
No
The presentity who wants to block the watcher. The Presentity Application invokes this operation on behalf of this presentity.  However, it should NOT be assumed that the Presentity Application has authenticated the presentity.

Watcher
xsd:anyURI
No
The watcher whose subscriptions the presentity wants to cancel

End of modifications
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