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6.1.2.3
Method activateEvent

[…]
6.1.2.3.2
Test Suite Files

	Applet Name
	Test case ID

	Api_1_Hsr_Ace_1.java
	1

	Api_1_Hsr_Ace_3.java
	2

	Api_1_Hsr_Ace_2.java
	3

	Api_1_Hsr_Ace_1.java
	4

	Api_1_Hsr_Ace_7.java
	5-1

	Api_1_Hsr_Ace_9.java
	5-2

	Api_1_Hsr_Ace_4.java
	6

	Api_1_Hsr_Ace_5.java
	7

	Api_1_Hsr_Ace_6.java
	8

	Api_1_Hsr_Ace_8.java
	9

	Api_1_Hsr_Ace_6.java
	10


6.1.2.3.3
Initial conditions

· EVT_FIELD_ON has been sent on HCI interface.

· EVT_CARD_ACTIVATED has been sent on HCI interface.

· According applet has been successfully installed and selected using HCI Interface.

6.1.2.3.4
Test procedure

	Test Case

	ID
	HCI Command
	Description
	API Expectation
	HCI Response
	CRR

	[………..]



	9
	Check for Selection

	
	Send EVT_SEND_DATA (INS = '01')
	Service = CardEmulationService

Listener = CardEmulationListener
	Check for invocation of select()
	EVT_SEND_DATA (SW - '90 00')
	N12, N13

	10
	No triggering after Event Card Deactivate

	
	EVT_CARD_DEACTIVATE

- Send EVT_SEND_DATA (INS = '01')
	Service = CardEmulationService

Listener = CardEmulationListener

activateEvent(EVENT_ON_SEND_DATA) during the installation

onCallback()

activateEvent()

event = EVENT_FIELD_OFF
	EVT_SEND_DATA shall not be raised
	No response or EVT_SEND_DATA  withany response except:

(SW - '90 00' or 6F 01')
	N12,

N14


[..]
Annex_D_TestAppletsSourceCode\Annex_D_TestAppletsSourceCode\src\uicc\hci\test\framework\api_1_hsr_ace\Api_1_Hsr_Ace_6.java
package uicc.hci.test.framework.api_1_hsr_ace;


/*


 * Define specific SW


 */


private static final short SW_EVENT_NOT_SUPPORTED = ISO7816.SW_UNKNOWN + (short) 1;

….

public class Api_1_Hsr_Ace_6 extends Applet implements CardEmulationListener {


/**


 * Called by the Java Card runtime environment to process an incoming APDU


 * command.


 * 


 * @see Applet#process(APDU)


 */


public void process(APDU apdu) throws ISOException {



/*



 * Check for SELECT command



 */



if (selectingApplet())




return;



/*



 * analyze incoming data



 */



byte buffer[] = apdu.getBuffer();



switch (buffer[ISO7816.OFFSET_INS]) {



default:




ISOException.throwIt(SW_EVENT_NOT_SUPPORTED);



}


}


}
�PAGE \# "'PAGE: '#'�'"  �� Enter the specification number in this box. For example, 101 220. Do not prefix the number with anything . i.e. do not use "TS".


�PAGE \# "'PAGE: '#'�'"  �� Enter the CR number here. This number is allocated by the WG and the ETSI support team.


�PAGE \# "'PAGE: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'PAGE: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to �HYPERLINK "http://docbox.etsi.org/scp/scp/specs/"��http://docbox.etsi.org/scp/scp/specs/� .


�PAGE \# "'PAGE: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'PAGE: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'PAGE: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'PAGE: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'PAGE: '#'�'"  �� Enter the title of the related work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later.


�PAGE \# "'PAGE: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'PAGE: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".


�PAGE \# "'PAGE: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'PAGE: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'PAGE: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'PAGE: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).


�PAGE \# "'PAGE: '#'�'"  �� Enter each the number of each clause which contains changes.


�PAGE \# "'PAGE: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'PAGE: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'PAGE: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





ETSI

