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Access Domain

Add a new Access Domain for each authorized applet allowed
to use the GBA_U APIs
• The table from ETSI TS 102 226 v18.1.0 is used to define the UICC access 

parameters of application. 

• This table could be extended to be also used for USIM and ISIM, as the 
following example:
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Access Domain Parameter

In ETSI TS 102 226 v18.1.0, a new Access Domain Parameter
format is required to specify the GBA_U_API access 
authorization
• Currently, the Access Domain Parameter is coded as follows
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Access Domain Data for GBA_U_API

A new Paragraph related to the Access Domain Data for 
GBA_U_API access authorization has to be added in ETSI TS 102 
226 and this information should be coded as follows:
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Access Domain DAP

No change for GBA_U_API, fully reusing ETSI mechanism

From ETSI 102 226 v18.1.0:
• The Access Domain DAP is an optional signature. The security policy of 

the provider of the application to which the file system belongs may 
require the presence of this DAP. The input data used to compute this 
DAP is the concatenation of the following data:
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Summary

A LS to ETSI group is required to reserve an Access Domain 
Parameter for GBA_U_API access authorization, which
information will be refer to a new paragraph in 3GPP TS 
31.116.

A CR to 3GPP TS 31.116 is required to formalize the details
related to the previous slides.
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