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	Reason for change:
	It is agreed in S2-2401524 (TS 23.501 CR#5278) to clarify how to perform session management when the UE is in a cell not within NS-AoS of the S-NSSAI. The excerpt is as follows:

“5.15.18.2	S-NSSAI location availability information
If the S-NSSAI is in the Partially Allowed NSSAI or in the Allowed NSSAI and the UE is in a cell within the RA but outside the NS-AoS of the S-NSSAI, the following applies:
For an already established PDU Session, the supporting UE may initiate signalling for PDU Session release procedure or PDU Session modification procedure (i.e. for PS data off status change reporting).”
Such clarification is missing in stage 3.

	
	

	Summary of change:
	Clarify that when the UE is in a cell not within NS-AoS of the S-NSSAI, the UE may initiate PDU session release procedure to release a PDU session associated with the S-NSSAI or PDU session modification procedure to indicate a change of 3GPP PS data off UE status.

	
	

	Consequences if not approved:
	Not aligned with stage 2. Unclear whether the UE can perform PDU session release or modification when the UE is in a cell not allowed for the S-NSSAI.
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* * * First Change * * * *
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If a UE is outside the NS-AoS of an S-NSSAI (see subclause 4.6.2.10), the UE shall not:
a)	attempt to request the establishment of user plane resources of any PDU session associated with the S-NSSAI; and
b)	initiate UL NAS TRANSPORT messages carrying control plane user data.
If a UE is outside the NS-AoS of an S-NSSAI (see subclause 4.6.2.10), the SMF shall not:
a)	attempt to establish user plane resources of any PDU session associated with the S-NSSAI; and
b)	send control plane user data to the UE.
If a UE is outside the NS-AoS of an S-NSSAI (see subclause 4.6.2.10), the UE may initiate the UE-initiated NAS transport procedure carrying the following 5GSM messages for the PDU session associated with the S-NSSAI:
a)	a PDU SESSION RELEASE REQUEST message; or
[bookmark: _GoBack]b)	a PDU SESSION MODIFICATION REQUEST message to set the 3GPP PS data off status to "deactivated" as specified in 3GPP TS 24.008 [13].
NOTE:	A PDU session associated with an S-NSSAI is not released solely because a UE is outside the NS-AoS of the S-NSSAI.
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