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* * * First Change * * * *
[bookmark: _Toc157435137][bookmark: _Toc157436852][bookmark: _Toc157440692][bookmark: _Toc160650482][bookmark: _Toc161903192]6.18.6.1	General
This clause specifies the application data model supported by the API.
Table 6.18.6.1-1 specifies the data types defined specifically for the NSCE_NSAllocation API service.
Table 6.18.6.1-1: NSCE_NSAllocation API specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	NwSliceAllocReq
	6.18.6.2.2
	Represents the network slice allocation request.
	

	NwSliceAllocResp
	6.18.6.2.3
	Represents the network slice allocation information.
	



Table 6.18.6.1-2 specifies data types re-used by the NSCE_NSAllocationNSCE_NSDiagnostics API from other specifications, including a reference to their respective specifications, and when needed, a short description of their use within the NSCE_NSAllocationNSCE_NSDiagnostics API.
Table 6.18.6.1-2: NSCE_NSAllocationNSCE_NSDiagnostics API re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	NetSliceId
	6.3.6.2.15
	Represents the identification information of a network slice.
	

	ServArea
	Clause 6.16.6.2.5
	Represents a network slice service area.
	

	ServiceProfile
	3GPP TS 28.541 [19]
	Represents the network slice service profile.
	

	Snssai
	3GPP TS 29.571 [16]
	Represents the S-NSSAI.
	

	SupportedFeatures
	3GPP TS 29.571 [16]
	Represents the list of supported feature(s) and used to negotiate the applicability of the optional features.
	



* * * 2nd Change * * * *
[bookmark: _Toc157435146][bookmark: _Toc157436861][bookmark: _Toc157440701][bookmark: _Toc160650491][bookmark: _Toc161903201]6.18.7.1	General
For the NSCE_NSAllocation API, error handling shall be supported as specified in clause 6.7 of 3GPP TS 29.549 [15].
In addition, the requirements in the following clauses are applicable for the NSCE_NSAllocationNSCE_NSDiagnostics API.

* * * End of changes * * * *
