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* * * First Change * * * *
[bookmark: _Toc160649676][bookmark: _Toc161902321]5.3.2.1	Introduction
The service operations defined for the NSCE_NetSliceLifeCycleMngtNSCE_PolicyManagement service are shown in table 5.3.2.1-1.
Table 5.3.2.1-1: NSCE_NetSliceLifeCycleMngt Service Operations
	Service Operation Name
	Description
	Initiated by

	NSCE_NetSliceLifeCycleMngt_Subscribe
	This service operation enables a service consumer to request the creation/update/deletion of an Application layer network slice lifecycle management at the NSCE Server.
	e.g., VAL Server

	NSCE_NetSliceLifeCycleMngt_Notify
	This service operation enables a service consumer to receive application layer network slice lifecycle management related notifications.
	NSCE Server

	NSCE_NetSliceLifeCycleMngt_QoEMetricsSubscribeNotify
	This service operation enables a service consumer to receive QoE metrics subscription notification.
	NSCE Server

	NSCE_NetSliceLifeCycleMngt_QoEMetricsNotify
	This service operation enables a service consumer to provide the information of QoE metrics from the application layer domain.
	e.g., VAL Server

	NSCE_NetSliceLifeCycleMngt_Recommendation
	This service operation enables a service consumer to receive Network slice LCM recommendation Notifications.
	NSCE Server



* * * 2nd Change * * * *
[bookmark: _Toc161902547]6.2.6.1	General
This clause specifies the application data model supported by the API.
Table 6.2.6.1-1 specifies the data types defined for the NSCE_NetSliceLifeCycleMngt API.
Table 6.2.6.1-1: NSCE_NetSliceLifeCycleMngt API specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	CollectInfo
	6.2.6.2.8
	The information collected from the interested network slice.
	

	NSLCMNotif
	6.2.6.2.3
	The Network Slice Lifecycle Management Notification.
	

	NSLCMRecom
	6.2.6.2.7
	The Network Slice LCM Recommendation.
	

	NSLCMSubsc
	6.2.6.2.1
	The parameters to request the creation of a Network Slice Lifecycle Management Subscription resource.
	

	NSLCMSubscPatch
	6.2.6.2.2
	The parameters to request the update of a Network Slice Lifecycle Management Subscription resource.
	

	QoEMetric
	6.2.6.2.10
	The QoE metric type and the corresponding QoE threshold.
	

	QoEMetricsResp
	6.2.6.2.5
	The response of QoE Metris Subscription.
	

	QoEMetricsReport
	6.2.6.2.6
	The QoE Metrics Report.
	

	QoEMetricsReportNotif
	6.2.6.2.11
	The QoE metrics notification including the QoE Metrics Report.
	

	QoEMetricsSubsc
	6.2.6.2.4
	The subscription to a previously subscribed service consumer on QoE metrics
	

	QoEType
	6.2.6.3.3
	The QoE metric type, e.g., latency, throughput, jitter, etc.
	

	SliceLCMAction
	6.2.6.3.5
	Recommend network slice LCM action.
	

	TriggerCond
	6.2.6.2.9
	The updated monitored parameters and the corresponding thresholds which could trigger the AppLayer-NS-LCM.
	

	TriggerType
	6.2.6.3.4
	The monitored parameter type, e.g., Network Slice load, collected Network Slice performance, collected QoE, etc.
	



Table 6.2.6.1-2 specifies data types re-used by the NSCE_NetSliceLifeCycleMngtNSCE_PolicyManagement API from other specifications, including a reference to their respective specifications, and when needed, a short description of their use within the NSCE_NetSliceLifeCycleMngtNSCE_PolicyManagement API.
Table 6.2.6.1-2: NSCE_NetSliceLifeCycleMngt API re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	DateTime
	3GPP TS 29.122 [2]
	Represents a date and a time.
	

	NetworkPerfInfo
	3GPP TS 29.520 [29]
	Represents the network performance information.
	

	NetSliceId
	6.3.6.2.15
	Represents the identification information of a network slice.
	

	NSInfoSet
	6.16.6.2.4
	Represents a Network Slice Information Set.
	



* * * End of changes * * * *
