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* * * First Change * * * *
[bookmark: _Toc85734181][bookmark: _Toc89431480][bookmark: _Toc97042288][bookmark: _Toc97045432][bookmark: _Toc97155177][bookmark: _Toc101521322][bookmark: _Toc138761590][bookmark: _Toc160570260][bookmark: _Toc162007856]6.1	Introduction
[bookmark: _Hlk136430156]The table 6.1-1 lists the Edge Configuration Server APIs below the service name. A service description clause for each API gives a general description of the related API.
Table 6.1-1: List of ECS Service APIs
	Service Name
	Service Operations
	Operation Semantics
	Consumer(s)

	Eecs_EESRegistration
	Request
	Request/Response
	e.g., EES

	
	Update
	Request/Response
	e.g., EES

	
	Deregister
	Request/Response
	e.g., EES

	Eecs_TargetEESDiscovery

(NOTE)
	Request
	Request/Response
	e.g., EES, CES

	Eecs_EASInfoManagement
	Get
	Request/Response
	EES

	
	Store
	Request/Response
	EES

	Eecs_ECSDiscovery
	Request
	Request/Response
	ECS

	NOTE:	In this release of the specification, this API is extended to enable to discover the target Enabler Server, which can be either the target EES or the target CES, not only the target EES, in order to support cloud enabler services.



Table 6.1-2 summarizes the corresponding Edge Configuration Server APIs defined in this specification. 
Table 6.1-2: API Descriptions
	Service Name
	Clause
	Description
	OpenAPI Specification File
	apiName
	Annex

	Eecs_EESRegistration
	9.1
	ECS EES registration service.
	TS29558_Eecs_EESRegistration.yaml
	eecs-eesregistration
	A.11

	Eecs_TargetEESDiscovery
	9.2
	ECS Service to discover the target EES information.
	TS29558_Eecs_TargetEESDiscovery.yaml
	eecs-targeteesdiscovery
	A.12

	Eecs_EASInfoManagement
	9.3
	ECS EAS Information Management Service.
	TS29558_Eecs_EASInfoManagement.yaml
	eecs-eim
	A.16

	Eecs_ECSDiscovery
	9.5
	Eecs_ECSDiscovery
	TS29558_Eecs_ECSDiscovery
	eecs-ecsdiscovery
	A.19



* * * Next Change * * * *
6.6	Eecs_ECSDiscovery Service
6.6.1	Service Description
The Eecs_ECSDiscovery API, as defined in 3GPP TS 23.558 [2], allows a service consumer (e.g., partner ECS) to: 
-	retrieve partner ECS information from the ECS; and
-	receive partner ECS information update notifications.
6.6.2	Service Operations
6.6.2.1	Introduction
The service operation defined for Eecs_ECSDiscovery API is shown in the table 6.6.2.1-1.
Table 6.6.2.1-1: Operations of the Eecs_ECSDiscovery API
	Service operation name
	Description
	Initiated by

	Eecs_ECSDiscovery_Request
	This service operation is used by the service consumer to retrieve partner ECS information. 
	e.g., ECS

	Eecs_ECSDiscovery_Notify
	[bookmark: _Hlk166525297]This service operation is used by the ECS to notify a previously subscribed service consumer on partner ECS information.
	e.g., ECS



6.6.2.2	Eecs_ECSDiscovery_Request
6.6.2.2.1	General
This service operation is used by the service consumer to retrieve partner ECS information from the ECS.
6.6.2.2.2	Service consumer fetching partner ECS information from the ECS using the Eecs_ECSDiscovery_Request operation
To retrieve partner ECS information, the service consumer shall send an HTTP POST request message to the ECS targeting the "ECS Information" collection resource, with the request body including the ECSInfoDiscoveryReq data structure.
Upon reception of the HTTP POST message from the service consumer, the ECS shall:
1.	verify the identity of the service consumer and check if it is authorized to trigger this request;
2.	if the service consumer ECS is authorized, the ECS shall;
a.	determine the ECS information that may be shared with the service consumer based on the federation information and the ECSP policies; andb.	return an HTTP "200 OK" status code with the response body including the ECSInfoDiscoveryResp data structure containing the requested ECS information.
On failure, the ECS shall take proper error handling actions, as specified in clause 9.5.6, and respond to the service consumer with an appropriate error status code.
6.6.2.3	Eecs_ECSDiscovery_Request
6.6.2.3.1	General
This service operation is used by the service consumer to notify a previously subscribed service consumer on partner ECS information.
6.6.2.3.2	ECS notifying the ECS information to the service consumer using Eecs_ECSDiscovery_Notification operation 
When the ECS determines to notify the service consumers with updated ECS information, the ECS shall send an HTTP POST request message targeting the notification URI received in the corresponding ECS discovery request, with the request body including the EcsInfoDiscNotif data structure.
Upon reception the HTTP POST message, the service consumer shall process the notification and shall respond to the ECS with an HTTP "204 No Content" status code.
On failure, the service consumer shall take proper error handling actions, as specified in clause 9.5.6, and respond to the ECS with an appropriate error status code.
* * * Next Change * * * *
9.5	Eecs_ECSDiscovery API
9.5.1	Introduction
The Eecs_ECSDiscovery service shall use the Eecs_ECSDiscovery API.
The API URI of the Eecs_ECSDiscovery API shall be:
{apiRoot}/<apiName>/<apiVersion>
The request URIs used in HTTP requests shall have the Resource URI structure as defined in clause 5.2.4 of 3GPP TS 29.122 [6], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in clause 5.2.4 of 3GPP TS 29.122 [6].
-	The <apiName> shall be "eecs-ecsdiscovery".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in clause 5.2.4 of 3GPP TS 29.122 [6].
9.5.2	Resources
9.5.2.1	Overview
This clause describes the structure for the Resource URIs and the resources and methods used for the service.
Figure 9.5.2.1-1 depicts the resource URIs structure for the Eecs_ECSDiscovery API.


Figure 9.5.2.1-1: Resource URI structure of the Eecs_ECSDiscovery API
Table 9.5.2.1-1 provides an overview of the resources and applicable HTTP methods.
Table 9.5.2.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	ECS Information
	/ecs-info
	Discover
	Retrieve partner ECS information.



9.5.2.2	Resource: ECS Information
9.5.2.2.1	Description
This resource represents the collection of ECS Information managed by the ECS.
9.5.2.2.2	Resource Definition
Resource URI: {apiRoot}/eecs-ecsdiscovery/<apiVersion>/ecs-info
This resource shall support the resource URI variables defined in the table 9.5.2.2.2-1.
Table 9.5.2.2.2-1: Resource URI variables for this resource
	Name
	Data Type
	Definition

	apiRoot
	string
	See clause 9.5.1.



9.5.2.2.3	Resource Standard Methods
There are no resource standard methods defined for this resource in this release of the specification.
9.5.2.2.4	Resource Custom Operations
9.5.2.2.4.1	Overview
Table 9.5.2.4.4.1-1 specifies the custom operations defined on this resource.
Table 9.5.2.2.4.1-1: Custom operations
	Operation name
	Custom operaration URI
	Mapped HTTP method
	Description

	Discover
	/ecs-info/discover
	POST
	Request partner ECS information



9.5.2.2.4.2	Operation: Discover
9.5.2.2.4.2.1	Description
The custom operation allows a service consumer to request ECS information from the ECS.
9.5.2.2.4.2.2	Operation Definition
This operation shall support the request of data structures specified in table 9.5.2.2.4.2.2-1 and the response data structure and response codes specified in table 9.5.2.2.4.2.2-2.
Table 9.5.2.2.4.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	ECSInfoDiscoveryReq
	M
	1
	Contains the necessary information to request ECS information.



Table 9.5.2.2.4.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ECSInfoDiscoveryResp
	M
	1
	200 OK
	The requested ECS discovery information was successfully returned.

	n/a
	
	
	204 No Content
	The processing of the request is successful but no matching ECS was found.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative URI of the resource custom operation located in an alternative ECS.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative URI of the resource custom operation located in an alternative ECS.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status code for the POST method listed in Table 5.2.6-1 of 3GPP TS 29.122 [3] also apply.



Table 9.5.2.2.4.2.2-3: Headers supported by the 307 Response Code on this resource custom operation
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource custom operation located in an alternative ECS.



Table 9.5.2.2.4.2.2-4: Headers supported by the 308 Response Code on this resource custom operation
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource custom operation located in an alternative ECS.



9.5.3	Custom Operations without associated resources
There are no custom Operations without associated resources defined for this API in this release of the specification.
9.5.4	Notifications
[bookmark: _Toc70160827][bookmark: _Toc101529341][bookmark: _Toc114864171][bookmark: _Toc136427616]9.5.4.1	General
Table 9.5.4.1-1: Notifications overview
	Notification
	Callback URI
	HTTP method or custom operation
	Description
(service operation)

	ECS Discovery Notification
	{notifUri}
	POST
	Enables the ECS to notify a previously subscribed service consumer on partner ECS information.



[bookmark: _Toc28009911][bookmark: _Toc34062031][bookmark: _Toc36036787][bookmark: _Toc43285035][bookmark: _Toc45132814][bookmark: _Toc51193508][bookmark: _Toc51760707][bookmark: _Toc59015157][bookmark: _Toc59015673][bookmark: _Toc68165715][bookmark: _Toc83229811][bookmark: _Toc90649011][bookmark: _Toc105593906][bookmark: _Toc114209620][bookmark: _Toc138681490][bookmark: _Toc151977918][bookmark: _Toc152148601][bookmark: _Toc161988387]9.5.4.2	ECS Discovery Notification
[bookmark: _Toc28009912][bookmark: _Toc34062032][bookmark: _Toc36036788][bookmark: _Toc43285036][bookmark: _Toc45132815][bookmark: _Toc51193509][bookmark: _Toc51760708][bookmark: _Toc59015158][bookmark: _Toc59015674][bookmark: _Toc68165716][bookmark: _Toc83229812][bookmark: _Toc90649012][bookmark: _Toc105593907][bookmark: _Toc114209621][bookmark: _Toc138681491][bookmark: _Toc151977919][bookmark: _Toc152148602][bookmark: _Toc161988388]9.5.4.2.1	Description
The ECS Discovery Notification service operation is used by the ECS to notify a previously subscribed service consumer on partner ECS information.
[bookmark: _Toc85734348][bookmark: _Toc89431647][bookmark: _Toc97042459][bookmark: _Toc97045603][bookmark: _Toc97155348][bookmark: _Toc101521485][bookmark: _Toc138761762][bookmark: _Toc145707977][bookmark: _Toc160570466][bookmark: _Toc162008062][bookmark: _Toc28009913][bookmark: _Toc34062033][bookmark: _Toc36036789][bookmark: _Toc43285037][bookmark: _Toc45132816][bookmark: _Toc51193510][bookmark: _Toc51760709][bookmark: _Toc59015159][bookmark: _Toc59015675][bookmark: _Toc68165717][bookmark: _Toc83229813][bookmark: _Toc90649013][bookmark: _Toc105593908][bookmark: _Toc114209622][bookmark: _Toc138681492][bookmark: _Toc151977920][bookmark: _Toc152148603][bookmark: _Toc161988389]9.5.4.2.2	Target URI
The callback URI {notifUri} shall be used with the callback URI variables defined in table 9.5.4.2.2-1.
Table 9.5.4.2.2-1: Callback URI variables
	Name
	Data type
	Definition

	notifUri
	Uri
	Represents the callback URI encoded as a string formatted as a URI.



[bookmark: _Toc138761763][bookmark: _Toc145707978][bookmark: _Toc160570467][bookmark: _Toc162008063]9.5.4.2.3	Standard Methods
9.5.4.2.3.1	POST
This method shall support the request data structures specified in table 9.5.4.2.3.1-1 and the response data structures and response codes specified in table 9.5.4.2.3.1-2.
Table 9.5.4.2.3.1-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	EcsInfoDiscNotif
	M
	1
	Notification of ECS information.



Table 9.5.4.2.3.1-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	Successful case. The notification is successfully received and acknowledged.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative target URI representing the end point of an alternative service consumer towards which the notification should be sent.

Redirection handling is described in clause 5.2.10 of TS 29.122 [6].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative service consumer towards which the notification should be sent.

Redirection handling is described in clause 5.2.10 of TS 29.122 [6].

	NOTE:	The mandatory HTTP error status codes for the HTTP POST method listed in Table 5.2.6-1 of 3GPP TS 29.122 [6] shall also apply.



Table 9.5.4.4.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative target URI representing the end point of an alternative service consumer towards which the notification should be redirected.



Table 9.5.4.4.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative target URI representing the end point of an alternative service consumer towards which the notification should be redirected.


9.5.5	Data Model
9.5.5.1	General
This clause specifies the application data model supported by the API. Data types listed in clause 7.2 apply to this API.
Table 9.5.5.1-1 specifies the data types defined specifically for the Eecs_ECSDiscovery API.
Table 9.5.5.1-1: Eecs_ECSDiscovery API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	EcsInfo
	9.5.5.2.4
	Represents the discovered ECS information.
	

	EcsInfoDiscNotif
	9.5.5.2.9
	Represents the ECS Discovery notification information
	

	EcsInfoDiscoveryReq
	9.5.5.2.2
	Represents the ECS Discovery request information.
	

	EcsInfoDiscoveryResp
	9.5.5.2.3
	Represents the ECS Discovery response information.
	

	ECSProfile
	9.4.5.2.5
	Represents the profile information related to the ECS in the ECSRegistration data type.
	

	PduConfiguration
	9.4.5.2.6
	Represents information to establish PDU session with ECS.
	

	SupportedEcsp
	9.4.5.2.7
	Represents the ECSP Information associated to PLMN.
	

	SupportedPlmn
	9.4.5.2.8
	Represents the PLMN information.
	



Table 9.5.5.1-2 specifies data types re-used by the Eecs_ECSDiscovery API service, including a reference to their respective specifications, and when needed, a short description of their use within the Eecs_ECSDiscovery API.
Table 9.5.5.1-2: Eecs_ECSDiscovery re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	ACProfile
	3GPP TS 24.558 [14]
	Represents the AC profiles filter information.
	

	ConnectivityInfo
	3GPP TS 24.558 [14]
	Represents to represent the connectivity information of the UE.
	

	DateTime
	3GPP TS 29.122 [6]
	Represents a date and a time.
	

	DateTimeRm
	3GPP TS 29.571 [8]
	Represents the expiration time in ECS registration patch.
	

	Dnn
	3GPP TS 29.571 [8]
	Represents the Dnn information
	

	EndPoint
	8.1.5.2.5
	Represents the end point information of the ECS in the ECS profile.
	

	LocationInfo
	3GPP TS 29.122 [6]
	Represents the location information of the UE in the ECS discovery request and subscriptions.
	

	PlmnIdNid
	3GPP TS 29. 571 [8]
	Represents the network, i.e., PLMN Identifier or the SNPN Identifier (the PLMN Identifier and the NID). Used to indicate the PLMN supporting information in ECS profile.
	

	Snssai
	3GPP TS 29.571 [8]
	Represents the Snssai information.
	

	SpatialValidityCond
	3GPP TS 29.571 [8]
	Represents the spatial validity conditions.
	

	SupportedFeatures
	3GPP TS 29.571 [8]
	Represents the list of supported feature(s) and used to negotiate the applicability of the optional features.
	



9.5.5.2	Structured data types
[bookmark: _Toc101529348][bookmark: _Toc114864179][bookmark: _Toc136427624]9.5.5.2.1	Introduction
This clause defines the structures to be used in resource representations.
[bookmark: _Toc101529349][bookmark: _Toc114864180][bookmark: _Toc136427625]9.5.5.2.2	Type: EcsInfoDiscoveryReq
Table 9.5.5.2.2-1: Definition of type EcsInfoDiscoveryReq
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ecsAddr
	EndPoint
	M
	1
	Represents end point information (e.g. URI, FQDN, IP address) of the requesting ECS.
	

	acProfs
	array(ACProfile)
	O
	1..N
	AC Profiles filter information about the required services.
	

	connInf
	array(ConnectivityInfo)
	O
	1..N
	List of connectivity information for the UE.
	

	ueLoc
	LocationInfo
	O
	0..1
	Location information of the UE for which the services are required.
	

	notifUri
	Uri
	O
	0..1
	Contains the URI via which the ECS Discovery notifications shall be delivered.
	

	duration
	DateTime
	O
	0..1
	Represents the time duration over which the service consumer expects the ECS to provide ECS Discovery notifications.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Represents a list of Supported features used as described in clause 9.5.7.
This attribute shall be present only when feature negotiation needs to take place.
	



[bookmark: _Toc101529350][bookmark: _Toc114864181][bookmark: _Toc136427626]9.5.5.2.3	Type: EcsInfoDiscoveryResp
Table 9.5.5.2.3-1: Definition of type EcsInfoDiscoveryResp
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ecsInfo
	array(EcsInfo)
	M
	1..N
	Contains the list of partner ECS information.
	



[bookmark: _Toc70160838][bookmark: _Toc101529355][bookmark: _Toc114864186][bookmark: _Toc136427631]9.5.5.2.4	Type: EcsInfo
Table 9.5.5.2.4-1: Definition of type EcsInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ecs
	ECSProfile
	M
	1
	Contains the ECS profile information.
	

	lifeTime
	DateTime
	O
	0..1
	Indicates the time duration for which the provided ECS information is valid.
	



9.4.5.2.5	Type: ECSProfile
Table 9.4.5.2.5-1: Definition of type ECSProfile
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	endPt
	EndPoint
	M
	1
	Endpoint information (e.g. URI, FQDN, IP address) used to communicate with the ECS.
	

	ecspId
	string
	O
	0..1
	The identifier of the ECSP (e.g. the mobile network operator or 3rd party service provider) that provides the ECS.
	

	splVal
	SpatialValidityCond
	O
	0..1
	The spatial validity conditions.
	

	suppPlmns
	array(SupportedPlmn)
	O
	1..N
	List of PLMNs and the associated ECSPs for which the ECS can provide the EDN configuration information.
	


9.4.5.2.6	Type: SupportedPlmn
Table 9.4.5.2.6-1: Definition of type SupportedPlmn
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	plmnId
	PlmnIdNid
	O
	0..1
	The identifier of the PLMN for which EDN configuration information can be provided by ECS.
	

	suppEcsps
	array(SupportedEcsp)
	O
	1..N
	The information of ECSP(s) associated to the PLMN identified by "plmnId" attribute.
	

	pduConf
	PduConfiguration
	O
	0..1
	DNN and S-NSSAI information for roaming UEs to establish PDU sessions with the ECS.
	



9.4.5.2.7	Type: SupportedEcsp
Table 9.4.5.2.7-1: Definition of type SupportedEcsp
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ecspId
	string
	M
	1
	The identifier of an ECSP
	

	easIds
	array(string)
	M
	1..N
	The list of EAS IDs available or expected to be available through the ECSP identified by "ecspId" attribute.
	



9.4.5.2.8	Type: PduConfiguration
Table 9.4.5.2.8-1: Definition of type PduConfiguration
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	snssai
	Snssai
	M
	1
	Indicates the S-NSSAI information to establish PDU sessions with the ECS.
	

	dnn
	Dnn
	M
	1
	Indicates the DNN information to establish PDU sessions with the ECS.
	


9.5.5.2.9	Type: EcsInfoDiscNotif
Table 9.5.5.2.9-1: Definition of type EcsInfoDiscoveryNotification
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ecsInfo
	array(EcsInfo)
	M
	1..N
	Contains the list of partner ECS information.
	



9.5.5.3	Simple data types and enumerations
[bookmark: _Toc510696639][bookmark: _Toc35971434][bookmark: _Toc144024183][bookmark: _Toc148176896][bookmark: _Toc151379275][bookmark: _Toc151445456][bookmark: _Toc160470533][bookmark: _Toc160472164]9.5.5.3.1	Introduction
This clause defines simple data types and enumerations that can be referenced from data structures defined in the previous clauses.
[bookmark: _Toc510696640][bookmark: _Toc35971435][bookmark: _Toc144024184][bookmark: _Toc148176897][bookmark: _Toc151379276][bookmark: _Toc151445457][bookmark: _Toc160470534][bookmark: _Toc160472165]9.5.5.3.2	Simple data types
The simple data types defined in table 9.5.5.3.2-1 shall be supported.
Table 9.5.5.3.2-1: Simple data types
	Type Name
	Type Definition
	Description
	Applicability

	[bookmark: MCCQCTEMPBM_00000197]
	
	
	



[bookmark: _Toc148176900][bookmark: _Toc151379279][bookmark: _Toc151445460][bookmark: _Toc160470537][bookmark: _Toc160472168]9.5.5.4	Data types describing alternative data types or combinations of data types
[bookmark: _Toc510696644][bookmark: _Toc35971439]There are no data types describing alternative data types or combinations of data types defined for this API in this release of the specification.
[bookmark: _Toc510696646][bookmark: _Toc35971441][bookmark: _Toc144024188][bookmark: _Toc148176901][bookmark: _Toc151379280][bookmark: _Toc151445461][bookmark: _Toc160470538][bookmark: _Toc160472169]9.5.5.5	Binary data
[bookmark: _Toc35971442][bookmark: _Toc144024189][bookmark: _Toc148176902][bookmark: _Toc151379281][bookmark: _Toc151445462][bookmark: _Toc160470539][bookmark: _Toc160472170]9.5.5.5.1	Binary Data Types
[bookmark: _Toc20131002]Table 9.5.5.5.1-1: Binary Data Types
	Name
	Clause defined
	Content type

	[bookmark: MCCQCTEMPBM_00000198]
	
	



9.5.6	Error Handling
[bookmark: _Toc101529365][bookmark: _Toc114864197][bookmark: _Toc136427642]9.5.6.1	General
For the Eecs_ECSDiscovery API, HTTP error responses shall be supported as specified in clause 5.2.6 of 3GPP TS 29.122 [3]. Protocol errors and application errors specified in clause 5.2.6 of 3GPP TS 29.122 [3] shall be supported for the HTTP status codes specified in table 5.2.6-1 of 3GPP TS 29.122 [3].
In addition, the requirements in the following clauses are applicable for the Eecs_ECSDiscovery API.
[bookmark: _Toc94194968][bookmark: _Toc101529366][bookmark: _Toc114864198][bookmark: _Toc136427643]9.5.6.2	Protocol Errors
No specific protocol errors for the Eecs_ECSDiscovery API are specified.
[bookmark: _Toc101529367][bookmark: _Toc114864199][bookmark: _Toc136427644]9.5.6.3	Application Errors
The application errors defined for the Eecs_ECSDiscovery service are listed in Table 9.5.6.3-1. 
Table 9.5.6.1-1: Application errors
	Application Error
	HTTP status code
	Description

	
	
	



9.5.7	Feature negotiation
General feature negotiation procedures are defined in clause 7.8. Table 9.5.7-1 lists the supported features for Eecs_ECSDiscovery API.
Table 9.5.7-1: Supported Features
	Feature number
	Feature Name
	Description

	
	
	



* * * Next Change * * * *
A.19	Eecs_ECSDiscovery API
openapi: 3.0.0

info:
  title: ECS ECS Discovery Service
  version: 1.0.0
  description: |
    API for ECS Discovery  
    © 2024, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

externalDocs:
  description: >
    3GPP TS 29.558 V18.6.0 Enabling Edge Applications;
    Application Programming Interface (API) specification; Stage 3
  url: https://www.3gpp.org/ftp/Specs/archive/29_series/29.558/

security:
  - {}
  - oAuth2ClientCredentials: []

servers:
  - url: '{apiRoot}/eecs-ecsdiscovery/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 7.5 of 3GPP TS 29.558.

paths:
  /ecs-info/discover:
    post:
      description: >
        Provides ECS information requested by the service consumer.
      operationId: GetECSDiscInfo
      tags:
        - ECS Information (Collection)
      requestBody:
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/EcsInfoDiscoveryReq'
      responses:
        '200':
          description: The requested ECS discovery information was returned successfully.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/EcsInfoDiscoveryResp'
        '307':
          $ref: 'TS29122_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29122_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29122_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29122_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29122_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'
      callbacks:
        ECSDiscNotif:
          '{request.body#/notifUri}':
            post:
              requestBody:
                required: true
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/EcsInfoDiscNotif'
              responses:
                '204':
                  description: No Content (successful notification).
                '307':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/307'
                '308':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/308'
                '400':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/500'
                '503':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/503'
                default:
                  $ref: 'TS29122_CommonData.yaml#/components/responses/default'

components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{tokenUrl}'
          scopes: {}

  schemas:

    EcsInfoDiscoveryReq:
      type: object
      description: Represents the ECS Discovery request information.
      properties:
        ecsAddr:
          $ref: 'TS29558_Eees_EASRegistration.yaml#/components/schemas/EndPoint'
        acProfs:
          type: array
          items:
            $ref: 'TS24558_Eees_EECRegistration.yaml#/components/schemas/ACProfile'
          minItems: 1
        connInf:
          type: array
          items:
            $ref: 'TS24558_Eecs_ServiceProvisioning.yaml#/components/schemas/ConnectivityInfo'
          minItems: 1
        ueLoc:
          type: array
          items:
            $ref: 'TS29122_MonitoringEvent.yaml#/components/schemas/LocationInfo'
          minItems: 1
        notifUri:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/Uri'
        duration:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/DateTime'
        suppFeat:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      required:
        - ecsAddr

    EcsInfoDiscoveryResp:
      type: object
      description: Represents the ECS Discovrey response.
      properties:
        ecsInfo:
          type: array
          items: 
            $ref: '#/components/schemas/EcsInfo'
          minItems: 1
      required:
        - ecsInfo

    EcsInfo:
      type: object
      description: Represents the discovered ECS information.
      properties:
        ecs:
          $ref: '#/components/schemas/ECSProfile'
        lifeTime:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/DateTime'
      required:
        - ecs

    ECSProfile:
      type: object
      description: Represents the ECS profile information.
      properties:
        endPt:
          $ref: 'TS29558_Eees_EASRegistration.yaml#/components/schemas/EndPoint'
        ecspId:
          type: string
        splVal:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SpatialValidityCond'
        suppPlmns:
          type: array
          items:
            $ref: '#/components/schemas/SupportedPlmn'
          minItems: 1
      required:
        - endPt

    SupportedPlmn:
      type: object
      description: Represents supported PLMN and the related ECSPs information.
      properties:
        plmnId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnIdNid'
        suppEcsps:
          type: array
          items:
            $ref: '#/components/schemas/SupportedEcsp'
          minItems: 1
        pduConf:
           $ref: '#/components/schemas/PduConfiguration'

    SupportedEcsp:
      type: object
      description: Represents the ECSPs information.
      properties:
        ecspId:
          type: string
        easIds:
          type: array
          items:
            type: string
          minItems: 1
      required:
        - ecspId
        - easIds

    PduConfiguration:
      type: object
      description: Represents the PDU configuration information of the ECS.
      properties:
        snssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
      required:
        - snssai
        - dnn

    EcsInfoDiscNotif:
      type: object
      description: Represents the ECS Discovery notification information.
      properties:
        ecsInfo:
          type: array
          items: 
            $ref: '#/components/schemas/EcsInfo'
          minItems: 1
      required:
        - ecsInfo

* * * End of Changes * * * *
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