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SAIC Scenario Assumptions, Key Issues needing decision
	Item
	Agreement

	Synchronized vs Asynchronous networks
	Both

	AMR Modes (EFR?)
	5.9 FR/HR System Level (no dynamic switching), 5.9 and 12.2 Link level

	DIR values/definition
(return)
	System Level Sync – Burst
System Level Async – FFS ? 
Link Level - FFS 

	GMSK/8PSK prioritization
	FFS 

	Adding Eb/No and frequency offset
	Agreed to add Eb/No
Frequency Offset – per specification

	MS Penetration percentage
	0, 25, 50, 100

	Number of interferers, (with or without noise)
	FFS

	TSCs
	System Level (Synchronized) – Link level to support random delay and random TSC

Link Level – FFS – include studies of different combinations

	Frequency Bands
	900, 1900 (Configuration specific)

	Link Level Simulation – Modified Olofsson (Ericsson), or Nokia method
	FFS

	Detailed network simulation assumptions (Tables)
	GAHS-030015

	Where to include fast fading
	Include in Link Level, System Level FFS

	Adjacent timeslot interferer characteristics
	Asynchronous FFS

	Adjacent channel interference
	GAHS-030015

	Control Channels
	FFS

	Logical Channels - GPRS
	FFS


