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This document contains 37 CRs to TS 51.010-1 v4.2.0. These CRs have been agreed by GERAN WG4 and are put forward to TSG GERAN for approval.

	GERAN4 Doc
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
Current
	Version-New
	Work item

	G4-010030
	51.010-1
	135
	
	Rel-4
	Clause 40 – GPRS default conditions, message contents and macros
	F
	4.2.0
	4.3.0
	GPRS

	G4-010031
	51.010-1
	136
	
	Rel-4
	Clause 44.2.5.2.3 - Ciphering mode / IMEISV request
	F
	4.2.0
	4.3.0
	GPRS

	G4-010032
	51.010-1
	137
	
	Rel-4
	Clause 44.2.3.2.9 - Combined routing area updating / abnormal cases / change of cell during routing area updating procedure
	F
	4.2.0
	4.3.0
	GPRS

	G4-010033
	51.010-1
	138
	
	Rel-4
	Clause 44.2.5.2.1 - Ciphering mode / start ciphering
	F
	4.2.0
	4.3.0
	GPRS

	G4-010047
	51.010-1
	139
	
	Rel-4
	SNDCP test “Response from MS on receiving XID request from the SS”
	F
	4.2.0
	4.3.0
	GPRS

	G4-010050
	51.010-1
	140
	
	Rel-4
	Corrections and clarification of the GPRS defaults section 40.
	F
	4.2.0
	4.3.0
	GPRS

	G4-010051
	51.010-1
	141
	
	Rel-4
	41.2 RR procedures on CCCH related to temporary block flow establishment
	F
	4.2.0
	4.3.0
	GPRS

	G4-010052
	51.010-1
	142
	
	Rel-4
	Clause 41.3.4.2 TBF Release / Downlink / Normal / Network initiated / Unacknowledged mode
	F
	4.2.0
	4.3.0
	GPRS

	G4-010053
	51.010-1
	143
	
	Rel-4
	Correction of reaction time check in section 42.2.2.11
	F
	4.2.0
	4.3.0
	GPRS

	G4-010054
	51.010-1
	144
	
	Rel-4
	GPRS MAC Dynamic Allocation Test Case 42.3.1.2.1
	F
	4.2.0
	4.3.0
	GPRS

	G4-010055
	51.010-1
	145
	
	Rel-4
	Additional GPRS Conformance Tests for Network Controlled Reselection
	F
	4.2.0
	4.3.0
	GPRS

	G4-010056
	51.010-1
	146
	
	Rel-4
	42.5.1.1 Downlink Transfer / Normal operation / Relative encoding TBF starting time
	F
	4.2.0
	4.3.0
	GPRS

	G4-010057
	51.010-1
	147
	
	Rel-4
	Stall Indicator usage clarification
	F
	4.2.0
	4.3.0
	GPRS

	G4-010058
	51.010-1
	148
	
	Rel-4
	GMM Procedure timeout during GPRS Detach or Combined routing area updating
	F
	4.2.0
	4.3.0
	GPRS

	G4-010059
	51.010-1
	149
	
	Rel-4
	44.2.1.2.7 TMSI Status Check Not Required In ATTACH REQUEST and MS Will Always Respond To Paging With IMSI.
	F
	4.2.0
	4.3.0
	GPRS

	G4-010060
	51.010-1
	150
	
	Rel-4
	Use of the Allocation bitmap in accordance with the value of T3168
	F
	4.2.0
	4.3.0
	GPRS

	G4-010089
	51.010-1
	151
	
	Rel-4
	Permission to access the network – setting of priority for data transfer
	F
	4.2.0
	4.3.0
	GPRS

	G4-010144
	51.010-1
	152
	
	Rel-4
	SS Needs To Send Packet Paging Request or a Paging Request Type 1 In 44.2.1.1.1.
	F
	4.2.0
	4.3.0
	GPRS

	G4-010145
	51.010-1
	153
	
	Rel-4
	Corrections To The Test Method Of 44.2.1.2.1
	F
	4.2.0
	4.3.0
	GPRS

	G4-010146
	51.010-1
	154
	
	Rel-4
	Test Duration of 44.2.3.3.1 Calls Periodic Location Update Timer To Be Disabled
	F
	4.2.0
	4.3.0
	GPRS

	G4-010147
	51.010-1
	155
	
	Rel-4
	Cells Used In The Testing Of Reject Cause ‘PLMN not allowed’ Should Not Have The Home PLMN and the Location Update Procedure Is Not Initalted By A Mobile in Mode C “GPRS”(44.2.1.1.4)
	F
	4.2.0
	4.3.0
	GPRS

	G4-010148
	51.010-1
	156
	
	Rel-4
	Various Corrections To The Procedures Of Test Case 44.2.1.1.5
	F
	4.2.0
	4.3.0
	GPRS

	G4-010149
	51.010-1
	157
	
	Rel-4
	44.2.3.3.2 Peridic routing area updating / accepted / T3312 default value
	F
	4.2.0
	4.3.0
	GPRS

	G4-010150
	51.010-1
	158
	
	Rel-4
	44.2.3.3.3 Peridic routing area updating / no cell available / Network mode I and 44.2.3.3.4 Combined routing area updating / no cell available
	F
	4.2.0
	4.3.0
	GPRS

	G4-010151
	51.010-1
	159
	
	Rel-4
	44.2.1.2.3  Combined GPRS attach / GPRS attach while IMSI attach
	F
	4.2.0
	4.3.0
	GPRS

	G4-010152
	51.010-1
	160
	
	Rel-4
	44.2.2.1.2 GPRS detach / accepted
	F
	4.2.0
	4.3.0
	GPRS

	G4-010153
	51.010-1
	161
	
	Rel-4
	Corrections To The Test Method Of 45_2_1_1
	F
	4.2.0
	4.3.0
	GPRS

	G4-010154
	51.010-1
	162
	
	Rel-4
	Procedure, Expected Sequence and Default Message Corrections To 45.2.2
	F
	4.2.0
	4.3.0
	GPRS

	G4-010155
	51.010-1
	163
	
	Rel-4
	Clause 44.2.5.1.1 - Authentication accepted
	F
	4.2.0
	4.3.0
	GPRS

	G4-010156
	51.010-1
	164
	
	Rel-4
	Clause 44.2.5.2.2- Ciphering mode / stop ciphering
	F
	4.2.0
	4.3.0
	GPRS

	G4-010157
	51.010-1
	165
	
	Rel-4
	Clause 44.2.3.1.2- Routing area updating / rejected / IMSI invalid / illegal ME
	F
	4.2.0
	4.3.0
	GPRS

	G4-010158
	51.010-1
	166
	
	Rel-4
	Clause 44.2.6 - Identification procedure
	F
	4.2.0
	4.3.0
	GPRS

	G4-010159
	51.010-1
	167
	
	Rel-4
	Clause 44.2.3.1.6- Routing area updating / abnormal cases / change of cell into new routing area
	F
	4.2.0
	4.3.0
	GPRS

	G4-010160
	51.010-1
	168
	
	Rel-4
	Clause 44.2.3.2.8- Combined routing area updating / abnormal cases / change of cell into new routing area
	F
	4.2.0
	4.3.0
	GPRS

	G4-010161
	51.010-1
	169
	
	Rel-4
	Clause 44.2.3.1.4- Routing area updating / rejected / location area not allowed
	F
	4.2.0
	4.3.0
	GPRS

	G4-010162
	51.010-1
	170
	
	Rel-4
	Clause 44.2.1.1.1- GPRS attach / accepted
	F
	4.2.0
	4.3.0
	GPRS

	G4-010163
	51.010-1
	171
	
	Rel-4
	41.3.2.1 TBF Release / Uplink / Normal / Network initiated / Acknowledged mode and 41.3.2.2 TBF Release / Uplink / Normal / Network initiated / Unacknowledged mode
	F
	4.2.0
	4.3.0
	GPRS


