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7.8.1.10b
Security reconfiguration during Cell update procedure

If:

-
the variable CELL_UPDATE_STARTED is set to TRUE; and

-
the MS receives a SECURITY MODE COMMAND message:

the MS shall:

1>
ignore the received SECURITY MODE COMMAND message and continue with any ongoing processes and procedures as if the SECURITY MODE COMMAND message had not been received.

****************************************************

9.3.116
PDCP Context Relocation Info
The PDCP Context Relocation Info IE  indicates that the header compression context relocation is to be performed during SBSS relocation for the given radio bearer.

Table 9.3.116.1: PDCP Context Relocation Info elements
	< PDCP Context Relocation Info IE > ::=



< PDCP Context Relocation Info length: bit (2) >



{
< Downlink RFC3095 Context Relocation Indication: 0 >



|
< Downlink RFC3095 Context Relocation Indication: 1 > }



{
< Uplink RFC3095 Context Relocation Indication: 0 >



|
< Uplink RFC3095 Context Relocation Indication: 1 >}

;


Table 9.3.116.2: PDCP Context Relocation Info information elements details
	Downlink RFC3095 Context Relocation Indication (1 bit field)


bit
1 
0
RFC3095 context relocation is not performed in downlink
1
RFC3095 context relocation is  performed in downlink

	Uplink RFC3095 Context Relocation Indication (1 bit field)


bit
1 
0
RFC3095 context relocation is not performed in uplink
1
RFC3095 context relocation is performed in uplink
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