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MSACCH assisted Cell Change during MBMS p-t-m transmission
1. Introduction

Cell change during p-t-m MBMS transmission has been recognized as critical due to the service interruption that this causes. Several methods have been proposed to try to minimize it. One of the proposals is the use of an “MBMS SACCH” (MSACCH) channel, which was presented at GERAN#15 [1]. This contribution contains a refinement of that proposal.

2. MSACCH assisted Cell Change

The proposal is based on the following assumptions:

1. The MBMS channel will have a 52 multi-frame structure similar to the PDTCH. If the PTCCH is not used on a particular PDCH (this is discussed in more detail later), then the two timeslots (out of 52) that are occupied by the PTCCH could be used to provide a SACCH-like channel associated with the MBMS data channel.

2. It is assumed that the MS capability is such that the MS is able to read in the same frame both the MBMS channel and the (P)BCCH/(P)CCCH to be able to receive the system information and the CS and PS paging without interrupting the MBMS data transmission.

Thus MSACCH may be used to propagate in a p-t-m manner information about the frequencies allocated to the MBMS traffic channel (and perhaps of the notification channel) in the neighbouring cells. This will speed up the cell reselection process, as the MS can start receiving MBMS data while still reading the system information in the new cell.

If no p-t-m MBMS bearer is established in the neighbour cell, then the MS will fall back on the normal mechanism for late arrivals.

It is worth noting that the MSACCH will only enable the MS to resume the reception of the MBMS service as soon as it enters the new cell. For all other purposes, the mobile will perform a normal cell reselection; this means that, apart from receiving MBMS, it will not be possible for the mobile to initiate any other activity
 in the new cell until a consistent set of system information messages has been read, which will be done in parallel to the reception of MBMS.

The format for the SACCH block is the following (see subclause 7.2 of TS 44.004):
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On the MSACCH, the transmission of the fields in octets 1 and 2 (“Ordered MS power level”, “Ordered timing advance” and “FPC/EPC”) is not needed, and therefore an MSACCH block could be extended to occupy all of the 23 octets available.

3. Discussion of the proposal

A new message would be defined for transmission on the MSACCH; this message has been named MBMS NEIGHBOUR CELL CHANNEL INFORMATION message. A possible format for the message is given in Table 1.

	< MBMS Neighbour Cell Channel Information message content > ::=


{ 
0 < TMGI: bit (32) >



| 1 < TFI : bit (5) > }


< Neighbour Cell MBMS Channel Description : < Neighbour Cell MBMS Channel struct > >


< padding bits > ;



	< Neighbour Cell MBMS Channel struct > :: =



< Cell ID: bit (6 or 7) >



< TFI : bit (5) >



< TIMESLOT_ALLOCATION : bit (8) >



< Frequency Parameters : < Frequency Parameters IE > ;


Table 1 - MBMS NEIGHBOUR CELL CHANNEL INFORMATION information elements
The parameter Cell ID indicates which cell the Frequency Parameters IE refers to. The parameter will be an index into one of the neighbour cell lists. The length of the field will depend upon which list is used to identify the cell. For example, if it is the GSM Neighbour Cell list, then only 6 bits
 are required (see TS 44.060, subclause 5.6.3.2), whereas if the 3G Neighbour Cell is used, 7 bits are required (see TS 44.060, subclause 5.6.3.1).

The Frequency Parameters IE would be coded as described in subclause 12.8 of TS 44.060 [3] (see Annex A).

One of the working assumptions on MBMS channel definition is that it is very likely that a hopping channel will be used for MBMS. As described in subclause 5.5.1.7 of TS 44.060, there are three different methods to signal to the MS – in an assignment message – the frequency parameters defining a hopping radio frequency channel
 to use during a TBF:

· indirect encoding

· direct encoding 1

· direct encoding 2

Indirect encoding means that the assigned set of radio frequency channels is defined by referencing information stored within the mobile station; such information may be received on PBCCH or BCCH, or be received in a previous assignment message using one of the direct encoding options. With direct encoding, on the other hand, the assigned set of radio frequency channels is defined by using information contained within the assignment message itself. The direct encoding 1 references the Cell Allocation or Reference Frequency Lists (RFLs) received on PBCCH for the decoding of this information
. The direct encoding 2, on the other hand, is self-contained: the Frequency List is the representation of a set of radio frequency channels defining a GPRS Mobile Allocation. The encoding of the octet string is defined by the value part of the information element Frequency List, defined in subclause 10.5.2.13 of TS 44.018 [2], and the allowed formats of this information element are the bit map 0, 1024 range, 512 range, 256 range, 128 range and variable bit map formats. Further details can be found in subclauses 5.5.1.7, 12.8 and 12.10a of TS 44.060.

Given that for an MS in a cell it is not possible to rely on frequency information that is transmitted on the PBCCH of neighbouring cells (i.e. the Reference Frequency Lists, the Cell Allocation or the GPRS Mobile Allocations for each neighbouring cell), on the MSACCH only the use of direct encoding, and in particular of the direct encoding 2 method is considered feasible.

The number of frequencies that can be provided for each cell depends on the number of octets available for the IE and on the particular encoding format used. For example, looking at the encoding of the Cell Channel Description IE, the number of frequencies that can be signalled for each encoding method is:

· bit map 0:



64
 frequencies

· 1024 range:


16 frequencies

· 512 range:


17 frequencies

· 256 range:


21 frequencies

· 128 range:


28 frequencies

· variable bit map:
64
 frequencies

The Cell Channel Description IE has the same format as the Frequency List IE but its length is limited to 17 octets (see subclause 10.5.2.1b of TS 44.018). The only difference is that in the Frequency List IE, the second octet is used for the “Length of frequency list contents” IE (this IE is not included in the Cell Channel Description IE, as it has a fixed length); therefore these figures would correspond to 18 octets occupied by the Frequency List IE. This is a likely value if one message (corresponding to the allocation for one neighbouring cell) is restricted to occupy one GPRS RLC/MAC block.

The assumption that one message is restricted to occupy one GPRS RLC/MAC block may pose a restriction on the number of frequencies that can form part of a GPRS Mobile Allocation. It is for further investigation whether this restriction is acceptable. If it is not acceptable, then the message for a certain cell may need to be split across more than one RLC/MAC block
. For example, up to 2 RLC/MAC blocks could be used for one neighbour cell. The upper limit of 2 blocks is currently a widely admitted working assumption for existing network, e.g. to limit the size of the HANDOVER COMMAND.

One further issue is how many neighbour cells should the frequency parameters be provided for. We can assume that the MS will store up to 12 or 16 sets of frequency parameters, one for each neighbour cell. The cells for which parameters are provided should be the ones for which the likelihood to be reselected by an MS listening to MBMS is higher. If the MS performs cell reselection towards a cell for which no MBMS frequency parameters have been provided, then normal cell reselection will apply, and the MS will have to wait until the next occurrence of a notification message to receive the frequency parameters of the ongoing transmission.

In Table 1 the message is encoded in such a way that, in one message, the MBMS channel description for only one neighbour cell can be given. However, depending of the expected gains, the possibility to include more than one cell in the same message can be investigated. Alternatively, the possibility of message concatenation may be investigated. This is for further study.

On the MSACCH, one RLC/MAC block will be transferred every 480 ms. This means that, if the MSACCH is associated with only one timeslot, then 5.76 seconds will be necessary to send the information for 12 neighbour cells, or 7.68 seconds to send the information for 16 neighbour cells. If an MSACCH is provided on more than one timeslot (see discussion below), the time is reduced accordingly.

The neighbour cell list could contain cells belonging to different RATs, and during the reception of an MBMS service the MS could perform a cell reselection to a cell of a different RAT. However, it is proposed that only information about cells belonging to the same RAT (in our specific case, GSM cells) is provided in the MSACCH.

Finally, it is proposed that this procedure would be optional both for the network and the mobile station. Mobiles that do not store the information provided in the MSACCH, upon cell reselection will need to read the notification channel in the new cell before being able to receive MBMS.

In theory the throughput available on the MSACCH increases with the throughput of the MBMS data channel, since each MBMS TS could support a MSACCH. However, the MSACCH can be transmitted on a timeslot only if the transmission of PTCCH/D is not required on that timeslot. This may impose some constraints on how the downlink and the uplink part of the PDCHs (timeslots) used for an MBMS services are allocated both to the MBMS service and (possibly) to other TBFs. This is for further investigation.

4. Further issues

4.1. Provision of the MSACCH information

If the BTS for a neighbour cell is connected to the same BSC the provision of this information is very easy. If the neighbour cell is connected to a different BSC a new RIM application may be defined to provide the frequency parameters of each MBMS channel (per TGMI) in the cell.

4.2. RA Update at the cell change

It may be necessary for the MS to make a RA Update in the target cell. This will need a p-t-p connection in the target cell, and the acquisition of the necessary information about the target cell configuration. It should be noted that this problem is not inherent to the new proposal.

4.3. Combined RAU/LAU at cell change

Similar problems may occur if a Combined RAU/LAU is needed in the target cell.

5. Conclusions

The present Tdoc proposes an efficient way to minimize the service interruption of the MBMS service during MBMS transmission in p-t-m mode by using the MSACCH. Siemens request that this proposal is discussed and, if considered acceptable, the principles be captured in the MBMS Stage 2 specification [4].
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7. Annex A

In this Annex, the coding for the Frequency Parameters IE is given, as contained in subclause 12.8 of TS 44.060 [3].

	< Frequency Parameters IE > ::=


< TSC : bit (3) >


{ 00 < ARFCN : bit (10) >


| 01 < Indirect encoding : < Indirect encoding struct > >


| 10 < Direct encoding 1 : < Direct encoding 1 struct > >


| 11 < Direct encoding 2 : < Direct encoding 2 struct > > } ;



	< Indirect encoding struct > ::=


< MAIO : bit (6) >


< MA_NUMBER : bit (4) >


{ 0 | 1
< CHANGE_MARK_1 : bit (2) >




{ 0 | 1 < CHANGE_MARK_2 : bit (2) > } } ;



	< Direct encoding 1 struct > ::=


< MAIO : bit (6) >


< GPRS Mobile Allocation : < GPRS Mobile Allocation IE > > ;



	< Direct encoding 2 struct > ::=


< MAIO : bit (6) >


< HSN : bit (6) >


< Length of MA Frequency List contents : bit (4) >


< MA Frequency List contents : octet (val(Length of MA Frequency List contents) + 3) > ;




Table 12.8.1 (TS 44.060): Frequency Parameters information elements

MA Frequency List contents is a variable length octet string which represents a set of radio frequency channels defining a GPRS mobile allocation. The encoding of the octet string is defined by the value part of the type 4 information element Frequency List, defined in TS 44.018 [2]. The allowed formats of the Frequency List information element are the bit map 0, 1024 range, 512 range, 256 range, 128 range and variable bit map formats.

� Note that if the MS wishes to initiate any other activity and enter either dedicated or packet transfer mode, it will have to interrupt the reception of MBMS.


� For example, this is the length of the FREQUENCY_N parameter in the PACKET MEASUREMENT REPORT message (see subclause 11.2.9 of TS 44.060) or the REMOVED_FREQ_INDEX in the PACKET MEASUREMENT ORDER message (this latter is an index within the BA(GPRS)).


� A non-hopping radio frequency channel can be defined using a single ARFCN.


� The Cell Allocation and the Reference Frequency Lists are sent in the PSI2 message.


� Although in the field it is possible to specify up to 124 frequencies, no more than 64 RF channels can be assigned to one MS. Note that the “bit map 0” format can be used only to signal frequencies in the primary GSM band P-GSM 900.


� Although in the field it is possible to specify up to 111 frequencies, no more than 64 RF channels can be assigned to one MS.


� The size of the Frequency List IE can vary from 4 to 132 octets.
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