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20.22.30.2   Cell Reselection / usage of BA(GPRS) / Change of BA(GPRS)

20.22.30.2.1
Conformance requirement



Whilst in packet idle mode (see 03.64) an MS shall continuously monitor all BCCH carriers as indicated by the BA(GPRS) list and the BCCH carrier of the serving cell.

References

3GPP TS 05.08, subclause 10.1.1.1.


20.22.30.2.2
Test Purpose

To verify that if the BA(GPRS) list is changed in the broadcast, MS uses the new BA(GPRS). 

20.22.30.2.3
Method of test

Initial conditions

	Parameter
	Cell A
	Cell B
	Cell C

	
	Carrier 1
	Carrier 2
	Carrier 3
	Carrier 4

	Channel Type Carried
	BCCH
	PBCCH
	BCCH
	BCCH

	RF Signal Level (dBm)
	-60
	-60
	-70
	-50

	
	
	
	
	

	Serving Cell Parameters
	
	
	
	

	 GPRS_RXLEV_ACCESS_MIN (dBm)
	--
	-90
	-90
	-90

	 NETWORK_CONTROL_ORDER
	
	      NC2
	NC2
	NC2

	 NC_REPORTING_PERIOD_I
	
	3.84 sec
	Default
	Default

	
	
	
	
	

	Neighbour Cell Parameters
	
	
	
	

	 GPRS_RXLEV_ACCESS_MIN (dBm)
	-90
	--
	-90
	-90

	
	
	
	
	

	C1
	30 
	--
	20
	40

	C32
	30 
	--
	20
	40


NOTE 1:
All cells support GPRS. Cell A support PCCCH. Cell B and C does not support PCCCH in the cell.

NOTE 2:
Carrier 4 is not a part of BA(GPRS) on carrier 2. Carrier 3 is part of BA(GPRS) on carrier 2.

Procedure

a)
The SS activates Carrier 1 and Carrier 2.

b)
MS is switched ON.

c)
The SS shall complete the GPRS attach procedure on Carrier 2(Ready Timer deactivated).

d)
The SS activates Carrier 3 and Carrier 4.

e)
SS receives NC measurement report till the measurement of Carrier 3(Cell B) are included in the PACKET MEASUREMENT REPORT.

f)
SS changes the broadcast information to include carrier 4 as a part of the BA(GPRS) on the carrier 2.

g)
SS receives NC measurement report till the measurements of Carrier 3 (Cell B) and Carrier 4 (Cell C) are included in the PACKET MEASUREMENT REPORT.

h)
SS sends a PACKET MEASUREMENT ORDER changing the NC mode to NC0. 

20.22.30.2.4
Test Requirements

1)
MS shall camp on Carrier 2 after step b) and initiate the attach procedure.

2)
In step e), MS should not include the measurements of Carrier 4 in the measurement reports.

3)
In step g), SS checks that the MS stays on carrier 2.

4)
After step h), the MS shall respond on carrier 4 within the time given in the note below. 


      Note:
Time allowed includes Max{5s,  5 consecutive paging blocks of the MS} for MS to determine C1 is less than zero, 2 seconds to decode BCCH and 1 sec for re-selection.
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