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8.1.4 RLC data block transfer during an MBMS radio bearer

8.1.4.0 General 

Introduced in another CR.
8.1.4.1 RLC data block transfer during an MBMS radio bearer

Introduced in another CR.
8.1.4.2 Polling for Packet Downlink Ack/Nack

Introduced in another CR.
8.1.4.3 Reconfiguration of an MBMS radio bearer

Introduced in another CR.
8.1.4.4 Network initiated release of an MBMS radio bearer

The network may initiate the normal or abnormal release of an MBMS radio bearer by transmitting a PACKET TBF RELEASE message to the mobile station(s) on the PACCH.
The following applies when the PACKET TBF RELEASE message is used for releasing an MBMS radio bearer:

-
the Global TFI shall always contain the DOWNLINK_TFI field. The most significant bit(s) of the DOWNLINK_TFI field denote(s) the MBMS Bearer Identity of the MBMS radio bearer released by the message; 

-
the UPLINK_RELEASE field shall be ignored by the mobile station;

-
the DOWNLINK_RELEASE field shall always be set to the value ‘1’ by the network to indicate that the MBMS radio bearer is released.
NOTE:
The network may retransmit the PACKET TBF RELEASE message to increase the probability of its correct reception. Timer T3191 is (re)started every time the PACKET TBF RELEASE message is sent. When timer T3191 expires for the MBMS radio bearer, then the network may reuse all the TFIs related to the MBMS radio bearer.
Upon receipt of a PACKET TBF RELEASE message referring to an MBMS radio bearer the mobile station is receiving, the mobile station shall immediately consider the MBMS Bearer Identity, and the MS_ID if assigned, as released, and stop timers T3190 and T3290.
If the mobile station in broadcast/multicast receive mode is not receiving any other MBMS radio bearers, it shall enter packet idle mode and apply the DRX mode procedures as specified in sub-clause 5.5.1.5, otherwise it shall remain in broadcast/multicast receive mode.
------------------------------------------------------
NEXT MODIFIED SUB-CLAUSE (NEW)

------------------------------------------------------

9.3.4.2
Release of an MBMS radio bearer
The network may initiate the normal or abnormal release of an MBMS radio bearer by transmitting a PACKET TBF RELEASE message to the mobile station(s) on the PACCH, as described in sub-clause 8.1.4.4. 
The Final Block Indicator (FBI) bit shall not be set to the value '1' in any RLC/MAC block for data transfer of the MBMS radio bearer. 
--------------------------------------------
NEXT MODIFIED SUB-CLAUSE

--------------------------------------------

11.2.26
Packet TBF Release

This message is sent on the PACCH by the network to the mobile station to initiate release of an uplink or downlink TBF.

Message type:
PACKET TBF RELEASE

Direction:
network to mobile station

Classification:
non-distribution message

Table 11.2.26.1: Packet TBF RELEASE information elements

	< Packet TBF Release message content > ::=


< PAGE_MODE : bit (2) >


{
0 < GLOBAL_TFI : Global TFI IE >



{
< UPLINK_RELEASE : bit (1) >




< DOWNLINK_RELEASE : bit (1) >




< TBF_RELEASE_CAUSE : bit (4) = { 0000 | 0010 } >




< padding bits >




! < Non-distribution part error : bit (*) = < no string > > }



! < Address information part error : bit (*) = < no string > > }


! < Distribution part error : bit (*) = < no string > > ;


Table 11.2.26.2: Packet TBF RELEASE information element details

	PAGE_MODE (2 bit field)
This field is defined in sub-clause 12.20.

	Global TFI IE
This information element contains the TFI of the mobile station's which uplink and/or downlink TBF to be released. This field is defined in sub-clause 12.10.

	Uplink_Release (1 bit field)
Downlink_Release (1 bit field)
These fields indicate which TBF shall be release, uplink or downlink. Both directions can be released at the same time.

0
TBF shall not be released
1
TBF shall be released

	TBF_RELEASE_CAUSE (4 bit field)
This field indicates the reason for the release of the TBF. This field is encoded according to the following table:

bit
4 3 2 1
0 0 0 0
Normal release
0 0 1 0
Abnormal release
All other values are reserved, the same behaviour in reception as if 'Abnormal release'.
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