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A.4.8
Additional Information

[…]

	130
	Support of Card Application
	3GPP TS 22.100
	R99
	O
	
	TSPC_Card_Appl

	131
	Support of GSM speech half rate version 6 (O-TCH/AHS)
	3GPP TS 24.008, 10.5.4.5
	Rel-5
	O
	
	TSPC_O-TCH_AHS

	132
	MS with improved receiver performance
	3GPP TS 05.09

3GPP TS 45.009
	R99
	O
	
	TSPC_Improv_RX_perform

	133
	Support of GSM speech full rate version 4 (O-TCH/WFS)
	3GPP TS 24.008, 10.5.4.5
	Rel-5
	O
	
	TSPC_O-TCH_WFS

	C2501
	IF A.25/3 THEN M ELSE O
	-- TSPC_AddInfo_Half_rate_version_1

	C2502
	IF A.25/2 THEN O ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1

	O.2502
	At least one of the requirements shall be supported.
	

	O.2503
	At least one of these items shall be supported.
	

	O.2504
	At least one of these items shall be supported.
	

	C2503
	IF A.25/69 OR A.25/70 THEN M ELSE O
	-- TSPC_ AddInfo VGCS OR TSPC_AddInfo_VGCS_Talking

	C2504
	IF A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS

	C2505
	IF A.3/2 THEN O ELSE N/A
	-- TSPC_Serv_TS12

	C2506
	IF A.25/79 THEN M ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3

	Comments:


	
	


[…]

Annex B (normative):
Applicability of the individual test

[…]

	14.2.19
	Reference Sensitivity – TCH/AFS-INB
	R98 AND AMR Loops
	MS supporting AMR and AMR Test-Loops
	C321
	

	14.2.20
	Reference Sensitivity – TCH/AHS-INB
	R98 AND AMR Loops
	MS supporting AMR and AMR Test-Loops
	C333
	

	14.2.21
	Reference Sensitivity – O-TCH/AHS
	Rel-5
	MS supporting O-TCH/AHS
	C358
	

	14.2.22
	Reference Sensitivity – O-TCH/WFS
	Rel-5
	MS supporting O-TCH/WFS
	Cxxx
	

	14.3
	Usable receiver input level range
	Phase 2
	MS supporting full rate speech
	C24
	

	14.4.1
	Co-channel rejection - TCH/FS
	Phase 2
	MS supporting full rate speech
	C24
	


 […]

	14.4.17
	Co-channel rejection – TCH/AFS-INB
	R98 AND AMR Loops
	MS supporting AMR and AMR Test-Loops
	C321
	14.4.17

	14.4.18
	Co-channel rejection – TCH/AHS-INB
	R98 AND AMR Loops
	MS supporting AMR and AMR Test-Loops
	C333
	14.4.18

	14.4.19
	Co-channel rejection – O-TCH/AHS
	Rel-5
	MS supporting O-TCH/AHS
	C358
	

	14.5.1.1
	Adjacent channel rejection - speech channels – TCH/FS
	Phase 2
	MS supporting speech
	C52
	

	14.5.1.2
	Adjacent channel rejection - speech channels – TCH/AFS
	R98 AND AMR Loops
	MS supporting AMR and AMR Test-Loops
	C321
	

	14.5.1.3
	Adjacent channel rejection - speech channels – TCH/AHS
	R98 AND AMR Loops
	MS supporting AMR Half Rate and AMR Test-Loops
	C333
	

	14.5.1.4
	Adjacent channel rejection - speech channels – O-TCH/AHS
	Rel-5
	MS supporting O-TCH/AHS
	C358
	

	14.5.2
	Adjacent channel rejection - control channels
	Phase 2
	MS not supporting speech
	C53
	

	14.6.1
	Intermodulation rejection - speech channels
	Phase 2
	MS supporting speech
	C52
	


 […]

	C361
	IF A.25/112 AND A.25/132 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_Improv_RX_perform

	C362
	IF A.25/79 AND NOT A.25/132 THEN A ELSE N/A
	-- TSPC_AddInfo_full_rate_version_3 AND NOT TSPC_Improv_RX_perform

	C363
	IF A.25/112 AND NOT A.25/132 THEN A ELSE N/A
	-- TSPC_AddInfo_half_rate_version_3 AND NOT TSPC_Improv_RX_perform

	C364
	IF A.2/42 AND A.25/129 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_DARP_Phase1

	C365
	IF A.2/59 AND NOT A.2/57 THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND NOT TSPC_EOTD_ASSIST

	Cxxx
	IF A.25/133 THEN A ELSE N/A
	TSPC_O-TCH_WFS

	Note 1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later  as it has been created late.


[…]
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