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	In many networks there will be a mix of equipment within a cell supporting different modes of chiphering. The Ciphering Mode Setting IE is included in the ASSIGNMENT COMMAND message but not in the DTM ASSIGNMENT COMMAND message. The missing IE prevents the BSS to change the mode of ciphering when reallocating resources during an ongoing DTM session.
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***********************   Changed sub-clause  ********************************
9.1.12e
DTM Assignment Command

This message is sent on the main DCCH by the network to the mobile station to change the channel configuration to a configuration with CS and packet connections when no timing adjustment is needed and reallocation of the CS timeslot is required. See table 9.1.12e.1.

Message type:
DTM ASSIGNMENT COMMAND

Significance:
dual

Direction:
network to mobile station

Table 9.1.12e.1: DTM ASSIGNMENT COMMAND message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	Length

	
	RR management Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	DTM Assignment Command Message Type
	Message Type
10.4
	M
	V
	1

	
	CS Power Command
	Power Command
10.5.2.28
	M
	V
	1

	
	Description of the CS Channel
	Channel Description
10.5.2.5
	M
	V
	3

	
	GPRS broadcast information
	GPRS broadcast information
10.5.2.14d
	M
	LV
	7 - n

	10
	Cell Channel Description
	Cell Channel Description
10.5.2.1b
	O
	TV
	17

	11
	Channel mode
	Channel mode
10.5.2.6
	O
	TV
	2

	12
	Frequency List
	Frequency List
10.5.2.13
	C
	TLV
	4 - 132

	13
	Mobile Allocation
	Mobile Allocation
10.5.2.21
	C
	TLV
	3 - 10

	15
	Description of the Uplink Packet Channel Assignment
	RR Packet Uplink Assignment
10.5.2.25c
	O
	TLV
	3 - n

	16
	Description of the Downlink Packet Channel Assignment
	RR Packet Downlink Assignment
10.5.2.25d
	O
	TLV
	3 - n

	17
	Multi-Rate configuration
	MultiRate configuration
10.5.2.21aa
	O
	TLV
	4-8

	18
	Ciphering Mode Setting
	Ciphering Mode Setting

10.5.2.9
	O
	TV
	1


9.1.12e.1
(void)

9.1.12e.2
RR Packet Uplink Assignment and RR Packet Downlink Assignment IEs

These information elements are optional, but at least one of them shall be present.

9.1.12e.3
MultiRate configuration

This information element appears if the Channel mode IE indicates a multi-rate speech codec, and if the assigned configuration is new, i.e. is different from the configuration of a previously allocated channel in the cell. If the Channel mode IE indicates a multi-rate speech codec, and the MultiRateconfiguration IE is not included, then the mobile station shall assume that the old multi-rate configuration is still valid, if existing.

9.1.12e.4
Ciphering Mode Setting

If this information element is omitted, the mode of ciphering is not changed after the mobile station has switched to the assigned channels. The same rules as for the ASSIGNMENT COMMAND message (sub-clause 3.4.3.1) shall apply. The element shall only be included if its support has been indicated in the Mobile Station Classmark 2.
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