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	Unlike the statement in GP-050273, in the current definition of the Estimated Session Duration IE it is not specified any link between the Estimated Session Duration IE in 3GPP TS 44.060 and the MBMS Session Duration IE in 3GPP TS 48.018. The encoded value for the duration of the MBMS session over the radio interface may be wrongly assigned without any relation with the field included in the MBMS-SESSION-START-REQUEST PDU received at the BSS from the SGSN.   
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	It is specified that:

1. the initial value of the Estimated Session Duration IE in 3GPP TS 44.060 is derived from the value defined in the MBMS Session Duration IE in 3GPP TS 48.018;
2. any subsequent value for the remaining duration of the MBMS session is derived from the initial value, unless an up-to-date value is available in the MBMS Session Duration IE.
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	The session duration timer for the concerned MBMS session is erroneously set in the mobile station, i.e. without any relation with the MBMS Session Duration IE received by the BSS. In turn, that leads the mobile station either to perform access attempts for an MBMS session even though that MBMS session has already stopped, or to notify the upper layers of the end of the MBMS session even though that MBMS session is still ongoing. 
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MODIFIED SUB-CLAUSE

------------------------------------
12.44
Estimated Session Duration

The Estimated Session Duration gives an estimation of the (remaining) duration for the MBMS session. The initial value is derived from the payload in the MBMS Session Duration IE (see 3GPP TS 48.018), rounded up to the next higher value that can be signalled with the coding provided in Table 12.44.1. Any subsequent value for the remaining duration of the MBMS session is derived from the initial value, unless an up-to-date value is available in the MBMS Session Duration IE.
Table 12.44.1: Estimated Session Duration information element details

	Estimated Session Duration (8 bit field)
The Estimated Session Duration information element is coded as follows:


bit
8 7 6 5 4 3 2 1
0 0 0 0 0 0 0 0
5 seconds
0 0 0 0 0 0 0 1
10 seconds
. . . 



in 5s step
0 0 0 0 1 0 1 1
1 minute
0 0 0 0 1 1 0 0
1 minute 10 seconds
. . . 



in 10s step
0 0 1 0 0 0 1 1
5 minutes
0 0 1 0 0 1 0 0
5 minutes 30 seconds
. . . 



in 30s step
0 0 1 0 1 1 0 1
10 minutes
0 0 1 0 1 1 1 0
11 minutes
. . . 



in 1m step
0 1 0 1 1 1 1 1
1 hour 
0 1 1 0 0 0 0 0
1 hour 5 minutes
. . . 



in 5m step
1 0 0 0 1 1 1 1
5 hours
1 0 0 1 0 0 0 0
5 hours 15 minutes
. . . 



in 15m step
1 0 1 0 0 0 1 1
10 hours
1 0 1 0 0 1 0 0
10 hours 30 minutes
. . . 



in 30m step
1 0 1 1 1 1 1 1
1 day 
1 1 0 0 0 0 0 0
1 day 3 hours 
. . . 



in 3h step
1 1 1 0 1 1 1 1
7 days
1 1 1 1 0 0 0 0
7 days 12 hours 
. . . 



in 12h step
1 1 1 1 0 1 0 1
10 days
1 1 1 1 0 1 1 0
11 days
. . . 



in 1 day step
1 1 1 1 1 1 0 1
18days
1 1 1 1 1 1 1 0
19 days
1 1 1 1 1 1 1 1
>19 days
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