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Annex B (normative):
Applicability of the individual test

The applicability of each individual test is identified in the table B.1.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in Table B.1 have the following meaning:

Clause column

The clause column indicates the clause number for each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Title column

The title column indicates the title of each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Release column

The Release column indicates the earliest release from which each test case is applicable, except if otherwise stated of an individual test case. 

Applicability column

The Applicability column describes the applicability of the test in a verbal way.

Status column

The following notations, are used for the status column:

A

applicable - the test is applicable.

N/A
not applicable – in the given context, the test case is not applicable.

Ci
conditional – the test is applicable ("A") or not ("N/A") depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Supported column

The following common notations, are used for the support column:

Y or y
test is supported by the implementation

N or n
test is not supported by the implementation

N/A, n/a or ‑ 
no answer required (allowed only if the status is N/A, directly or after evaluation of a conditional status)

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	…
	…
	…
	…
	…
	…
	…
	…

	81.1.1.1
	Discovery procedure, MS holds the IP address of the provisioning SEGW and FQDN of the provisioning GANC and default GANC belong to the same SEGW
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.1.1.2
	Discovery procedure, MS holds the IP address of the provisioning SEGW and FQDN of the provisioning GANC and default GANC belong to different SEGW
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.1.1.3
	Discovery procedure, MS is not provisioned 
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.1.2.1
	Discovery procedure, Discovery Rejected, Net congestion
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.1.2.2
	Discovery procedure, Discovery Rejected, IMSI not allowed
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.1.2.3
	Void
	
	
	
	
	
	

	81.1.3.1
	Discovery Procedure, TU3901/3903 expiration
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	
	
	
	
	
	
	
	

	81.1.3.3
	Discovery Procedure, Lower layer failure, IPsec Tunnel failure
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	
	
	
	
	
	
	
	

	81.1.3.5
	Discovery Procedure, Lower layer failure, TCP Failure
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	
	
	
	
	
	
	
	

	81.1.3.7
	81.1.3.7 SEGW certificate checking, the MS holds the “invalid” FQDN of the provisioning SEGW
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.2.1.1
	Registration procedure, MS in GSM Coverage, Serving GANC for CGI known
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.2.1.2
	Registration Procedure, MS in GSM Coverage, Serving GANC for CGI Not Known and MS not in GSM Coverage, Serving GANC for AP Known
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.2.1.3
	Void
	
	
	
	
	
	

	81.2.1.4
	Registration procedure, MS holds the IP address to the Serving SEGW and FQDN to the serving GANC
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.2.1.5
	Registration procedure, MS holds the FQDN to the serving SEGW and IP address to the serving GANC
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.2.2.1
	Registration procedure Redirected, Not possible to reuse secure connection
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.2.2.2
	Registration procedure, Redirected, current and received GANC belong to the same SEGW, IP address matches
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.2.2.3
	Registration procedure, Redirected, current and received GANC belong to the same SEGW, FQDN matches
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.2.3.1
	Registration Procedure, Registration rejected, Network Congestion
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.2.3.2
	Registration Procedure, Registration rejected, AP not allowed
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.2.3.3
	Registration Procedure, Registration rejected, Location not allowed
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.2.3.4
	Registration Procedure, Registration rejected, IMSI not allowed
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.2.3.5
	Void
	
	
	
	
	
	

	81.2.3.6
	Registration Procedure, Registration rejected, invalid GANC
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.2.3.7
	Registration Procedure, Registration rejected, Geo location not known
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.2.4.1
	Registration Procedure, TU3904/3905 expiry
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	81.2.4.2
	Registration Procedure, Registration rejected Network congestion
	Rel-6
	Applicable to all MSs supporting GAN
	
	C359
	
	

	
	
	
	
	
	
	
	

	81.2.4.4
	Void
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	81.2.4.6
	Void
	
	
	
	
	
	

	81.2.4.7
	Void
	
	
	
	
	
	

	…
	…
	…
	…
	…
	…
	…
	…
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