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	Reason for change:
(
	As GP-060852 presented and approved in GERAN#29, it stated,

The GA-RC state IE is currently defined to be included in the GA-RC SYNCHRONIZATION INFORMATION message to indicate the current state of the MS to the GANC. The current state names are faulty and it is proposed to correct these state names. 

Further, as the IE contains both GA-RC and GA-CSR state information, it is proposed to rename this IE to ‘GA-RC/GA-CSR State’ in sections 10.1.39, 11.2 and 11.2.20.

Therefore, the title of the section of 81.3.2.1 shall be changed accordingly

	
	

	Summary of change:
(
	The ‘GA-RC’ shall be changed to ‘GA-CSR’.
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(
not approved:
	The testing specification will be inconsistent to the core specification.
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. Expected sequence
	Step
	Direction
	Message
	Comment

	
	MS
	SS
	
	

	1
	MS
	
	MS starts in GA-CSR IDLE

	2
	SS
	
	The SS sends TCP RST

	3
	MS
	
	The MS tries to re-establish the TCP connection, the SS doesn’t reply. MS starts timer TU3905

	4
	MS
	
	Wait for 10 seconds

	5
	MS
	
	MS sets up secure connection to the SEGW and establishes a TCP connection to the serving GANC using either IP address or FQDN

	6
	
	GA-RC REGISTER REQUEST
	To serving GANC


81.3.2
Lower Layer Faults, MS is Registered

81.3.2.1
IPSec Tunnel Failure, MS in State GA-CSR IDLE

81.3.2.1.1
Conformance requirement

The handling of lower layer failures in the MS while in the GA-RC-DEREGISTERED state is described in sub-clauses 5.6.2 and 6.2.4.2.

The handling of lower layer failures in the MS while not in the GA-RC-DEREGISTERED state is described below:

For all lower layer failures in the MS (for example related to DNS, IPsec or TCP failures other than RST) except the TCP connection failure specified in section 6.6, the MS shall:

-
release the TCP connection towards the current GANC, if established,

-
release the secure connection towards SEGW of the current GANC, if established, as defined in sub-clause 4.5,

-
start timer TU3905, and

-
enter GA-RC-DEREGISTERED state.

Reference(s)
3GPP TS 44.318 V6.0.0 sub-clause 9.5.
