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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	
	[ … SKIP … ]
	
	
	
	
	
	

	29.2.1
	Verification of synchronization 
	Phase 2
	MS supporting data services in transparent mode
	
	C23
	
	

	29.2.2
	Filtering of channel control information for transparent BCs
	Phase 2
	MS supporting the MT2 configuration
	
	C122
	
	

	29.2.3.1
	Negotiation of Radio Channel Requirement (RCR)
	Phase 2
	MS supporting data services in transparent mode
	
	C23
	
	

	29.2.3.2
	Negotiation of Connection Element (CE)
	Phase 2
	MS supporting at least one transparent data service and supporting the MT2 configuration
	
	C25
	
	

	29.2.3.3
	Negotiation of Number of Stop Bits, Number of Data bits, and Parity
	Phase 2
	MS supporting asynchronous data services
	
	C6
	
	

	29.2.3.4
	Negotiation of Modem Type
	Phase 2
	MS supporting non-transparent data services
	
	C22
	
	

	29.2.3.5
	Negotiation of Intermediate Rate
	Phase 2
	MS supporting non-transparent services on a TCH/F with a user rate of 4,8 kbit/s or lower
	
	C10
	
	

	29.2.3.6
	Negotiation of User Information Layer 2 Protocol
	Phase 2
	MS supporting asynchronous bearer services in non-transparent mode
	
	C5
	
	

	29.2.3.7
	Negotiation between TS 61 and TS 62: Mobile Originated call.
	Phase 2
	MS supporting TS 61
	
	C26
	
	

	29.2.3.8
	Negotiation between TS 61 and TS 62: Mobile Terminated call.
	Phase 2
	MS supporting TS 62 and not supporting TS 61
	
	C28
	
	

	29.2.4
	Data Rate Adaptation for Synchronous Transparent Bearer Capabilities
	Phase 2
	MS supporting MT2 configuration or any other possibility to send data over Um interface
	
	C18
	
	

	29.2.6.1
	Data Rate Adaptation
	Phase 2
	MS supporting MT0 or MT2 configuration and supporting data over the Um-interface and supporting asynchronous data Bearer services
	
	C18
	
	

	29.2.6.2
	Passage of the Break Signal
	Phase 2
	MS supporting MT2 configuration
	
	C122
	
	

	29.2.6.3
	Overspeed/Underspeed Handling (Local Terminal)
	Phase 2
	MS supporting MT2 configuration
	
	C122
	
	

	29.2.6.4
	Overspeed/Underspeed Handling (Remote Terminal)
	Phase 2 
	MS supporting MT2 configuration
	
	C122
	
	

	29.2.7
	Interchange circuit mapping for transparent bearer capabilities
	Phase 2
	MS supporting MT2 configuration
	
	C122
	
	

	29.3.1.1
	Normal initialization done by the MS
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.1.2.1
	Loss of UA frame
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.1.2.2
	Total loss of UA frame
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.2.2.1
	N(S) sequence number
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.2.2.2
	Transmission window
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.2.2.3
	Busy condition
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.2.3.1
	N(R) sequence number
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.2.3.2
	Busy condition
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.2.4.1
	REJ frame
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.2.4.2.
	SREJ frame
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.2.4.3
	I+S reject frame
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.2.5.1
	Rejection with REJ or SREJ supervisory frames
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.2.5.2
	Retransmission of REJ or SREJ frames
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.2.5.3
	I+S reject frame
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.2.6.1
	SS in checkpoint recovery mode
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.2.6.2
	End of the window
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.2.6.3
	End of a sequence
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.2.6.4
	Time-out of one frame
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.2.6.5
	No response to checkpointing
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.2.6.6
	Incorrect response to checkpointing
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.2.6.7
	Total loss of response to checkpointing
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.2.6.8
	Retransmission of a sequence
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.2.6.9
	N2 retransmission of a sequence
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.3.1
	Negotiation initiated by the SS
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.3.2
	Negotiation initiated by the MS
	Phase 2
	MS supporting at least one non-transparent bearer service and supporting the use of non-default RLP parameters
	
	C120
	
	

	29.3.3.3
	Collision of XID frames
	Phase 2
	MS supporting at least one non-transparent bearer service and supporting the use of non-default RLP parameters
	
	C120
	
	

	29.3.3.4
	Loss of XID frames
	Phase 2
	MS supporting at least one non-transparent bearer service
	
	C22
	
	

	29.3.3.5
	Total loss of XID frames
	Phase 2
	MS supporting at least one non-transparent bearer service and supporting the use of non-default RLP parameters
	
	C120
	
	

	29.4.2.1.1
	Mobile originated call, Call establishment procedure, Alternate speech/facsimile
	Phase 2
	MS supporting TS61
	
	C26
	
	

	29.4.2.1.2
	Mobile originated call, Call establishment procedure, Automatic facsimile
	Phase 2
	MS supporting TS62
	
	C27
	
	

	29.4.2.2
	Pre-message procedure
	Phase 2
	MS supporting TS 61 and/or TS62
	
	C29
	
	

	29.4.2.3
	Message procedure
	Phase 2
	MS supporting TS 61 and/or TS62
	
	C29
	
	

	29.4.2.4
	Post-message procedure
	Phase 2
	MS supporting TS 61 and/or TS62
	
	C29
	
	

	29.4.2.5
	Call release procedure
	Phase 2
	MS supporting TS 61 and/or TS62
	
	C29
	
	

	29.4.2.6
	CTC processing - 4th PPR for the same block
	Phase 2
	MS supporting TS 61 and/or TS62 and supporting the error correction mode
	
	C30
	
	

	29.4.2.7
	Transition from Facsimile to Speech - Procedure interrupt generated by receiving station
	Phase 2
	MS supporting TS61
	
	C26
	
	

	29.4.2.8
	Transition from Facsimile to Speech - Procedure interrupt generated by transmitting station
	Phase 2
	MS supporting TS61
	
	C26
	
	

	29.4.2.9
	Quality check
	Phase 2
	MS supporting transparent facsimile group 3 (TS62)
	
	C27
	
	

	29.4.3.1.1.1
	Mobile terminated call, Call Establishment Procedure, Alternate Speech/Facsimile, DCD Mobile Terminated
	Phase 2
	MS supporting TS61
	
	C26
	
	

	29.4.3.1.1.2
	Mobile terminated call, Call Establishment Procedure, Alternate Speech/Facsimile, DCD mobile originated
	Phase 2
	MS supporting TS61
	
	C26
	
	

	29.4.3.1.2
	Mobile terminated call, Call Establishment Procedure, Automatic facsimile
	Phase 2
	MS supporting TS62
	
	C27
	
	

	29.4.3.2
	Pre-message procedure
	Phase 2
	MS supporting TS61 and/or TS62
	
	C29
	
	

	29.4.3.3
	Message procedure
	Phase 2
	MS supporting TS61 and/or TS62
	
	C29
	
	

	29.4.3.4
	Post-message procedure
	Phase 2
	MS supporting TS61 and/or TS62
	
	C29
	
	

	29.4.3.5
	Call release procedure
	Phase 2
	MS supporting TS61 and/or TS62
	
	C29
	
	

	29.4.3.6
	Speed conversion factor
	Phase 2
	MS supporting TS61 and/or TS62
	
	C29
	
	

	29.4.3.7
	Quality Check
	Phase 2
	MS supporting TS61
	
	C26
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