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	Reason for change:
(

	1.

GERAN#32 enhanced some GPRS tests to also be applicable for GEA2 and GEA3 (CR’s: GP-062329, GP-062330, GP-062332, GP-062333, GP-062334). The test cases were not split. 

The fact that the tests are not split was agreed to be inconvenient at the GCF meeting#09. The reason is that it is difficult to see for which GEA algorithms a test is valididated. Ericsson was therefore asked to raise a CT to 51.010 to split the tests. 
Affected tests are 44.2.5.2.1, 46.1.2.1.1, 46.1.2.7.3 and 46.1.2.7.5.

2.

GEA2 is optional from R97

	
	

	Summary of change:
(

	It is proposed to split the mentioned tests in Annex B. It is proposed to keep the tests as they are in 51.010-1 (k=1,2,3 is used to change GEAx).

	
	

	Consequences if 
(

not approved:
	  Mismatch between GCF-CC and 51.010-2 if GCF decides to split the tests.

	
	

	Clauses affected:
(

	44.2.5.2.1, 46.1.2.1.1, 46.1.2.7.3 and 46.1.2.7.5.

	
	

	
	Y
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	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR is applicable to R97 and onwards.


A.4.3
Mobile Station Features

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the mobile station features given in the table below.

Table A.2: Mobile Station Features

	Item
	Mobile Station Feature
	Ref.
	Release
	Status
	Support
	Mnemonic

	…
	…
	…
	…
	…
	…
	…

	75
	Support of Encryption GEA2
	3GPP TS 43.020
	R97
	O
	
	TSPC_Feat_GEA2

	76
	Support of Encryption GEA3
	3GPP TS 43.020
	Rel-6
	M
	
	TSPC_Feat_GEA3

	77
	Use of R99 Emergency numbers
	3GPP TS 22.101 8
	Phase2

up to R98
	O
	
	TSPC_R99_Emerg

	C201
	IF A.3/1 OR A.3/2 OR A.4/20 OR A.4/21 THEN M ELSE N/A
	-- TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81

	C202
	IF A.2/27 THEN M ELSE N/A
	-- TSPC_Feat_Alphanum_Display 

	C203
	IF A.2/27 OR A.2/28 THEN M ELSE N/A
	-- TSPC_AlphaNum_Display OR TSPC_Other_Means_of_Display

	C204
	IF A.2/29 THEN M ELSE N/A
	-- TSPC_Speech_Indicator

	C205
	IF A.2/26 OR A.2/40 THEN M ELSE N/A
	-- TSPC_Feat_Autocall

	C206
	IF A.1/16 OR A.1/17 THEN M ELSE N/A
	-- TSPC_Feat_Ext_TA

	C207
	IF A.2/41 OR A.2/42 THEN M ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C208
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C209
	IF A.2/41 or A.2/42 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C210
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C211
	IF A.3/2 THEN M ELSE N/A
	-- TSPC_Serv_TS12

	C212
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C213
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C214
	IF (A.2/41 AND A.1/51) OR (A.2/42 AND A.1/66)THEN O ELSE N/A
	-- (TSPC_GPRS AND TSPC_Type_GPRS_Multislot_operation)  OR (TSPC_EGPRS AND TSPC_Type_EGPRS_Multislot_operation )

	C215
	IF A.2/59 OR A.2/60 THEN O ELSE N/A
	-- TSPC_A-GPS_Based OR TSPC_A-GPS_Assist


Annex B (normative):
Applicability of the individual test

The applicability of each individual test is identified in the table B.1.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in Table B.1 have the following meaning:

Clause column

The clause column indicates the clause number for each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Title column

The title column indicates the title of each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Release column

The Release column indicates the earliest release from which each test case is applicable, except if otherwise stated of an individual test case. 

Applicability column

The Applicability column describes the applicability of the test in a verbal way.

Status column

The following notations, are used for the status column:

A

applicable - the test is applicable.
R
redundant – the requirement in this test is verified in another test.
N/A
not applicable – in the given context, the test case is not applicable.

Ci
conditional – the test is applicable ("A") or not ("N/A") depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Ri
Reduced applicability – the test is applicable ("A") or redundant ("R") depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Li
Limited execution – the test is applicable ("A"). The execution may be limited depending on the support of other optional or conditional items, e.g. some tests may not be repeated for all execution counters. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table.

Supported column

The following common notations, are used for the support column:

Y or y
test is supported by the implementation

N or n
test is not supported by the implementation

N/A, n/a or ‑ 
no answer required (allowed only if the status is N/A, directly or after evaluation of a conditional status)

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	…
	…
	…
	…
	…
	…
	…
	…

	44.2.5.2.1-1
	Ciphering mode/start ciphering/GEA1
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff



	

	44.2.5.2.1-2
	Ciphering mode/start ciphering/GEA2
	R97
	All GPRS MS supporting GEA2
	
	Cxxx
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
TSPC_Feat_GEA2

	

	44.2.5.2.1-3
	Ciphering mode/start ciphering/GEA3
	Rel-6
	All GPRS MS supporting GEA3
	
	Cyyy
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_Feat_GEA3
	

	…
	…
	…
	…
	…
	…
	…
	…

	46.1.2.1.1-1
	Data transmission in protected mode/GEA1
	R97
	All GPRS MS
	
	C215
	

	

	46.1.2.1.1-2
	Data transmission in protected mode/GEA2
	R97
	All GPRS MS supporting GEA2
	
	Cxxx
	TSPC_Feat_GEA2


	

	46.1.2.1.1-3
	Data transmission in protected mode/GEA3
	Rel-6
	All GPRS MS supporting GEA3
	
	Cyyy
	TSPC_Feat_GEA3
	

	…
	…
	…
	…
	…
	…
	…
	…

	46.1.2.7.3-1
	Negotiation initiated by the SS (using SABM, for IOV-I)/GEA1
	R97
	All GPRS MS
	
	C215
	

	

	46.1.2.7.3-2
	Negotiation initiated by the SS (using SABM, for IOV-I)/GEA2
	R97
	All GPRS MS supporting GEA2
	
	Cxxx
	TSPC_Feat_GEA2


	

	46.1.2.7.3-3
	Negotiation initiated by the SS (using SABM, for IOV-I)/GEA3
	Rel-6
	All GPRS MS supporting GEA3
	
	Cyyy
	TSPC_Feat_GEA3
	

	46.1.2.7.4
	Negotiation initiated by the SS (during ADM, for N201-U)
	R97
	All GPRS MS
	
	C215
	
	

	46.1.2.7.5-1
	Negotiation initiated by the SS (during ADM, for IOV-UI)/GEA1
	R97
	All GPRS MS
	
	C215
	

	

	46.1.2.7.5-2
	Negotiation initiated by the SS (during ADM, for IOV-UI)/GEA2
	R97
	All GPRS MS supporting GEA2
	
	Cxxx
	TSPC_Feat_GEA2


	

	46.1.2.7.5-3
	Negotiation initiated by the SS (during ADM, for IOV-UI)/GEA3
	Rel-6
	All GPRS MS supporting GEA3
	
	Cyyy
	TSPC_Feat_GEA3
	

	…
	…
	…
	…
	…
	…
	…
	…


Table B.1a: Applicability of tests - Conditions definitions
	…
	…
	…

	Cxxx
	IF A.2/41 AND A.2/75 THEN A ELSE N/A
	-- TSPC_GPRS  AND TSPC_Feat_GEA2

	Cyyy
	IF A.2/41 AND A.2/76 THEN A ELSE N/A
	-- TSPC_GPRS  AND TSPC_Feat_GEA3

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.




Table B.1b: Limited Applicability of tests - Conditions definitions

	R1
	IF A.1/56 THEN R ELSE A
	-- TSPC_Type_UTRAN

	R2
	IF A.1/15 OR A.1/57 THEN R ELSE A
	-- TSPC_Type_HSCSD_Multislot OR TSPC_GPRS_Multislot_Uplink

	R3
	IF A.1/57 THEN R ELSE A
	-- TSPC_GPRS_Multislot_Uplink

	R4
	IF A.2/41 OR A.2/42 THEN R ELSE A
	-- TSPC_GPRS OR TSPC_EGPRS

	R5
	IF A.1/15 THEN R ELSE A
	-- TSPC_Type_HSCSD_Multislot

	R6
	IF A.2/42 THEN R ELSE A
	-- TSPC_EGPRS


Table B.1c: Limited Execution of tests - Conditions definitions

	L1
	Executed for ”Class C” MS or “Class B” MS only if “Class C” is not supported.
	-- TSPC_operation_mode_C OR (TSPC_operation_mode_B and NOT TSPC_operation_mode_C)

	L2
	Executed for “Class B” MS or “Class C” MS only if “Class B” is not supported.
	-- TSPC_operation_mode_B OR (TSPC_operation_mode_C and NOT TSPC_operation_mode_B)








�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "x WGn" where �	x = "CT" for TSG CT, "RAN" for TSG RAN, "SA" for TSG SA, "GERAN" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "TSG x". �Examples: "CT WG4", "RAN WG5", "GERAN WG3", "TSG SA".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory necessary to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





3GPP


