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A.4.8
Additional Information

The supplier of the implementation shall state the support of the implementation for each of the questions concerning additional information given in the table below.

Table A.25: Additional Information

	Item
	Additional Information
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	at least one half rate service.
	3GPP TS 02.06 3.2.2

3GPP TS 22.101, 3.2.2
	Phase 2
	O
	
	TSPC_AddInfo_HalfRate

	[text skipped here]
	
	
	
	
	
	

	17
	non transparent service with full rate channel at a user rate of 4.8 kbit/s.
	3GPP TS 02.02 3, 

3GPP TS 22.002, 3

3GPP TS 07.01 annex B,

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_AddInfo_fullRate48

	18
	at least one bearer capability.
	3GPP TS 07.01 annex B

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_AddInfo_BC

	19
	at least one MT circuit switched basic service.
	3GPP TS 04.08 5.3.4.2.2

3GPP TS 24.008, 5.3.4.2.2
	Phase 2
	O
	
	TSPC_AddInfo_MTsvc

	20
	at least one MO circuit switched basic service.
	3GPP TS 04.08 5.3.4.2.1

3GPP TS 24.008, 5.3.4.2.1
	Phase 2
	O
	
	TSPC_AddInfo_MOsvc

	21
	only SDCCH.
	3GPP TS 02.06 3.2.2

3GPP TS 22.101, 3.2.2
	Phase 2
	O
	
	TSPC_AddInfo_SDCCHOnly

	[text skipped here]
	
	
	
	
	
	

	147
	Use of NITZ Local Time Zone
	3GPP TS 2.42

3GPP TS 22.042
	R97
	O
	
	TSPC_NITZ_Time_Zone

	148
	MS using a temporary antenna connector
	3GPP TS 51.010-1
	R99
	O.2504
	
	TSPC_AddInfo_TempAntenna

	149
	Support of Repeated FACCH
	3GPP TS 24.008, Subclause 10.5.1.7
	Rel-6
	M
	
	TSPC_Repeated_FACCH

	O.2502
	At least one of the requirements shall be supported.
	

	O.2503
	At least one of these items shall be supported.
	

	O.2504
	At least one of these items shall be supported.
	

	C.2501
	IF A.25/3 THEN M ELSE O
	-- TSPC_AddInfo_Half_rate_version_1

	C.2502
	IF A.25/2 THEN O ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1

	C.2503
	IF A.25/69 OR A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS OR TSPC_AddInfo_VGCS_Talking

	C.2504
	IF A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS

	C.2505
	IF A.3/2 THEN O ELSE N/A
	-- TSPC_Serv_TS12

	C.2506
	IF A.25/79 THEN M ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3

	C.2507
	IF A.25/144 OR A.25/145 OR A.25/146 OR A.25/147 OR A.25/119 THEN O ELSE N/A
	-- TSPC_NITZ_Full_Name OR TSPC_NITZ_Short_Name OR TSPC_NITZ_Universal_Time OR TSPC_NITZ_Time_Zone OR TSPC_NITZ_DST

	Comments:


	
	


Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	[text skipped here]
	
	
	
	
	
	
	

	31.9.1.2
	ProcessUnstructuredSS-request/cross phase compatibility and error handling
	Phase 2
	MS supporting USSD and supporting CC protocol for at least one Bearer Capability
	
	C140
	TSPC_AddInfo_Full_rate_version_1

TSPC_AddInfo_TeleSvc
	

	31.9.2.1
	UnstructuredSS-Notify/accepted
	Phase 2
	MS supporting USSD and supporting CC protocol for at least one Bearer Capability
	
	Cxxx
	TSPC_AddInfo_Full_rate_version_1

TSPC_AddInfo_TeleSvc
	

	31.9.2.2
	UnstructuredSS-Notify/rejected on user busy
	Phase 2
	MS supporting USSD and supporting CC protocol for at least one Bearer Capability
	
	C140
	TSPC_AddInfo_Full_rate_version_1

TSPC_AddInfo_TeleSvc
	

	31.9.2.3
	UnstructuredSS-Request/accepted
	Phase 2
	MS supporting USSD and supporting CC protocol for at least one Bearer Capability
	
	Cxxx
	TSPC_AddInfo_Full_rate_version_1

TSPC_AddInfo_TeleSvc
	

	31.9.2.4
	UnstructuredSS-Request/rejected on user busy
	Phase 2
	MS supporting USSD and supporting CC protocol for at least one Bearer Capability
	
	C140
	TSPC_AddInfo_Full_rate_version_1

TSPC_AddInfo_TeleSvc
	

	[text skipped here]
	
	
	
	
	
	
	

	90.1.2
	Transmission of CTM Bearer Code – Mobile Terminated TTY Call
	R99
	All MS supporting TTY text telephony services and MT circuit switched basic service
	
	C408
	
	


Table B.1a: Applicability of tests - Conditions definitions
	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	[text skipped here]
	
	

	C138
	IF A.5/16 OR A.5/19 THEN A ELSE N/A
	-- TSPC_Serv_SS_BOIC OR TSPC_Serv_SS_BICRoam

	C139
	IF A.5/20 THEN A ELSE N/A
	-- TSPC_Serv_SS_unstruct

	C140
	IF A.5/20 AND A.25/26 THEN A ELSE N/A
	-- TSPC_Serv_SS_unstruct AND TSPC_Addinfo_CCprotocol_oneBC

	C141
	IF A.3/3 AND A.3/4 AND A.25/35 THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_Serv_TS22 AND TSPC_Addinfo_SMSStatusRepCap

	[text skipped here]
	
	

	C466
	IF A.25/149 THEN A ELSE N/A
	-- TSPC_Repeated_FACCH

	C467
	IF (A.25/137 OR A.25/133) THEN A ELSE N/A
	-- TSPC_TCH_WFS OR TSPC_O-TCH_WFS

	C468
	IF A.2/84 THEN A ELSE N/A
	-- TSPC_Latency_Reductions

	Cxxx
	IF A.5/20 AND A.25/19 AND A.25/26 THEN A ELSE N/A
	-- TSPC_Serv_SS_unstruct AND TSPC_AddInfo_MTsvc AND  TSPC_Addinfo_CCprotocol_oneBC

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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