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[Start of modification]
A5.5.4
Derivation of Test Requirements (This clause is informative)

The Test Requirements have been calculated by relaxing the Conformance requirement of the core specification using the Test Parameter Relaxations defined in clause A5.5.2. When the Test Parameter Relaxation is zero, the Test Requirement will be the same as the Conformance requirement. When the Test Parameter Relaxation is non-zero, the Test Requirements will differ from the Conformance requirement, and the formula used for this relaxation is given in table A5.5.4.1 and A5.5.4.2.

Table A5.5.4.1: Derivation of Test Requirements for A-GPS Minimum Performance tests

	Test
	Conformance requirement in
3GPP TS 45.005
	Test Parameter Relaxation (TPR)
	Test Requirement

	70.11.5.1 Sensitivity Coarse Time Assistance
	Coarse Time Assistance
	(2 s
	200 ms
	Formulas: UL-TPR, LL+TPR: (1.8 s

	
	Absolute GPS signal level
	-142, -147 dBm
	1 dB
	Level + TPR: -141, -146 dBm

	
	Position error
	100 m
	1.3 m
	Error +TPR: 101.3 m

	
	Response time
	20 s
	300 ms
	Time + TPR: 20.3 s

	70.11.5.2 Sensitivity Fine Time Assistance
	Coarse Time Assistance
	(2 s
	200 ms
	Formulas: UL-TPR, LL+TPR: (1.8 s

	
	Fine Time Assistance
	(10 us
	1 us
	UL-TPR, LL+TPR: (9 us

	
	Absolute GPS signal level
	-147 dBm
	1 dB
	Level + TPR: -146 dBm

	
	Position error
	100 m
	1.3 m
	Error +TPR: 101.3 m

	
	Response time
	20 s
	300 ms
	Time + TPR: 20.3 s

	70.11.6 Nominal Accuracy
	Coarse Time Assistance
	(2 s
	200 ms
	Formulas: UL-TPR, LL+TPR: (1.8 s

	
	Absolute GPS signal level
	-130 dBm
	0 dB
	Level + TPR: -130 dBm

	
	Position error
	30 m
	1.3 m
	Error +TPR: 31.3 m

	
	Response time
	20 s
	300 ms
	Time + TPR: 20.3 s

	70.11.7 Dynamic Range
	Coarse Time Assistance
	(2 s
	200 ms
	Formulas: UL-TPR, LL+TPR: (1.8 s

	
	Absolute GPS signal level
	-129 to -147 dBm
	1 dB
	Level + TPR: each level +1 dBm 

	
	Relative GPS signal level
	18 dB
	0.2 dB
	Level - TPR: highest level -0.2 dB: -128.2dBm

	
	Position error
	100 m
	1.3 m
	Error +TPR: 101.3 m

	
	Response time
	20 s
	300 ms
	Time + TPR: 20.3 s

	70.11.8 Multi-Path scenario
	Coarse Time Assistance
	(2 s
	200 ms
	Formulas: UL-TPR, LL+TPR: (1.8 s

	
	Absolute GPS signal level
	-130 dBm
	0 dB
	Level + TPR: -130 dBm

	
	Relative GPS signal level
	6 dB
	0.2 dB
	Level + TPR: lower level - 0.2dB: -136.2 dBm

	
	Position error
	100 m
	1.3 m
	Error +TPR: 101.3 m

	
	Response time
	20 s
	300 ms
	Time + TPR: 20.3 s


Table A5.5.4.2: Derivation of Test Requirements for A-GNSS Minimum Performance tests

	Test
	Conformance requirement in
3GPP TS 45.005
	Test Parameter Relaxation (TPR)
	Test Requirement

	70.16.5.1 Sensitivity Coarse Time Assistance
	Coarse Time Assistance
	(2 s
	200 ms
	Formulas: UL-TPR, LL+TPR: (1.8 s

	
	Absolute GNSS signal level (Galileo)
	-142, -147 dBm
	1 dB
	Level + TPR: -141, -146 dBm

	
	Absolute GNSS signal level (GPS)
	-142, -147 dBm
	1 dB
	Level + TPR: -141, -146 dBm

	
	Absolute GNSS signal level (GLONASS)
	-142, -147 dBm
	1 dB
	Level + TPR: -141, -146 dBm

	
	Absolute GNSS signal level (BDS)
	-136, -145 dBm
	1 dB
	Level + TPR: -135, -144 dBm

	
	Position error
	100 m
	1.3 m
	Error +TPR: 101.3 m

	
	Response time
	20 s
	300 ms
	Time + TPR: 20.3 s

	70.16.5.2 Sensitivity Fine Time Assistance
	Coarse Time Assistance
	(2 s
	200 ms
	Formulas: UL-TPR, LL+TPR: (1.8 s

	
	Fine Time Assistance
	(10 us
	1 us
	UL-TPR, LL+TPR: (9 us

	
	Absolute GNSS signal level (Galileo)
	-147 dBm
	1 dB
	Level + TPR: -146 dBm

	
	Absolute GNSS signal level (GPS)
	-147 dBm
	1 dB
	Level + TPR: -146 dBm

	
	Absolute GNSS signal level (GLONASS)
	-147 dBm
	1 dB
	Level + TPR: -146 dBm

	
	Absolute GNSS signal level (BDS)
	-147 dBm
	1 dB
	Level + TPR: -146 dBm

	
	Position error
	100 m
	1.3 m
	Error +TPR: 101.3 m

	
	Response time
	20 s
	300 ms
	Time + TPR: 20.3 s

	70.16.6 Nominal Accuracy
	Coarse Time Assistance
	(2 s
	200 ms
	Formulas: UL-TPR, LL+TPR: (1.8 s

	
	Absolute GNSS signal level (Galileo)
	 -127 dBm
	0 dB
	Level + TPR: -127 dBm

	
	Absolute GNSS signal level (GPS)
	-128.5 dBm
	0 dB
	Level + TPR: -128.5 dBm

	
	Absolute GNSS signal level (GLONASS)
	-131 dBm
	0 dB
	Level + TPR: -131 dBm

	
	Absolute GNSS signal level (QZSS)
	-128.5 dBm
	0 dB
	Level + TPR: -128.5 dBm

	
	Absolute GNSS signal level (SBAS)
	-131 dBm
	0 dB
	Level + TPR: -131 dBm

	
	Absolute GNSS signal level (BDS)
	-133 dBm
	0 dB
	Level + TPR: -133 dBm

	
	Position error
	15 m
	1.3 m
	Error +TPR: 16.3 m

	
	Response time
	20 s
	300 ms
	Time + TPR: 20.3 s

	70.16.7 Dynamic Range
	Coarse Time Assistance
	(2 s
	200 ms
	Formulas: UL-TPR, LL+TPR: (1.8 s

	
	Absolute GNSS signal level (Galileo)
	-127.5 to -147 dBm
	1 dB
	Level + TPR: each level +1 dBm 

	
	Absolute GNSS signal level (GPS)
	-129 to -147 dBm
	1 dB
	Level + TPR: each level +1 dBm 

	
	Absolute GNSS signal level (GLONASS)
	-131.5 to -147 dBm
	1 dB
	Level + TPR: each level +1 dBm 

	
	Absolute GNSS signal level (BDS)
	-133.5 to -145 dBm
	1 dB
	Level + TPR: each level +1 dBm 

	
	Relative GNSS signal level (Galileo)
	19.5 dB
	0.2 dB
	Level - TPR: highest level -0.2 dB: -126.7 dBm

	
	Relative GNSS signal level (GPS)
	18 dB
	0.2 dB
	Level - TPR: highest level -0.2 dB: -128.2 dBm

	
	Relative GNSS signal level (GLONASS)
	15.5 dB
	0.2 dB
	Level - TPR: highest level -0.2 dB: -130.7 dBm

	
	Relative GNSS signal level (BDS)
	11.5 dB
	0.2 dB
	Level - TPR: highest level -0.2 dB: -132.7 dBm

	
	Position error
	100 m
	1.3 m
	Error +TPR: 101.3 m

	
	Response time
	20 s
	300 ms
	Time + TPR: 20.3 s

	70.16.8 Multi-Path scenario
	Coarse Time Assistance
	(2 s
	200 ms
	Formulas: UL-TPR, LL+TPR: (1.8 s

	
	Absolute GNSS signal level (Galileo)
	-127 dBm
	0 dB
	Level + TPR: -127 dBm

	
	Absolute GNSS signal level (GPS)
	-128.5 dBm
	0 dB
	Level + TPR: -128.5 dBm

	
	Absolute GNSS signal level (GLONASS)
	-131 dBm
	0 dB
	Level + TPR: -131 dBm

	
	Absolute GNSS signal level (BDS)
	-133 dBm
	0 dB
	Level + TPR: -133 dBm

	
	Relative GNSS signal level (all GNSSs)
	Y dB where “Y” is given in Table 70.16.2.1
	0.2 dB
	Relative level + TPR: relative level + 0.2dB: Y + 0.2 dB

	
	Position error
	100 m
	1.3 m
	Error +TPR: 101.3 m

	
	Response time
	20 s
	300 ms
	Time + TPR: 20.3 s


 [End of modification]
