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Overview
This document gives details of the changes made to TTCN implementation for test case 60.3a, which is part of IR_G test suite. Minimum changes are made so that it can be executed with one or more 3G UE.
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3
Verification Test Summary
Test Case:
tc_60_3a

Test Group:
IR_G/CellReselection

ATS Version:
IR_G_wk19 + modifications

System Simulator used:
RIWS 6401 AIME/CT ISHO

UE used:
Nokia 3G UE 6630

Verification Status:
PASS

4
Corrections required for test case 60.3a
4.1
Introduction

This documents lists the changes made to test case 60_3a to make it work with 3G UE. The changes made are given a change label and are explained in the following session.

4.2
Presentation of the modifications

The changes done are described below in tables, and are also supported by screenshots taken from the relevant parts of changed TTCN objects in TTCN.GR format.

The tables used in the following session is described below with an example below 

Table 1: Example Change Table

	TTCN object
	tc_60_3a

	Reference ATS
	IR_G_wk19.mp

	Change Label
	AEROFLEX#IR_G0101

	Reason for change
	<Textual description of change reason>.

	Summary of change
	<Textual description of performed changes>

	Other affected objects
	< other fields affected> (optional)

	ETSI comment
	

	AEROFLEX conclusion
	


TTCN object:
Identifier(s) of one or more TTCN objects having a global context in the TTCN ATS. Typically only one TTCN object occurs. More than one object is listed only, when:

a)
All objects belong to the same TTCN Object Class; and

b)
All objects are either created, or are modified in the same systematic way; and

c)
No other change is proposed for the listed objects.

Reference ATS:
ETSI ATS containing the referred TTCN object(s), relative to which the current change description applies.

Change Label:
Textual identifier starting with the fixed string ‘AEROFLEX#IR_G’, followed by a 4‑digit number (e.g. AEROFLEX#IR_G 0101). A Change Label is assigned when a particular problem is recognized during the verification work. More than one TTCN Object may be affected by the proposed solution to this problem.

Reason for change:
Textual description of the reason why the change is proposed.

Summary of change:
Short description of what is proposed for change.

Other affected objects:
List of one or more fields, pointing to other TTCN objects having assigned the same Change Label, i.e. all other objects being affected by the problem-giving rise to the current Change Label.

ETSI comment: 
ETSI colleagues giving a dedicated reply to the current CR document may use this field.

AEROFLEX conclusion:
Filled by AEROFLEX when ETSI answer does not indicate acceptance of the change request.

4.3
Modifications
4.3.1 tc_60_3a

	TTCN object
	ts_G_CC_EnterU10_MT

	Reference ATS
	IR_G_wk19.mp[2]

	Change Label
	AEROFLEX#IR_G 0411

	Reason for change
	Ciphering is enabled on Control channel but not on Traffic

	Summary of change
	Created a new test step ts_G_Ciphering_Mode_Setting_2Ch which is capable of enabling ciphering on two channel and used at in place of ts_G_Ciphering_Mode_Setting in ts_G_CC_EnterU10_MT: lt_Continue

	Other affected objects
	

	ETSI comment
	

	AEROFLEX conclusion
	


After Change:
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4.3.2 Selection Reference

	TTCN object
	GERAN_C287

	Reference ATS
	IR_G_wk19.mp[2]

	Change Label
	AEROFLEX#IR_G 0412

	Reason for change
	Current Selection reference requires pc_RAB_A_18c_15 to be TRUE irrespective whether pc_RAB_A_18c_16 or pc_RAB_A_18c_17 is TRUE

	Summary of change
	Rearranged brackets in the selection reference

	Other affected objects
	

	ETSI comment
	

	AEROFLEX conclusion
	


Before Change:
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After Change:
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4.3.3 tc_60_3a

	TTCN object
	tc_60.3a:lt_InitHOCmd

	Reference ATS
	IR_G_wk19.mp[2]

	Change Label
	AEROFLEX#IR_G 0413

	Reason for change
	For path m=2 irrespective of the pixit parameter Ciphering is enabled

	Summary of change
	At line no 102 changed the first parameter from uea1 to OMIT

	Other affected objects
	

	ETSI comment
	

	AEROFLEX conclusion
	


After Change:
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4.3.4 tc_60_3a

	TTCN object
	tc_60.3a:lt_InitHOCmd

	Reference ATS
	IR_G_wk19.mp[2]

	Change Label
	AEROFLEX#IR_G 0414

	Reason for change
	Line no 97 tcv_ISHO_SubtestCounter is assigned with 2 rather than checking for that value

	Summary of change
	Corrected the parenthesis 

	Other affected objects
	

	ETSI comment
	

	AEROFLEX conclusion
	


After Change:
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4.3.5 tc_60_3a

	TTCN object
	tc_60.3a:lt_InitHOCmd

	Reference ATS
	IR_G_wk19.mp[2]

	Change Label
	AEROFLEX#IR_G 0415

	Reason for change
	For path m=2 the sf and code number assigned in HO command is not in align with SS configuration.

	Summary of change
	Changed from sf32:31 to sf32:0 

	Other affected objects
	

	ETSI comment
	

	AEROFLEX conclusion
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4.3.6 c_PowerCommand

	TTCN object
	c_PowerCommand

	Reference ATS
	IR_G_wk19.mp[2]

	Change Label
	AEROFLEX#IR_G 0416

	Reason for change
	Powel level in Assignment Command should be 7 as per 51.010 section 10

	Summary of change
	Changed the value of powerLevel to '00111'B in c_PowerCommand

	Other affected objects
	

	ETSI comment
	

	AEROFLEX conclusion
	


After Change:
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4.3.7 tsc_Sfc64_0

	TTCN object
	tsc_Sfc64_0

	Reference ATS
	IR_G_wk19.mp[2]

	Change Label
	AEROFLEX#IR_G 0417

	Reason for change
	SF and Code number sf64:0 is required for execution path m=1

	Summary of change
	Created a new TSC tsc_Sfc64_0 with value sf64:0

	Other affected objects
	

	ETSI comment
	

	AEROFLEX conclusion
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4.3.8 tc_60_3a

	TTCN object
	tc_60_3a

	Reference ATS
	IR_G_wk19.mp[2]

	Change Label
	AEROFLEX#IR_G 0418

	Reason for change
	As per prose SF and codenumber should be same as 60.1

	Summary of change
	Passed constant tsc_Sfc64_0 instead of tsc_Sfc64

	Other affected objects
	

	ETSI comment
	

	AEROFLEX conclusion
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4.3.9 ts_2DCH_ModifyStreamUnknown28_8_IR_G

	TTCN object
	ts_2DCH_ModifyStreamUnknown28_8_IR_G

	Reference ATS
	IR_G_wk19.mp[2]

	Change Label
	AEROFLEX#IR_G 0418

	Reason for change
	To match the SF and Code Number in line with Handover to UTRAN command

	Summary of change
	In line no 3 passed constant tsc_Sfc64_0 instead of tsc_Sfc64

	Other affected objects
	

	ETSI comment
	

	AEROFLEX conclusion
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4.4 Changes referred to from previous CRs

N/A

5
Branches executed in test case 60.3a
This test case was executed with pc_CS, pc_PS and pc_GPRS set to TRUE with integrity and ciphering enabled. This test cases was excecuted on both possible paths m=1 and m=2

6
Execution Log Files
The Nokia 3G UE 6630 passed this test case in CS+PS mode on the RIWS 6401 AIME/CT ISHO. Log of the successful test case execution is enclosed in G3t050033.zip [1]

7
References
	[1]
G3t050033.zip
Attachment containing the Successful log and the TTCN MP file for tc_60_3a

	[2]
IR_G_wk19.mp
ETSI IR_G ATS version of week 19.
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