3GPP TSG-RAN5 Meeting #28 
Tdoc (
R5-051347
Berlin, Germany, 22nd August – 26th August 2005

	CR-Form-v7

	CHANGE REQUEST

	

	(

	34.123-1
	CR
	1254
	(

rev
	-
	(

Current version:
	5.12.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Feature Clean Up: Removal of DSCH ( FDD mode) from 34.123-1 clause 7

	
	

	Source:
(

	TSG RAN WG5 Testing

	
	

	Work item code:
(

	TEI
	
	Date: (

	08/08/2005

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	TSG RAN#28 agreed to remove the DSCH ( FDD mode) from core specifications (from Rel-5 onwards). This contribution is to align test specification 34.123-1 with core specifications.

	
	

	Summary of change:
(

	1. TC 7.1.1.6 marked as applicable to only R99 and Rel-4 UEs.

	
	

	Consequences if 
(

not approved:
	3GPP test specifications will not be consistent with 3GPP core specifications.

	
	

	Clauses affected:
(

	7.1.1.6

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR only affects Rel-5 and later releases.


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	(
	PAGING RESPONSE
	Check UE-Id

	2
	(
	MAC PDU(TCTF, UE-ID, C/T, RLC AM PDU(SN=x, DIRECT TRANSFER))
	Sent with incorrect UE-Id = C-RNTI+1

	2a
	
	wait for T = 10 s
	SS checks that UE shall neither transmit RRC-Status message on SRB 2 nor RLC Status PDU on SRB 3.

See note 1 below.

	3
	(
	MAC PDU(TCTF, UE-ID, C/T, RLC AM PDU(SN=x, DIRECT TRANSFER))
	Sent with correct UE-Id = C-RNTI

	4
	(
	RLC-STATUS-PDU
	ACK PDUs with SN = x 

UE-Id is recognised as correct for the UE.

See note 2 below.

	5
	(
	RRC Status message
	

	NOTE 1: 
UE will Transmit Signalling Connection Release Indication on expiry of MM Timer T3240 or GMM Timer T3317.

NOTE 2: 
RRC Status message may be received before RLC Status PDU.


Specific Message Contents

None

7.1.1.5.5
Test Requirement
In step a) the UE-Id field should be set to the C-RNTI allocated in the RRC CONNECTION SETUP message. Note that this may be implied from receipt of the PAGING RESPONSE message correctly by the SS test script.

During the test the SS shall request an RLC status report with every transmitted PDU by setting of the Polling Bit. The UE shall not send any STATUS PDUs indicating missing PDUs.

At the end of the expected sequence (steps 4 and 5) the SS shall receive receive RLC Status PDU on SRB # 3 with correct C-RNTI and RRC Status message on SRB # 2.

<START OF MODIFIED SECTION>

7.1.1.6 
DTCH or DCCH mapped to DSCH or USCH

7.1.1.6.1
Definition and applicability

Applicable for if mode TDD only or FDD only is supported. In FDD applicable only to R99 and Rel-4 UEs.
7.1.1.6.2
Conformance requirement

The TCTF field is included in the MAC header for TDD only. The UE-Id type and UE-Id are included in the MAC header for FDD only. The C/T field is included if multiplexing on MAC is applied. 

Reference(s)
TS 25.321 clause 9.2.1.1.

7.1.1.6.3
Test purpose

To verify when DTCH or DCCH is mapped to DSCH or USCH, the TCTF field is applied for TDD only, the UE-Id type and UE-Id are applied for FDD only. If multiplexing on MAC is applied, C/T field is included, otherwise, the C/T field is not included in the MAC header. 

7.1.1.6.4
Method of test
Initial conditions

System Simulator:

-
1 cell, default parameters. Ciphering Off.

User Equipment:

-
The UE shall operate under normal test conditions, Ciphering Off.

-
The Test-USIM shall be inserted.

The UE is in Connected mode and a connection is established as described in the TS 34.123-1, 7.3 PDCP testing, clause "Setup a UE originated PS session using IP Header compression in AM RLC (using Loop back test mode 1).

Related ICS/IXIT Statement(s)
TBD

Foreseen Final State of the UE

Test procedure

a)
The SS sends a certain data block to the UE. 

b)
After having received the data block via configured mapped channels, the UE forwards the data to its Radio Bearer Loop Back entity. The received data shall be returned by the UE via its MAC configuration to the SS.

c)
The SS receives the returned data block and checks its MAC header whether the TCTF is applied for TDD only, or the UE-Id type and UE-Id are applied for FDD onlyand the C/T field shall not be applied.

d)
The SS configures the RLC.

e)
The SS starts a Radio Bearer Reconfiguration procedure to be connected in RLC transparent mode and configures the Radio Bearer for multiplexing. 

f)
The SS sends a certain data block to the UE. 

g)
After having received the data block via configured mapped channels, the UE forwards the data to its Radio Bearer Loop Back entity. The received data shall be returned by the UE via its MAC configuration to the SS.

h)
The SS receives the returned data block and check its MAC header whether the TCTF is applied for TDD only, or the UE-Id type and UE-Id are applied for FDD only and the C/T field is applied. 

i)
The SS reconfigures its RLC mode to be in AM.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	(
	DATA BLOCK
	The SS sends one data block with MAC header, sets TCTF as "DCCH or DTCH over USCH or DSCH" for TDD only, or sets UE-Id type as "C-RNTI", and UE-Id as C-RNTI of UE for FDD only.

	2
	(
	LOOP BACK DATA BLOCK
	SS receives the loop back data block from the Uplink RB and checks the MAC header.

	3
	
	
	SS sends CMAC_MAC_HEADER_REQ with enable_mac_header and CRLC_CONFIG_REQ with RLC mode as "AM mode".

	4
	(
	RADIO BEARER RECONFIGURE
	Reconfigures the downlink and uplink radio bearer as multiplexing .

	5
	(
	RADIO BEARER RECONFIGURATION COMPLETE
	

	6
	
	
	SS sends CMAC_MAC_HEADER_REQ with disable_mac_header and CRLC_CONFIG_REQ with RLC mode as "Transparent mode".

	7
	(
	DATA BLOCK
	The SS sends one data block with MAC header, sets TCTF as "DCCH or DTCH over USCH or DSCH" for TDD only, or sets UE-Id type as "C-RNTI", and UE-Id as C-RNTI of UE for FDD only and C/T field is included. 

	8
	(
	LOOP BACK DATA BLOCK
	SS receives the loop back data block from the Uplink RB and checks the MAC header.

	9
	
	
	SS sends CMAC_MAC_HEADER_REQ with enable_mac_header and CRLC_CONFIG_REQ with RLC mode as "AM mode".


Specific Message Contents

RADIO BEARER SET UP:

	Information Element
	Value/remark

	RLC info

    - RLC mode

RB mapping info

   -Downlink

- Number of logical channels

- Downlink transport channel type

  -Uplink

- Number of logical channels

- Uplink transport channel type

      
	AM RLC

1

DSCH

1

USCH




RADIO BEARER RECONFIGURE:

	Information Element
	Value/remark

	RLC info

    - RLC mode

RB mapping info

   -Downlink

- Number of logical channels

- Downlink transport channel type

  -Uplink

- Number of logical channels

- Uplink transport channel type


	AM RLC

2

DSCH

2

USCH




7.1.1.6.5
Test requirements

TCTF field in the MAC header of loop back data block is "DTCH or DCCH over DSCH or USCH" for TDD only. The UE-ID type and UE-Id are applied in the MAC header for FDD only. If multiplexing on MAC is applied, C/T field is included, otherwise, C/T field is not included. 
<END OF MODIFIED SECTION>
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