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	In the TS 25.224, The UL synchronization for HS-SICH in 1.28Mcps TDD is described as follow:

“The initial transmit timing for the HS-SICH shall be taken from that of the associated uplink DPCH. The UE shall then adjust the timing of the HS-SICH according to SS commands transmitted to it on the HS-SCCH. The step size for these commands shall be signalled to the UE by higher layers.”
However, there is no “Uplink Synchronisation Step Size” IE,specified for HS-SICH in the related RRC messages, such as RADIO BEARER SETUP, RADIO BEARER RECONFIGURATION.

	
	

	Summary of change:
(

	The description of synchronization parameters configuration for HS-SICH is added in the 8.6.6.33.
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8.6.6.33
HS-SCCH Info

If the IE "HS-SCCH Info" is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:

1>
store the received configuration.

1>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

When the variable HS_DSCH_RECEPTION is set to TRUE the UE shall:

1>
in the case of FDD:

2>
receive the HS-SCCH(s) according to the IE "HS-SCCH channelisation code" on the serving HS-DSCH radio link applying the scrambling code as received in the IE "DL Scrambling code".

1>
in the case of TDD:

2>
receive the HS-SCCH(s) according to the IEs "Timeslot Number", "Channelisation Code" and Midamble configuration IEs.

2>
transmit the HS-SICH according to the IEs "Timeslot Number", "Channelisation Code" and Midamble configuration IEs.

2>
for HS-SCCH power control the UE shall use the "BLER target" signalled in the first occurrence of the "HS-SCCH Set Configuration".

2>
in 3.84 Mcps TDD:

3>
use the parameters specified in the IE "HS-SICH power control info" for open loop power control as defined in subclause 8.5.7.

2>
in 1.28 Mcps TDD:

3>
use the IE " PRXHS-SICH " to calculate and set an initial uplink transmission power;

3>
use  the IE " TPC step size" upon reception of TPC commands for closed loop power control;
3>
use default value of "Uplink synchronisation frequency" and same value of "Uplink synchronisation step size" in "Uplink DPCH info" for HS-SICH upon reception of SS commands for closed loop uplink synchronisation on HS-SICH.
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