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2 Changes
Change 2.1: tc_8_3_7_17:lt_LocalTest
	Object
	tc_8_3_7_17: lt_LocalTest

	Reason for change
	Postamble is not being called.

	Summary of change
	Added + lt_Postamble at row# 27

	Source of change
	Modification

	MCC 160 comments
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Change 2.2: tc_8_3_7_17:lt_LLC_XID

	Object
	tc_8_3_7_17:lt_LLC_XID

	Reason for change
	XID negotiation is transfer of user data. So it should be done using TBF establishment instead of GTTP. The procedure should be like this:

Receive DTM Request 
Send Packet Assignment (for uplink TBF assignment) 
Activate UL TBF 
Receive XID REQ 
Send Packet assignment (for downlink TBF assignment) 
Activate DL TBF 
Send XID IND

	Summary of change
	Handled XID procedure by using TBF establishment.

	Source of change
	Modification

	MCC 160 comments
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Change 2.3: tc_8_3_7_17: ts_DTM_ModifyPDP_Context_AcceptOrDeactivate

	Object
	tc_8_3_7_17: ts_DTM_ModifyPDP_Context_AcceptOrDeactivate

	Reason for change
	t_3390 is not cancelled after receiving Detach Request. Also used a test case variable “tcv_PDPContext” of type Boolean (default value TRUE) and updated this variable after sending Deactivate PDP context Accept message for controlling the deactivation of PDP Context in the postamble part.

	Summary of change
	Cancelled t_3390 after receiving Detach Request.
Updated “tcv_PDPContext” to FALSE after sending Deactivate PDP context Accept message.

	Source of change
	Modification

	MCC 160 comments
	


Before:
[image: image5.png]| Test Step Namet=_DTH_WodityPDP_Context_scceptOrbeactivate(p_Celld - Cellid, p_PhysicalChid - PhysicalChic, p_SAPL:SARL

Grom 5T _Specifcl
Objective
Defaut rtersysienGrRs
ind[Label Behaviour Description Constraints Ref
0 1216 L2 6T REG [65_GPRS_informafion tsc_GSM_CellA, p_SAP, tsc_G_Tronidl,
ftev_RR_ChannelType2, tov_RR_Subchannel, tsc_LLC_PM,
[px_5M_CipheringOnGit, tev_TLLI, o_LengthorPDl ¢
leb=_Mosity_PDP_CortextReq MTdey_TLS, p_LLC_SAPLy,
lp_gos_tv),
lebs_Mosify_PDP_CortextReq_MTdey_TLS, p_LLC_SAPLy,
lp_sos v
d G1276126TIPD [or_GPRS_information( t5c_GSM_CelA 7, 50_G_Trehia, 7,
Jchr_Mosify_POP_Cortextécp_MO)
d G1276126TIPD [or_GPRS_informafion(tsc_GSM_CelA, 7, 5o_G_Trehil 7,
Jcbr_Deact_PDP_ContedRen_MO(chs_SH_Case_v(250))
2 G121612. 67T FEG [65_GPRS_informafion tsc_GSM_CellA, p_SAPI,tsc_G_Trohidl,
ftev_RR_ChannelType2, tov_RR_Subchannel, tsc_(LC_PM,
[px_53M _CipheringOnGif, fev_TLLI o_LengthofPBL (
lebs_Deact _PDP_Contexthcn_MTey_TI_S),
|ebs_Deact PDP_Contexticn_MTev_TI_S))
B STARTI 330
O G276 12 GTIPD o GPRS_Information(1sc_GSM_CalA, 7, 5o _G_Trahil 7,
o DetachRequest 10 )
g G121612. 67T FEG [65_GPRS_informafion tsc_GSM_Call, p_SAPI, tsc_G_Trehidl,
ftev_RR_ChannelType2, tov_RR_Subchannel, tsc_(LC_PM,
[P OSH_CpheringOnOff, fev TLLI, o_LengthofPDL
(s_Detachac ), cs_Detachiice )
G v _AtactFlag
n 7 TMEOUTT_3390





After:
[image: image6.png]Test Step Name|

|ts_DTM_ModifyPDP_Context_AcceptOrDeactivate(p_Celld : Celld; p_PhysicaChid : PhysicaChid; p_SAPI: SAPY p_LLC_SAPI_v. |

Grow oTH_Specicl
Ohbjecive
Default irtersystemGPRs
ind]Label] Behaviour Description Constraints Ref. [Verdic]
0 1216 12 oTTP FEQ [o=_GPRS.Informtion( sc_GSM_CelA, p_SAPI tsc_G_Trehid
ltev_FR_ChannelType2, tev_FR_Subchannei2, tsc_LLC_PH,
lpx_GSM_CipheringOnt, icv_TLLI o_LengthofPDL ¢
b Mocify_PDP_ContextRea MT(tev_TLS, p_LLC_SAPLY,
s 1),
ks Mocify_PDP_ContextReq MT(tev_TLS, p_LLC_SAPLy,
p_aos vy
d S127612.6TP D lor_GPRS Informetion( tsc_GSH_Cele 7,50 6 Trehidt 7, [®)
b _Mocify _PDP_Contextcp HO)
d S127612.6TP D lor_GPRS_Informetion( tsc_GSM_Cell 7. tsc_6 TrehidT 7, [®)
b _Deact_PDP_ ContextRen MO(cbs SH_Cause v(250))
B G1216 12 6T e [os_GPRS.Informtion( sc_GSM_CelA p_SAPI tsc_G_Trehid
ltev_FR_ChannelType2, ev_FR_Subchannei2, tsc_LLC_PH,
[px_GSM_CipheringOnit, tov TLLI, o_LengihofPbU ¢
b Deact_POP_Contextacn._iT(icv_T1_S),
s Deact POP_Contertacp Moy T_S))
3 [ (] Gov popconte =Fase) )
o STARTL 3390
g G127 612 GTTP_NE(CANCEL 1 3390 | GPRS Informafion(sc_GSM_Cela, 7. 50 _G_Trehal 7, [®)
er_DetachRegest 1O )
g G1216 12 6T e [os_GPRS Informtion( sc_GSM_Cel, p_SAPI tsc_G_Trehi
ltev_FR_ChannelType2, tev_FR_Subchannei2, tsc_LLC_PH,
[px_GSM_CipheringonGt, fov_TLLI, o_LengthotrU
(c5 Detachice ), cs Detachiice )
i Gov_AftechFlag = FALSE)
5 7 TMEOUTT_3390





Details of test case variable “tcv_PDPContext”
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Change 2.4: tc_8_3_7_17: lt_Postamble
	Object
	tc_8_3_7_17: lt_Postamble

	Reason for change
	PDP Context is deactivated (if it is not being deactivated earlier).

	Summary of change
	Created a test step (ts_DTM_PDP_Context_Deactivate) for deactivating the PDP Context and called the test step in lt_Postamble.

	Source of change
	Modification

	MCC 160 comments
	


Before:
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Details of test step ts_DTM_PDP_Context_Deactivate:
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Change 2.5: tc_8_3_7_17: lt_Postamble

	Object
	tc_8_3_7_17: lt_Postamble

	Reason for change
	The TI flag needs to be changed before calling +ts_G_Disconnect

	Summary of change
	Called the assignment (tcv_TI_S:=cs_TI_MT, tcv_TI_R.tiFlag:='1'B) before calling +ts_G_Disconnect.

	Source of change
	Modification

	MCC 160 comments
	


Before:
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Change 2.6: tc_8_3_7_17: ts_DTM_U2GCellChange_RAUpdate

	Object
	tc_8_3_7_17: ts_DTM_U2GCellChange_RAUpdate

	Reason for change
	Update Result is not being set before sending RAU Accept message.

	Summary of change
	In lt_SendAccept, Called lt_SetUpdateType to set update result correctly.

	Source of change
	Modification

	MCC 160 comments
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