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	Changed the test case to extend the waiting time for potential Signalling Connection Release Indication from 2 seconds to 5 seconds.

	
	

	Consequences if 
(

not approved:
	Conformant UEs may fail the test case.

	
	

	Clauses affected:
(

	

	
	

	
	Y
	N
	
	

	Other specs
(

	
	
	 Other core specifications
(

	

	affected:
	
	
	 Test specifications
	

	
	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR complements R5s060185.


Change 1
	Test Case name
	tc_16_1_1,  tc_16_1_2

	Reason for change
	There has been a CR (R5s060185) which has been implemented some time ago, but the assumptions made by that CR turned out to be insufficient.

“The current TTCN implementation of the test cases 16.1.1 and 16.1.2 does not handle Signalling Connection Release in the below mentioned scenario.

Steps a) and b) are repeated ( Sending cp-data from the UE for MO SMS). The SS is configured not to send CP-ACK. Then maximum 3 CP‑DATA retransmissions may occur. After duration of TC1M + 5 s after the last CP‑DATA retransmission the SS then initiates the channel release. The 5 s is the appropriate time to wait to verify that the UE does not send more than the maximum allowed (3) CP-DATA retransmissions.
After the last CP-DATA retransmission and before the SS initiates the channel release MS may send the Signalling Connection Release as per the TS 24.011 sec 5.3.2.1

If the timer TC1* expires in the Wait for CP‑ACK state, the CP‑DATA message is retransmitted and the state Wait for CP‑ACK is re‑entered. The maximum number of CP‑DATA message retransmissions is an implementation option but shall be either 1, 2 or 3. If the timer TC1* expires after the maximum number of retransmission attempts, an error indication is passed to SM‑RL and an MM‑connection release request is passed to the MM‑sublayer. The Idle state is then entered.
The MM-Connection release will trigger the Signalling Connection Release message to be sent to the SS.”
This justification leaves timing aspects regarding Signalling Connection Release completely open. The previous CR made the assumption that a 2 seconds waiting time was sufficient. Experience has shown that this is not the case.

	Summary of change
	Changed the test case to extend the waiting time for potential Signalling Connection Release Indication from 2 seconds to 5 seconds.

	Source of change
	New Change.
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