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8.4.1

7.4.3
Approval of CRs to Rel-99, Rel-4, Rel-5, Rel-6 and Rel-7 with linked CRs

RP-090630: R3 CR Pack of pre-Rel-8 CRs with linked CRs #1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	current
version
	WI Code
	Phase

	RP-090630
	R3-091444
	Correction of the value range of MAC PDU Size Extended IE in CCH FP Iur
	25.425
	0141
	
	A
	8.2.0
	RANimp-L2DataRates
	Rel-8

	RP-090630
	R3-091443
	Correction of the value range of MAC PDU Size Extended IE in CCH FP Iur
	25.425
	0140
	
	F
	7.10.0
	RANimp-L2DataRates
	Rel-7

	RP-090630
	R3-091446
	Correction of the value range of MAC PDU Size Extended IE in CCH FP Iub
	25.435
	0204
	
	A
	8.2.0
	RANimp-L2DataRates
	Rel-8

	RP-090630
	R3-091445
	Correction of the value range of MAC PDU Size Extended IE in CCH FP Iub
	25.435
	0203
	
	F
	7.11.0
	RANimp-L2DataRates
	Rel-7

	RP-090630
	R3-091441
	Correction of the value range of MAC PDU Size Extended IE in NBAP
	25.433
	1629
	1
	F
	7.12.0
	RANimp-L2DataRates
	Rel-7

	RP-090630
	R3-091440
	Correction of the value range of MAC PDU Size Extended IE in RNSAP
	25.423
	1505
	1
	A
	8.4.1
	RANimp-L2DataRates
	Rel-8

	RP-090630
	R3-091439
	Correction of the value range of MAC PDU Size Extended IE in RNSAP
	25.423
	1504
	1
	F
	7.12.0
	RANimp-L2DataRates
	Rel-7

	RP-090630
	R3-091442
	Correction of the value range of MAC PDU Size Extended IE NBAP
	25.433
	1630
	1
	A
	8.4.0
	RANimp-L2DataRates
	Rel-8


RP-090631: R3 CR Pack of pre-Rel-8 CRs with linked CRs #2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	current
version
	WI Code
	Phase

	RP-090631
	R3-091466
	Addition of  UL 16QAM credit consumption in E-DCH Capacity Consumption Law
	25.433
	1620
	1
	F
	7.12.0
	TEI7
	Rel-7

	RP-090631
	R3-091467
	Addition of  UL 16QAM credit consumption in E-DCH Capacity Consumption Law
	25.433
	1621
	1
	A
	8.4.0
	TEI8
	Rel-8

	RP-090631
	R3-091384
	Addition of Max UE DTX Cycle into UPLINK SIGNALLING TRANSFER INDICATION message
	25.423
	1492
	1
	A
	8.4.1
	TEI8
	Rel-8

	RP-090631
	R3-091383
	Addition of Max UE DTX Cycle into UPLINK SIGNALLING TRANSFER INDICATION message
	25.423
	1491
	1
	F
	7.12.0
	TEI7
	Rel-7

	RP-090631
	R3-091462
	Clarification of E-AGCH Table Choice
	25.423
	1489
	1
	F
	7.12.0
	TEI7
	Rel-7

	RP-090631
	R3-091463
	Clarification of E-AGCH Table Choice
	25.423
	1490
	1
	A
	8.4.1
	TEI8
	Rel-8

	RP-090631
	R3-091465
	Clarification of E-AGCH Table Choice
	25.433
	1619
	1
	A
	8.4.0
	TEI8
	Rel-8

	RP-090631
	R3-091464
	Clarification of E-AGCH Table Choice
	25.433
	1618
	1
	F
	7.12.0
	TEI7
	Rel-7

	RP-090631
	R3-091041
	Improved CM checks for F-DPCH
	25.433
	1614
	
	F
	7.12.0
	TEI7
	Rel-7

	RP-090631
	R3-091042
	Improved CM checks for F-DPCH
	25.433
	1615
	
	A
	8.4.0
	TEI8
	Rel-8


8.6
Other closed WIs for Release 8

RP-090633: R3 CR Pack of other closed WIs for Rel-8 CRs #1  
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	current
version
	WI Code
	Phase

	RP-090633
	R3-091083
	ASN.1 correction for MAC-hs Reset Indicator
	25.433
	1624
	
	F
	8.4.0
	TEI8
	Rel-8

	RP-090633
	R3-091134
	Correction of extended alternative bit rate
	25.413
	0994
	
	F
	8.2.1
	TEI8
	Rel-8

	RP-090633
	R3-091038
	Correction of formatting in NBAP
	25.433
	1613
	
	F
	8.4.0
	TEI8
	Rel-8

	RP-090633
	R3-091135
	Correction of indentation
	25.423
	1498
	
	F
	8.4.1
	TEI8
	Rel-8

	RP-090633
	R3-091147
	Correction of Transport Channel Synchronisation contradiction
	25.402
	0077
	
	F
	8.0.0
	TEI8
	Rel-8

	RP-090633
	R3-091385
	Include a general HS-SCCH support indicator
	25.423
	1499
	1
	F
	8.4.1
	TEI8
	Rel-8

	RP-090633
	R3-091138
	Include a general HS-SCCH support indicator
	25.433
	1626
	
	F
	8.4.0
	TEI8
	Rel-8

	RP-090633
	R3-091151
	Structure of prodeure text for Relocation Preparation
	25.413
	0996
	
	F
	8.2.1
	TEI8
	Rel-8


RP-090634: R3 CR Pack of other closed WIs for Rel-8  CRs #2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	current
version
	WI Code
	Phase

	RP-090634
	R3-091391
	Addition of  SPI IE in Common E-DCH System Information LCR IE
	25.433
	1631
	1
	F
	8.4.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-090634
	R3-091136
	Correction of abnormal condition for RL Addition Request
	25.433
	1625
	
	F
	8.4.0
	RANimp-DCHSDPA
	Rel-8

	RP-090634
	R3-091139
	Correction of tabular for INFORMATION REPORT message
	25.423
	1500
	
	F
	8.4.1
	RANimp-HSPAEvo
	Rel-8

	RP-090634
	R3-091387
	Removal of HS-PDSCH Code Change indicator IE from RADIO LINK PARAMETER UPDATE INDICATION message
	25.423
	1495
	1
	F
	8.4.1
	RANimp-DCHSDPA
	Rel-8

	RP-090634
	R3-091388
	Removal of HS-PDSCH Code Change indicator IE from RADIO LINK PARAMETER UPDATE INDICATION message
	25.433
	1623
	1
	F
	8.4.0
	RANimp-DCHSDPA
	Rel-8

	RP-090634
	R3-091220
	Removal of DC-HSDPA limitation from NBAP
	25.433
	1628
	 
	F
	8.4.0
	RANimp-DCHSDPA
	Rel-8


RP-090635: R3 CR Pack of other closed WIs for Rel-8  #3
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	current
version
	WI Code
	Phase

	RP-090635
	R3-091237
	Addition of description for Fixed and Flexible RLC PDU operation for TDD
	25.423
	1506
	
	F
	8.4.1
	RANimp-L2DataRates
	Rel-8

	RP-090635
	R3-091238
	Addition of description for Fixed and Flexible RLC PDU operation for TDD
	25.433
	1632
	
	F
	8.4.0
	RANimp-L2DataRates
	Rel-8

	RP-090635
	R3-091076
	Clarification on Uplink L2 improvement
	25.423
	1493
	
	F
	8.4.1
	RANimp-UplinkL2dataRates
	Rel-8

	RP-090635
	R3-091077
	Clarification on Uplink L2 improvement
	25.433
	1622
	
	F
	8.4.0
	RANimp-UplinkL2dataRates
	Rel-8

	RP-090635
	R3-091390
	Early Enhanced Relocation Cancel
	25.423
	1507
	1
	F
	8.4.1
	RANimp-SrnsReloc
	Rel-8

	RP-090635
	R3-091389
	Interaction between Enhanced Relocation and RAB Assignment Procedure
	25.413
	0998
	1
	F
	8.2.1
	RANimp-SrnsReloc
	Rel-8


RP-090638: R3 CR Pack of other closed WIs for Rel-8  #4
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	current
version
	WI Code
	Phase

	RP-090638
	R3-090881
	Partial Failure for DC-HSDPA 
	25.423
	1485
	
	F
	8.4.1
	RANimp-DCHSDPA
	Rel-8

	RP-090638
	R3-090939
	Partial Failure for DC-HSDPA
	25.433
	1609
	1
	F
	8.4.0
	RANimp-DCHSDPA
	Rel-8

	RP-090638
	R3-090943
	Clarification of HS-DSCH FP frame structure for enhanced CELL_FACH for 1.28Mcps TDD
	25.435
	0200
	1
	F
	8.2.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-090638
	R3-091007
	Corrections of CPC DRX configuration for 1.28Mcps TDD
	25.433
	1610
	3
	F
	8.4.0
	RANimp-LCRCPC
	Rel-8

	RP-090638
	R3-091006
	Corrections of CPC DRX configuration for 1.28Mcps TDD
	25.423
	1486
	3
	F
	8.4.1
	RANimp-LCRCPC
	Rel-8

	RP-090638
	R3-090940
	Corrections to the modification of MIMO reference signal for 1.28 Mcps TDD
	25.433
	1605
	1
	F
	8.4.0
	RANimp-MIMOLCR
	Rel-8

	RP-090638
	R3-090777
	Addition of Integrity Protection Information IE and Encryption Information IE into Enhanced SRNS Relocation
	25.413
	0988
	
	F
	8.2.1
	RANimp-SrnsReloc
	Rel-8

	RP-090638
	R3-090975
	Addition of Causes for Enhanced Relocation Failure
	25.423
	1481
	2
	F
	8.4.1
	RANimp-SrnsReloc
	Rel-8

	RP-090638
	R3-090879
	Further abnormal conditions for IP Transport Option
	25.433
	1608
	
	F
	8.4.0
	TEI8
	Rel-8

	RP-090638
	R3-090938
	Further abnormal conditions for IP Transport Option
	25.423
	1484
	1
	F
	8.4.1
	TEI8
	Rel-8

	RP-090638
	R3-090948
	Correction on Path Switch Request procedure
	36.413
	0438
	2
	 F
	8.5.1
	LTE-Interfaces
	Rel-8


8.1.3
3G Long Term Evolution: eUTRAN interfaces

RP-090636: R3 CR Pack of LTE interfaces CRs #1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	current
version
	WI Code
	Phase

	RP-090636
	R3-091487
	Add that a non-GBR must be received and admitted on S1-HO
	36.413
	0476
	2
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090636
	R3-091488
	Add that eNB must receive and accept a non-GBR on X2 HO
	36.423
	0274
	2
	F
	8.5.0
	LTE-Interfaces
	Rel-8

	RP-090636
	R3-091283
	Alignment of eNB configuration update procedure
	36.413
	0491
	
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090636
	R3-091343
	Clarification for RAT list in S1 Setup Response and MME configuration Update
	36.413
	0502
	
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090636
	R3-091404
	Clarification of range bound for maximal number of PLMNs per MME and GUMMEIs
	36.413
	0501
	1
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090636
	R3-091449
	Clarification of Security Context to be used in HANDOVER REQUEST message
	36.413
	0461
	1
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090636
	R3-091473
	Clarification on the Paging Function in E-UTRAN
	36.401
	0035
	1
	F
	8.5.0
	LTE-Interfaces
	Rel-8

	RP-090636
	R3-091095
	Correction the text about the Handover Resource Allocation procedure
	36.413
	0459
	
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090636
	R3-091490
	Introduction of E-UTRAN Service Handover IE
	25.413
	1002
	
	F
	8.2.1
	LTE-interfaces
	Rel-8


RP-090637: R3 CR Pack of LTE interfaces CRs #2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	current
version
	WI Code
	Phase

	RP-090637
	R3-091409
	Clarification of UE Capability Info Indication
	36.413
	0507
	1
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090637
	R3-091405
	Clarify eNB may send Release msg rather than RRC Reject msg on receiving OVERLOAD Start msg
	36.413
	0482
	1
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090637
	R3-091403
	Clarify reporting of duplicate E-RABs in E-RAB RESPONSE
	36.413
	0480
	1
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090637
	R3-091436
	Correction of RAN#43 CR implementation
	36.413
	0512
	
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090637
	R3-091144
	Correction of security parameters
	36.413
	0468
	
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090637
	R3-091435
	Editorial Updates
	36.413
	0504
	2
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090637
	R3-091456
	Emergency call Indicator during CS Fallback
	36.413
	0463
	1
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090637
	R3-091419
	Explicitly allow TRACE START to be the first VE-associated message received at the eNB
	36.413
	0510
	
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090637
	R3-091498
	Mandatory UE History Information IE in HANDOVER REQUIRED For Inter-RAT HO from E-UTRAN to UMTS
	36.413
	0500
	1
	F
	8.5.1
	LTE-Interfaces
	Rel-8


R3-090640: R3 CR Pack of LTE interfaces CRs #3
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	current
version
	WI Code
	Phase

	RP-090640
	R3-091499
	Addition of antenna information
	36.423
	0270
	2
	F
	8.5.0
	LTE-Interfaces
	Rel-8

	RP-090640
	R3-091410
	Crossing of X2 Setup Request message
	36.423
	0263
	3
	F
	8.5.0
	LTE-Interfaces
	Rel-8

	RP-090640
	R3-091402
	NAS PDU in E-RAB Release Command
	36.413
	0464
	1
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090640
	R3-091495
	NNSF for HeNB GW deployment scenario
	36.413
	0458
	3
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090640
	R3-091285
	Operational use of updated configuration data
	36.413
	0492
	
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090640
	R3-091289
	Redirection to 1xRTT system
	36.413
	0494
	
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090640
	R3-091266
	Rephrasing of abnormal conditions for S1 setup
	36.413
	0484
	
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090640
	R3-091397
	Some Editorial Corrections on ASN.1
	36.413
	0471
	2
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090640
	R3-091401
	Transparent Container Coding
	36.413
	0503
	1
	F
	8.5.1
	LTE-Interfaces
	Rel-8


R3-090639: R3 CR Pack of LTE interfaces CRs #4
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	current
version
	WI Code
	Phase

	RP-090639
	R3-090994
	Removing ‘outcome’ element  from the Triggering Message IE
	36.413
	0443
	2
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090639
	R3-090954
	Correction of abnormal conditions in UE Context Release
	36.413
	0451
	1
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090639
	R3-090955
	Clarification of E-UTRAN Trace ID in Cell Traffice Trace message
	36.413
	0452
	1
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090639
	R3-090966
	Correction of abnormal conditions in UE Context Release
	36.423
	0267
	
	F
	8.5.0
	LTE-Interfaces
	Rel-8

	RP-090639
	R3-090952
	Missing S1AP functions
	36.413
	0448
	1
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090639
	R3-090997
	Indication of candidate neighbours 
	36.423
	0254
	2
	F
	8.5.0
	LTE-Interfaces
	Rel-8

	RP-090639
	R3-090998
	Issue related to served GUMMEI over X2
	36.423
	0250
	2
	F
	8.5.0
	LTE-Interfaces
	Rel-8

	RP-090639
	R3-090913
	Removal of duplication description of MME UE S1AP ID and eNB UE S1AP ID
	36.413
	0453
	
	F
	8.5.1
	LTE-Interfaces
	Rel-8

	RP-090639
	R3-090987
	Abnormal condition for Handover Cancellation
	36.413
	0455
	1
	F
	8.5.1
	LTE-Interfaces
	Rel-8


8.2
UTRA HNB
RP-090641: R3 CR Pack of HNB-Arch related CRs #1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	current
version
	WI Code
	Phase

	RP-090641
	R3-090993
	Clarification on Non-CSG HNB
	25.467
	0024
	3
	F
	8.1.0
	HNB-arch
	Rel-8

	RP-090641
	R3-090961
	Support of Paging Optimisation for HNB
	25.467
	0027
	1
	F
	8.1.0
	HNB-arch
	Rel-8

	RP-090641
	R3-091012
	RANAP changes to support paging optimisation
	25.413
	0989
	4
	F
	8.2.1
	HNB-arch
	Rel-8


8.4
HSPA VoIP to WCDMA / GSM CS continuity
RP-090642: R3 CR Pack of HSPA - SRVCC related CRs #1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	current
version
	WI Code
	Phase

	RP-090642
	R3-091437
	Correction of introduction of HSPA SRVCC
	25.413
	0999
	1
	F
	8.2.1
	RANimp-HSPAVoIP
	Rel-8

	RP-090642
	R3-091349
	Correction of the Global CN-ID for the PS domain
	25.413
	1000
	
	F
	8.2.1
	RANimp-HSPAVoIP
	Rel-8
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