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<Start of first modified section>
14.2.2
Conformance requirement

If the UE does not recognise the emergency call MMI(s) (i.e. the dialled number is not stored in USIM/ME) but the serving network recognises the dialled number as an emergency call number used in the country then the IM CN subsystem shall inform the UE to use a CS CN domain for emergency services.


In the event the UE receives a 380 (Alternative Service) response to an INVITE request the response containing a XML body that includes an <ims-3gpp> element, including a version attribute, with an <alternative-service> child element with the <type> child element set to "emergency" (see table 7.7AA), the UE shall automatically:
-
send an ACK request to the P-CSCF as per normal SIP procedures;

-
attempt an emergency call setup according to the procedures described in 3GPP TS 24.008.


The UE may also provide an indication to the user based on the text string contained in the <reason> child element included in the <alternative-service> child element included in the <ims-3gpp> element.
As a consequence of this, a UE operating in MS operation mode C cannot perform emergency calls.

Reference(s)

3GPP TS 24.229[10], clauses 5.1.6.

3GPP TS 22.101[39], clause 10.4.
14.2.3
Test purpose

To verify that if the UE is not able to detect that an emergency number has been dialled:

-
in the event the UE receives a 380 (Alternative Service) response to an INVITE request the response containing a XML body that includes an <alternative-service> child element with the <type> child element set to "emergency", the UE:

-
send an ACK request to the P-CSCF as per normal SIP procedures;

-
attempt an emergency call setup according to the procedures described in 3GPP TS 24.008 [12].
<End of modified section>
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