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<BEGIN OF MODIFIED SECTION>
Contents of Master Information Block PLMN type is the case of GSM-MAP 

	- MIB value tag
	A valid MIB value tag value as defined in TS 25.331 [34]

	- Supported PLMN types
	

	 - PLMN type
	GSM-MAP

	  - PLMN identity
	

	   - MCC digit
	Set to the same Mobile Country Codes stored in the test USIM card (clause 8.3.2.2 EF IMSI(IMSI)).

	   - MNC digit
	Set to the same Mobile Network Codesstored in the test USIM card (clause 8.3.2.2 EF IMSI(IMSI)).

	- ANSI-41 Core Network information
	Not Present

	- References to other system information blocks and scheduling blocks
	

	 - References to other system information blocks
	

	  - Scheduling information
	

	   - CHOICE Value tag
	Cell Value Tag

	    - Cell Value tag
	A valid Cell value tag value as defined in TS 25.331 [34]

	   - Scheduling
	

	    - SEG_COUNT
	1

	    - SIB_REP
	16

	    - SIB_POS
	2

	    - SIB_POS offset info
	Not Present - use default

	  - SIB and SB type
	Scheduling Block 1

	 - Scheduling information
	

	  - CHOICE Value tag
	PLMN Value tag

	   - PLMN Value tag
	A valid PLMN value tag value as defined in TS 25.331 [34]

	  - SEG_COUNT
	1

	  - SIB_REP
	64

	  - SIB_POS
	22

	  - SIB_POS offset info
	Not Present - use default

	 - SIB and SB type
	System Information Type 1

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	A valid Cell value tag value as defined in TS 25.331 [34]

	  - SEG_COUNT
	1

	  - SIB_REP
	64

	  - SIB_POS
	22

	  - SIB_POS offset info
	Not Present - use default

	 - SIB and SB type
	System Information Type 2

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	1

	  - SIB_REP
	64

	  - SIB_POS
	20

	  - SIB_POS offset info
	Not Present - use default

	 - SIB and SB type
	System Information Type 3

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	A valid Cell value tag value as defined in TS 25.331 [34]

	  - SEG_COUNT
	1

	  - SIB_REP
	64

	  - SIB_POS
	52

	  - SIB_POS offset info
	Not Present - use default

	 - SIB and SB type
	System Information Type 4

	- Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	A valid Cell value tag value as defined in TS 25.331 [34]

	  - SEG_COUNT
	4

	  - SIB_REP
	64

	  - SIB_POS
	38

	  - SIB_POS offset info
	

	   - SIB_OFF
	4

	   - SIB_OFF
	2

	   - SIB_OFF
	2

	 - SIB and SB type
	System Information Type 5 / System Information Type 5bis

	- CSG Indicator
	Not Present


<END OF MODIFIED SECTION>
<BEGIN OF MODIFIED SECTION>
Contents of System Information Block type 3 (FDD)

	Information Element
	Value/remark
	Version

	- SIB4 indicator
	TRUE
	

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B
	

	- Cell selection and re-selection info
	
	

	 - Mapping info
	Not Present
	

	  - Cell selection and reselection quality measure
	CPICH RSCP
	

	 - CHOICE mode
	FDD
	

	  - Sintrasearch
	8 (16 dB)
	

	  - Sintersearch
	8 (16 dB)
	

	  - SsearchHCS
	Not Present
	

	  - RAT List
	This parameter is configurable
	

	   - RAT identifier
	GSM
	

	   - Ssearch,RAT
	-16 (-32 dB)
	

	   - SHCS,RAT
	Not Present
	

	   - Slimit,SearchRAT
	0 (0dB)
	

	  - Qqualmin
	Reference to table 6.1.1
	

	  - Qrxlevmin
	Reference to table 6.1.1
	

	  - Qhyst1s
	1 (2 dB)
	

	  - Qhyst2s
	Not Present
	

	  - Treselections
	0 seconds
	

	  - HCS Serving cell information
	Not Present
	

	  - Maximum allowed UL TX power
	Reference to table 6.1.1
	

	- Cell Access Restriction
	
	

	  - Cell barred
	Not barred
	

	  - Intra-frequency cell re-selection indicator
	Not present
	

	  - Tbarred
	Not present
	

	  - Cell Reserved for operator use
	Not reserved
	

	  - Cell Reservation Extension
	Not reserved
	

	 - Access Class Barred List
	
	

	  - Access Class Barred0
	Not barred
	

	  - Access Class Barred1
	Not barred
	

	  - Access Class Barred2
	Not barred
	

	  - Access Class Barred3
	Not barred
	

	  - Access Class Barred4
	Not barred
	

	  - Access Class Barred5
	Not barred
	

	  - Access Class Barred6
	Not barred
	

	  - Access Class Barred7
	Not barred
	

	  - Access Class Barred8
	Not barred
	

	  - Access Class Barred9
	Not barred
	

	  - Access Class Barred10
	Not barred
	

	  - Access Class Barred11
	Not barred
	

	  - Access Class Barred12
	Not barred
	

	  - Access Class Barred13
	Not barred
	

	  - Access Class Barred14
	Not barred
	

	  - Access Class Barred15
	Not barred
	

	- Domain Specific Access Restriction Parameters For PLMN Of MIB
	Not present
	REL-6

	- Domain Specific Access Restriction For Shared Network
	Not present
	REL-6

	- CSG Identity
	Not present
	REL-8

	- CSG PSC Split Information
	Not present
	REL-8


<END OF MODIFIED SECTION>
<BEGIN OF MODIFIED SECTION>
8.3.2.8
EFUST (USIM Service Table)

Services will be allocated and activated as follows.

	Services
	
	Activated
	Version

	Service n°1 :
	Local Phone Book
	Option
	

	Service n°2 :
	Fixed Dialling Numbers (FDN)
	Option
	

	Service n°3 :
	Extension 2
	Option
	

	Service n°4 :
	Service Dialling Numbers (SDN)
	Option
	

	Service n°5 :
	Extension3
	Option
	

	Service n°6 :
	Barred Dialling Numbers (BDN) 
	Option
	

	Service n°7 :
	Extension4
	Option
	

	Service n°8 :
	Outgoing Call Information (OCI and OCT)
	Option
	

	Service n°9 :
	Incoming Call Information (ICI and ICT)
	Option
	

	Service n°10:
	Short Message Storage (SMS)
	Yes
	

	Service n°11:
	Short Message Status Reports (SMSR)
	Option
	

	Service n°12:
	Short Message Service Parameters (SMSP)
	Yes
	

	Service n°13:
	Advice of Charge (AoC)
	Yes
	

	Service n°14:
	Capability Configuration Parameters (CCP)
	Yes
	

	Service n°15:
	Cell Broadcast Message Identifier 
	Yes
	

	Service n°16:
	Cell Broadcast Message Identifier Ranges 
	Yes
	

	Service n°17:
	Group Identifier Level 1
	Option
	

	Service n°18:
	Group Identifier Level 2
	Option
	

	Service n°19:
	Service Provider Name
	Option
	

	Service n°20:
	User controlled PLMN selector with Access Technology
	Yes
	

	Service n°21:
	MSISDN
	Option
	

	Service n°22:
	Image (IMG)
	Option
	

	Service n°23:
	Not used (reserved for SoLSA)
	No
	

	Service n°24:
	Enhanced Multi‑Level Precedence and Pre‑emption Service
	Option
	

	Service n°25:
	Automatic Answer for Emlpp
	Option
	

	Service n°26:
	RFU
	No
	

	Service n°27:
	GSM Access
	Yes
	

	Service n°28:
	Data download via SMS-PP
	Option
	

	Service n°29:
	Data download via SMS‑CB
	Option
	

	Service n°30:
	Call Control by USIM
	Option
	

	Service n°31:
	MO-SMS Control by USIM
	Option
	

	Service n°32:
	RUN AT COMMAND command
	Option
	

	Service n°33:
	Packet Switched Domain
	Yes
	

	Service n°34:
	Enabled Services Table
	Yes
	

	Service n°35:
	APN Control List (ACL)
	Option
	

	Service n°36:
	Depersonalization Control Keys
	Option
	

	Service n°37:
	Co-operative Network List
	Option
	

	Service n°38:
	GSM security context 
	Yes
	

	Service n°39:
	CPBCCH Information 
	Yes
	

	Service n°40:
	Investigation Scan 
	Yes
	

	Service n°41:
	MExE 
	Option
	

	Service n°42
	Operator controlled PLMN selector with Access Technology
	Yes
	

	Service n°43
	HPLMN selector with Access Technology
	Yes
	

	Service n°44
	Extension 5
	Option
	

	Service n°45
	PLMN Network Name
	Option
	

	Service n°46
	Operator PLMN List
	Option
	

	Service n°47
	Mailbox Dialling Numbers
	Option
	

	Service n°48
	Message Waiting Indication Status
	Option
	

	Service n°49
	Call Forwarding Indication Status
	Option
	

	Service n°50
	Reserved and shall be ignored
	Option
	

	Service n°51
	Service Provider Display Information
	Option
	

	Service n°52
	Multimedia Messaging Service (MMS)
	Option
	

	Service n°53
	Extension 8
	Option
	

	Service n°54
	Call control on GPRS by USIM
	Option
	

	Service n°55
	MMS User Connectivity Parameters
	Option
	

	Service n°56
	Network's indication of alerting in the MS (NIA)
	Option
	

	Service n°57
	VGCS Group Identifier List (EFVGCS and EFVGCSS)
	YES
	

	Service n°58
	VBS Group Identifier List (EFVBS and EFVBSS)
	YES
	

	Service n°59
	Pseudonym
	Option
	REL-6 and later

	Service n°60
	User Controlled PLMN selector for WLAN access
	Option
	REL-6 and later

	Service n°61
	Operator Controlled PLMN selector for WLAN access
	Option
	REL-6 and later

	Service n°62
	User controlled WSID list
	Option
	REL-6 and later

	Service n°63
	Operator controlled WSID list
	Option
	REL-6 and later

	Service n°64
	VGCS security
	YES
	REL-6 and later

	Service n°65
	VBS security
	YES
	REL-6 and later

	Service n°66
	WLAN Reauthentication Identity
	Option
	REL-6 and later

	Service n°67
	Multimedia Messages Storage
	Option
	REL-6 and later

	Service n°68
	Generic Bootstrapping Architecture (GBA)
	Option
	REL-6 and later

	Service n°69
	MBMS security
	Option
	REL-6 and later

	Service n°70
	Data download via USSD and USSD application mode
	Option
	REL-6 and later

	Service n°71
	Equivalent HPLMN
	Option
	REL-6 and later

	Service n°72
	Additional TERMINAL PROFILE after UICC activation
	Option
	REL-6 and later

	Service n°73
	Equivalent HPLMN Presentation Indication
	Option
	REL-6 and later

	Service n°74
	Last RPLMN Selection Indication
	Yes
	REL-7 and later

	Service n°76
	GBA-based Local Key Establishment Mechanism
	Option
	REL-7 and later

	Service n°78
	Service Provider Name Icon
	Option
	REL-8 and later

	Service n°79
	PLMN Network Name Icon
	Option
	REL-8 and later

	Service n°80
	Connectivity Parameters for USIM IP connections
	Option
	REL-8 and later

	Service n°85
	EPS Mobility Management Information
	Option
	REL-8 and later

	Service n°86
	Allowed CSG Lists and corresponding indications
	Option
	REL-8 and later

	Service n°87
	Call control on EPS PDN connection by USIM
	No
	REL-8 and later

	Service nº90
	Operator CSG Lists and corresponding indications
	Option
	REL-8 and later


<END OF MODIFIED SECTION>
<BEGIN OF MODIFIED SECTION>
8.3.3.3
Contents of files at the DF GSM-ACCESS level (Files required for GSM Access)

8.3.3.3.1
EFKc (GSM Ciphering key Kc)

File size:
9 Bytes

Default values (HEX):
Bytes 1 to 8:
Align with Kc used by SS


Byte 9:
07

Byte 9 is set to 07 to indicate that there is no key available at the start of a test.

The bytes within this elementary file may be updated by the UE as a result of a successful authentication attempt.

8.3.3.3.2
EFKcGPRS (GPRS Ciphering key KcGPRS)

The programming of this EF follows default parameter written in 3GPP TS 31.102 [23], annex E.

8.3.3.3.3
Void

8.3.3.3.4
EFCPBCCH (CPBCCH Information)

The programming of this EF follows default parameter written in 3GPP TS 31.102 [23], annex E.

8.3.3.3.5
EFInvScan (Investigation Scan)

The programming of this EF follows default parameter.
8.3.3.x
Contents of files at the DF HNB level
8.3.3.x.1
EFACSGL (Allowed CSG Lists)
The programming of this EF is a test house option.
8.3.3.x.2
EFCSGT (CSG Type)
The programming of this EF is a test house option.
8.3.3.x.3
EFHNBN (Home (e)NodeB Name)
The programming of this EF is a test house option.
8.3.3.x.4
EFOCSGL (Operator CSG Lists)
The programming of this EF is a test house option.
8.3.3.x.5
EFOCSGT (Operator CSG Type)
The programming of this EF is a test house option.
8.3.3.x.6
EFOHNBN (Operator HomeNodeB Name)
The programming of this EF is a test house option.
<END OF MODIFIED SECTION>
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