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------------------------------------------------ Start of change ---------------------------------------------------------------

4
Recommended test case applicability

/*ommit*/
Table 1: Applicability of tests
	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	
	IDLE MODE
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Manual mode
	R99
	C01
	UEs supporting FDD
	

	
	
	
	C02
	UEs supporting TDD
	

	/*ommit*/
	
	
	
	
	

	8.2.1.3
	RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Failure (Unsupported configuration)
	R99
	C01
	UEs supporting FDD.
	

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option
	

	8.2.1.4
	RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Failure (Physical channel Failure and successful reversion to old configuration)
	R99
	C01d
	UEs supporting FDD.
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option
	

	8.2.1.4a
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (start of MIMO operation for 1.28Mcps TDD only)
	Rel-8
	Cxx1
	UEs supporting  1.28Mcps TDD and HS-PDSCH and TDD HS-DSCH category 25 or TDD HS-DSCH category 26 or TDD HS-DSCH category 27 or TDD HS-DSCH category 28 or TDD HS-DSCH category 29 or TDD HS-DSCH category 30
	1 Execution: PS

	8.2.1.5
	Void
	
	
	
	

	8.2.1.6
	Void
	
	
	
	

	/*ommit*/
	
	
	
	
	

	
	Combinations on HS-PDSCH and E-PUCH
	
	
	
	

	18.1.6.1
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
	Rel-7
	C631
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
	1 Execution: PS

	18.1.6.1a
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH/ UL 16QAM
	Rel-7
	C637
	UEs supporting  1.28Mcps TDD and HS-PDSCH and E-PUCH and UL 16QAM and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
	1 Execution: PS

	18.1.6.1b
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (MIMO)
	Rel-8
	Cxx1
	UEs supporting  1.28Mcps TDD and HS-PDSCH and TDD HS-DSCH category 25 or TDD HS-DSCH category 26 or TDD HS-DSCH category 27 and Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.1c
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (64QAM+MIMO)
	Rel-8
	Cxx2
	UEs supporting  1.28Mcps TDD and HS-PDSCH and (TDD HS-DSCH category 28 or TDD HS-DSCH category 29 or TDD HS-DSCH category 30) and Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	1 Execution: PS

	18.1.6.2
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	Rel-7
	C632
	UEs supporting  1.28Mcps TDD and HS-PDSCH and E-PUCH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	1 Execution: PS


------------------------------------------------ 2nd of change ---------------------------------------------------------------

Table 1a: Applicability of tests Conditions

	C01
IF A.1/1 THEN R ELSE N/A

	C02
IF A.1/2 OR A.1/3 OR A.1/8 THEN R ELSE N/A

	C03
IF A.1/3 THEN R ELSE N/A

	C04
IF A.1/1 AND A.2/2 THEN R ELSE N/A

	/*ommit*/

	C725
IF A.1/3 AND A.18b/14 AND A.18k/19 THEN R ELSE N/A

	C726
IF A.1/3 AND A.16/12 THEN R ELSE N/A

	Cxx1
IF A.1/3 AND A.18b/10 AND A.18k/1 AND (A.18b.1a /10 OR  A.18b.1a /11  OR A.18b.1a /12)THEN R ELSE N/A

	Cxx2
IF A.1/3 AND A.18b/10 AND A.18k/1 AND (A.18b.1a /13 OR  A.18b.1a /14  OR A.18b.1a /15)THEN R ELSE N/A

	NOTE:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]


------------------------------------------------ End of change ---------------------------------------------------------------
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