Page 1



3GPP TSG-RAN WG5 Meeting #50 
(
R5-110872
Taipei, 21-25 Feb 2011
	CR-Form-v9.7

	CHANGE REQUEST

	

	(

	34.123-1
	CR
	2947
	(

rev
	-
	(

Current version:
	9.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Addition of a New TC for Intra-frequency inbound handover to UMTS hybrid cell

	
	

	Source to WG:
(

	Huawei

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	EHNB-UTRA_FDD_UEConTest
	
	Date: (

	20/1/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	New requirements are added in the related core specification for HNB in Rel-9. The new procedure of Intra-frequency inbound handover to UMTS hybrid cell is introduced. The new testcase should be added.

	
	

	Summary of change:
(

	Add new test case of Intra-frequency inbound handover to UMTS hybrid cell.
1） Added a new test purpose.

2） Changed the PSC of Cell 2 and made some small correction.

3） Changed the Initial conditions according to 8.3.12.5.
4） Changed reference of the Test Procedure, Expected sequence, message content and Test requirement to 8.3.12.5.



	
	

	Consequences if 
(

not approved:
	Lack of Intra-frequency inbound handover to UMTS hybrid cell.

	
	

	Clauses affected:
(

	8.3.12.8

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	X
	
	 Test specifications
	34.123-2

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	1st Revision R5-110457r1
2nd Revision: R5-110820r1 email agreed with Final Tdoc R5-110872


<BEGIN OF MODIFIED SECTION>
8.3.12.8
Intra-frequency Inbound Handover to UMTS Hybrid Cell
8.3.12.8.1
Definition
Test to verify that the UE can report the CSG ID, Cell Identity and CSG membership indication of the intra-frequency hybrid cell.

8.3.12.8.2
Conformance requirement

1. Intra-frequency measurements for CSG/Hybrid cells
For each cell reported in the IE "Cell measured results" of an intra-frequency Measurement Report, which is also included in the IE "Intra-frequency SI Acquisition" associated with the measurement:

1>
if the UE managed to acquire the valid system information of the concerned cell: 

2>
include the following IEs in the IE "Cell measured results":
3>
"Cell Identity" IE.

3>
if the concerned cell broadcasts a CSG identity:

4>
"CSG Identity" IE.

4>
"CSG Member indication" IE and set it to "member" if CSG identity of the concerned cell is present in UE’s CSG whitelist.

2. CSG/Hybrid Cell Intra-frequency Measurement Procedure
1)
The SRNC configures the UE with a measurement having "CSG Proximity detection" as measurement type.
2)
The UE sends an "entering" CSG proximity indication when it determines it may be near a cell, (based on UE implementation) whose CSG ID is in the UE’s CSG whitelist. 
3)
If a measurement configuration for CSG/hybrid cells is not present, the SRNC configures the UE with relevant measurement configuration which includes the PSCs that the UE must measure and the PSCs for which SI acquisition should be performed. The network may use the CSG proximity indication for intra-frequency case to minimize the time during which measurements for CSG/hybrid cells are configured.

4)
The UE sends a measurement report including the measured PSC, Cell Identity, CSG ID and CSG membership indication of the target HNB to the SRNC (e.g., due to a triggered intra-frequency event 1d). The UE can acquire MIB and SIB3/SIB4 of intra-frequency target HNB cells in parallel with reception of the serving cell transmissions in CELL_DCH. No measurement gaps are required for reading MIB and SIB3/SIB4.
5)
SRNC can then proceeds with the handover processing as described in [6].

After sending an "entering" CSG proximity indication (step 2), if the UE determines that it is no longer near any cell (on the reported proximate RAT and frequency) whose CSG ID is in the UE’s CSG whitelist, the UE sends a “leaving” CSG proximity indication to the SRNC. Upon reception of this indication, the SRNC may reconfigure the UE to stop measurements configured.
The PSC confusion is resolved by steps 3 and 4. The SRNC can request SI acquisition and reporting for any PSC, not limited to PSCs of CSG or hybrid cells.
Reference

1. TS 25.331  clause 14.7a.1
2. TS 25.367 clause 8.1.1
8.3.12.8.3
Test purpose

1.
To confirm that the UE considers CSG Set as the monitored set for measurement and measurement reporting procedures of intra-frequency CSG cells.
2.
To verify that the member UE could report the Cell Identity, CSG ID and CSG membership indication of the intra-frequency hybrid cell and handover to it.

8.3.12.8.4
Method of test

Initial conditions
1. There exist 2 cells: Cell 1 and 2 are active.
Cell 1 is a macro cell.
Cell 2 is a hybrid cell with the CSG ID of CSG 2. “CSG PSC Split Information” is also included in SIB3 with “Start PSC” set to 144 and “Number of PSCs” set to 10.
The Primary Scrambling Code of Cell 2 is 150.
The SIB3_REP of cell 2 SIB3 scheduling is 64.
2. UE: CS-DCCH+DTCH_DCH (State 6-9) or PS-DCCH+DTCH_DCH (State 6-10) in cell 1 as specified in clause 7.4 of TS 34.108, depending on the CN domain supported by the UE.
The UE’s Allowed CSG List and the Operator CSG List contain CSG2.
Related ICS/IXIT statement(s)
-
UE supports FDD and CSG.
-
UE supports the capability “Support of intra-frequency SI acquisition for HO”.
Test Procedure
Same test procedure as in clause 8.3.12.5.

Expected sequence
Same expected sequence as in clause 8.3.12.5.
Specific Message Contents
Same specific message content as in clause 8.3.12.5.

8.3.12.7.5
Test Requirements 
Same test requirement as in clause 8.3.12.5.
<END OF MODIFIED SECTION>
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