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5.3.7.2
Initiation

The UE shall only initiate the procedure when AS security has been activated. The UE initiates the procedure when one of the following conditions is met:

1>
upon detecting radio link failure, in accordance with 5.3.11; or

1>
upon handover failure, in accordance with 5.3.5.6; or

1>
upon mobility from E-UTRA failure, in accordance with 5.4.3.5; or

1>
upon integrity check failure indication from lower layers; or

1>
upon an RRC connection reconfiguration failure, in accordance with 5.3.5.5;

Upon initiation of the procedure, the UE shall:

1>
stop timer T310, if running;

1>
start timer T311;

1> suspend all RBs except SRB0;

1>
reset MAC;

1>
release the SCell(s), if configured, in accordance with 5.3.10.3a;

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
release reportProximityConfig and clear any associated proximity status reporting timer;
1>
release measSubframePattern-Serv, if configured;
1>
if connected as an RN and configured with an RN subframe configuration:

2>
release the RN subframe configuration;

1>
perform cell selection in accordance with the cell selection process as specified in TS 36.304 [4];

 […..]

5.3.10.0
General

The UE shall:

1>
if the received radioResourceConfigDedicated includes the srb-ToAddModList:

2>
perform the SRB addition or reconfiguration as specified in 5.3.10.1;

1>
if the received radioResourceConfigDedicated includes the drb-ToReleaseList:

2>
perform DRB release as specified in 5.3.10.2;

1>
if the received radioResourceConfigDedicated includes the drb-ToAddModList:

2>
perform DRB addition or reconfiguration as specified in 5.3.10.3;

1>
if the received radioResourceConfigDedicated includes the mac-MainConfig:

2>
perform MAC main reconfiguration as specified in 5.3.10.4;

1>
if the received radioResourceConfigDedicated includes sps-Config:

2>
perform SPS reconfiguration according to 5.3.10.5;

1>
if the received radioResourceConfigDedicated includes the physicalConfigDedicated:

2>
reconfigure the physical channel configuration as specified in 5.3.10. 6.

1>
if the received radioResourceConfigDedicated includes the rlf-TimersAndConstants:

2>
reconfigure the values of timers and constants as specified in 5.3.10.7;
1>
if the received radioResourceConfigDedicated includes the measSubframePattern-Serv:
2>
reconfigure the time domain measurement resource restriction for the serving cell as specified in 5.3.10.x;
[…..]

5.3.10.x
Time domain measurement resource restriction

The UE shall:
1>
if the received measSubframePattern-Serv is set to ‘release’:
2>
release the time domain measurement resource restriction for the serving cell, if previously configured
1>
else:
2>
apply the time domain measurement resource restriction for the serving cell in accordance with the received MeasSubframePattern;
[…..]
5.5.2.5
Measurement object addition/ modification

The UE shall:

1>
for each measObjectId included in the received measObjectToAddModList:

2>
if an entry with the matching measObjectId exists in the measObjectList within the VarMeasConfig, for this entry:

3>
replace the entry with the value received for this measObject, except for the fields cellsToAddModList, blackCellsToAddModList, cellsToRemoveList, blackCellsToRemoveList and measSubframePatternConfig-Neigh:

3>
if the received measObject includes the cellsToRemoveList:

4>
for each cellIndex included in the cellsToRemoveList:

5>
remove the entry with the matching cellIndex from the cellsToAddModList;

3>
if the received measObject includes the cellsToAddModList:

4>
for each cellIndex value included in the cellsToAddModList:

5> if an entry with the matching cellIndex exists in the cellsToAddModList:

6>
replace the entry with the value received for this cellIndex;

5> else:

6>
add a new entry for the received cellIndex to the cellsToAddModList;

3>
if the received measObject includes the blackCellsToRemoveList:

4>
for each cellIndex included in the blackCellsToRemoveList:

5>
remove the entry with the matching cellIndex from the blackCellsToAddModList;

3>
if the received measObject includes the blackCellsToAddModList:

4>
for each cellIndex included in the blackCellsToAddModList:

5> if an entry with the matching cellIndex is included in the blackCellsToAddModList:

6>
replace the entry with the value received for this cellIndex;

5> else:

6> add a new entry for the received cellIndex to the blackCellsToAddModList;
3>
if the received measObject includes measSubframePatternConfig-Neig and is set to ‘release’:

4>
release the time domain measurement resource restriction for neighbour cells, if previously configured;

4>
remove the measSubframeCellList;
3>
else if the received measObject includes measSubframePatternConfig-Neig and is set to ‘setup’:

4>
apply the time domain measurement resource restriction for neighbour cells in accordance with the received MeasSubframePattern;
3>
for each measId associated with this measObjectId in the measIdList within the VarMeasConfig, if any:

4>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

4>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;

2>
else:

3>
add a new entry for the received measObject to the measObjectList within VarMeasConfig;

[…..]
6.3.2
Radio resource control information elements

[…..]

–
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to modify the MAC main configuration, to modify the SPS configuration and to modify dedicated physical configuration.

RadioResourceConfigDedicated information element
-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModList




SRB-ToAddModList


OPTIONAL, 

-- Cond HO-Conn


drb-ToAddModList




DRB-ToAddModList


OPTIONAL, 

-- Cond HO-toEUTRA


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL, 

-- Need ON


mac-MainConfig





CHOICE {




explicitValue




MAC-MainConfig,




defaultValue




NULL


}

OPTIONAL,















-- Cond HO-toEUTRA2


sps-Config






SPS-Config 




OPTIONAL,

-- Need ON


physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Need ON


...,


[[
rlf-TimersAndConstants-r9


RLF-TimersAndConstants-r9

OPTIONAL
-- Need ON


]]

[[
measSubframePattern-Serv-r10
CHOICE {




release






NULL,




setup






MeasSubframePattern-r10


}

OPTIONAL 





-- Need ON

]]
}

RadioResourceConfigDedicatedSCell-r10 ::=
SEQUENCE {


-- UE specific configuration extensions applicable for an SCell


physicalConfigDedicated


PhysicalConfigDedicatedSCell-r10
OPTIONAL,
-- Need ON

...

}

SRB-ToAddModList ::=



SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod

SRB-ToAddMod ::=
SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Config






CHOICE {



explicitValue





RLC-Config,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


logicalChannelConfig



CHOICE {



explicitValue





LogicalChannelConfig,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


...

}

DRB-ToAddModList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod
DRB-ToAddMod ::=
SEQUENCE {


eps-BearerIdentity




INTEGER (0..15)


OPTIONAL,

-- Cond DRB-Setup


drb-Identity





DRB-Identity,


pdcp-Config






PDCP-Config



OPTIONAL,

-- Cond PDCP


rlc-Config






RLC-Config



OPTIONAL,

-- Cond Setup


logicalChannelIdentity



INTEGER (3..10)


OPTIONAL,

-- Cond DRB-Setup


logicalChannelConfig



LogicalChannelConfig
OPTIONAL,

-- Cond Setup


...

}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-Identity
-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	srb-Identity

Value 1 is applicable for SRB1 only.

Value 2 is applicable for SRB2 only.

	rlc-Config

For SRBs a choice is used to indicate whether the RLC configuration is signalled explicitly or set to the values defined in the default RLC configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2. RLC AM is the only applicable RLC mode for SRB1 and SRB2. E-UTRAN does not reconfigure the RLC mode of DRBs except when a full configuration option is used, and may reconfigure the UM RLC SN field size only upon handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment.

	mac-MainConfig

Although the ASN.1 includes a choice that is used to indicate whether the mac-MainConfig is signalled explictly or set to the default MAC main configuration as specified in 9.2.2, EUTRAN does not apply "defaultValue".

	sps-Config

The default SPS configuration is specified in 9.2.3.

	physicalConfigDedicated

The default dedicated physical configuration is specified in 9.2.4.

	logicalChannelConfig

For SRBs a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the default logical channel configuration for SRB1 as specified in 9.2.1.1 or for SRB2 as specified in 9.2.1.2.

	logicalChannelIdentity

The logical channel identity for both UL and DL.

	measSubframePattern-Serv
Time domain resource restriction pattern for the serving cell measurements (RSRP, RSRQ and the radio link monitoring),


	Conditional presence
	Explanation

	DRB-Setup
	The field is mandatory present if the corresponding DRB is being set up; otherwise it is not present.

	PDCP
	The field is mandatory present if the corresponding DRB is being setup; the field is optionally present, need ON, upon handover within E-UTRA and upon the first reconfiguration after re-establishment but in both these cases only when fullConfig is not included in the RRCConnectionReconfiguration message; otherwise it is not present.

	Setup
	The field is mandatory present if the corresponding SRB/DRB is being setup; otherwise the field is optionally present, need ON.

	HO-Conn
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message or in case of RRC connection establishment; otherwise the field is optionally present, need ON. Upon connection establishment/ re-establishment only SRB1 is applicable.

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message; In case of RRC connection establishment and RRC connection re-establishment the field is not present; otherwise the field is optionally present, need ON.

	HO-toEUTRA2
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message; otherwise the field is optionally present, need ON.


[…..]
6.3.5
Measurement information elements

[…..]

–
MeasObjectEUTRA
The IE MeasObjectEUTRA specifies information applicable for intra-frequency or inter-frequency E‑UTRA cells.

MeasObjectEUTRA information element
-- ASN1START

MeasObjectEUTRA ::=




SEQUENCE {


carrierFreq






ARFCN-ValueEUTRA,


allowedMeasBandwidth



AllowedMeasBandwidth,


presenceAntennaPort1



PresenceAntennaPort1,


neighCellConfig





NeighCellConfig,


offsetFreq






Q-OffsetRange



DEFAULT dB0,


-- Cell list


cellsToRemoveList




CellIndexList



OPTIONAL,

-- Need ON


cellsToAddModList




CellsToAddModList


OPTIONAL,

-- Need ON


-- Black list


blackCellsToRemoveList



CellIndexList



OPTIONAL,

-- Need ON


blackCellsToAddModList



BlackCellsToAddModList

OPTIONAL,

-- Need ON


cellForWhichToReportCGI



PhysCellId




OPTIONAL, 

-- Need ON

...

[[
measSubframePatternConfig-Neigh-r10

CHOICE {



release








NULL,




setup








SEQUENCE




measSubframePattern-Neigh-r10


MeasSubframePattern-r10,





measSubframeCellList-r10



MeasSubframeCellList-r10
OPTIONAL
-- Need OP


}

OPTIONAL






-- Need ON

]]
}

CellsToAddModList ::=



SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddMod

CellsToAddMod ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),


physCellId






PhysCellId,


cellIndividualOffset



Q-OffsetRange

}

BlackCellsToAddModList ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF BlackCellsToAddMod

BlackCellsToAddMod ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),


physCellIdRange





PhysCellIdRange

}

MeasSubframeCellList-r10 ::=
SEQUENCE (SIZE(1..maxCellMeas)) OF PhysCellIdRange
-- ASN1STOP

	MeasObjectEUTRA field descriptions

	carrierFreq

Identifies E‑UTRA carrier frequency for which this configuration is valid.

	offsetFreq

Offset value applicable to the carrier frequency. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	cellsToRemoveList

List of cells to remove from the cell list.

	cellsToAddModList

List of cells to add/ modify in the cell list.

	cellIndex

Entry index in the cell list. An entry may concern a range of cells, in which case this value applies to the entire range.

	physCellId

Physical cell identity of a cell in the cell list.

	cellIndividualOffset

Cell individual offset applicable to a specific cell. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	blackCellsToRemoveList

List of cells to remove from the black list of cells.

	blackCellsToAddMoList

List of cells to add/ modify in the black list of cells.

	physCellIdRange

Physical cell identity or a range of physical cell identities of cells.

	measSubframePattern-Neigh
Time domain resource restriction pattern applicable to neighbour cell RSRP and RSRQ measurements on the carrier frequency indicated by carrierFreq, It is applicable only for intra-frequency measurement (FFS for inter-frequency measurement).

	measSubframeCellList
List of cells for which measSubframePattern-Neigh is applied. If not included the UE applies time domain measurement resource restriction for all neighbour cells. 


[…..]

6.3.6
Other information elements

[…..]

–
MeasSubframePattern
The IE MeasSubframePattern is used to specify time domain measurement resource restriction. The first/leftmost bit corresponds to the  subframe #0 of the radio frame satisfying SFN mod x = 0, where x is the size of the bit string devided by 10.  “1” denotes that the corresponding subframe is used for measurement.
MeasSubframePattern information element
-- ASN1START

MeasSubframePattern-r10 ::= CHOICE {


subframePatternFDD-r10



BIT STRING (SIZE(40)),


subframePatternTDD-r10



CHOICE {



subframeConfig1-5-r10




BIT STRING (SIZE(20)),



subframeConfig0-r10





BIT STRING (SIZE(70)),



subframeConfig6-r10





BIT STRING (SIZE(60))


}

}
-- ASN1STOP
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