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**** first modified subclause ****
6.2.2
Message definitions

–
CounterCheck
The CounterCheck message is used by the E-UTRAN to indicate the current COUNT MSB values associated to each DRB and to request the UE to compare these to its COUNT MSB values and to report the comparison results to E-UTRAN.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

CounterCheck message
-- ASN1START

CounterCheck ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




counterCheck-r8





CounterCheck-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

CounterCheck-r8-IEs ::=
SEQUENCE {


drb-CountMSB-InfoList



DRB-CountMSB-InfoList,


nonCriticalExtension



CounterCheck-v8a0-IEs






OPTIONAL

}

CounterCheck-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,
-- Need OP


nonCriticalExtension



SEQUENCE {}






OPTIONAL
-- Need OP

}

DRB-CountMSB-InfoList ::=

SEQUENCE (SIZE (1..maxDRB)) OF DRB-CountMSB-Info

DRB-CountMSB-Info ::=
SEQUENCE {


drb-Identity




DRB-Identity,


countMSB-Uplink




INTEGER(0..33554431),


countMSB-Downlink



INTEGER(0..33554431)

}

-- ASN1STOP

	CounterCheck field descriptions

	


	count-MSB-Downlink
Indicates the value of 25 MSBs from downlink COUNT associated to this DRB.

	count-MSB-Uplink
Indicates the value of 25 MSBs from uplink COUNT associated to this DRB.

	drb-CountMSB-InfoList

Indicates the MSBs of the COUNT values of the DRBs.


–
CounterCheckResponse
The CounterCheckResponse message is used by the UE to respond to a CounterCheck message.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

CounterCheckResponse message
-- ASN1START

CounterCheckResponse ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



counterCheckResponse-r8



CounterCheckResponse-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

CounterCheckResponse-r8-IEs ::=
SEQUENCE {


drb-CountInfoList




DRB-CountInfoList,


nonCriticalExtension



CounterCheckResponse-v8a0-IEs






OPTIONAL

}

CounterCheckResponse-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

DRB-CountInfoList ::=


SEQUENCE (SIZE (0..maxDRB)) OF DRB-CountInfo

DRB-CountInfo ::=
SEQUENCE {


drb-Identity




DRB-Identity,


count-Uplink




INTEGER(0..4294967295),

count-Downlink




INTEGER(0..4294967295)

}

-- ASN1STOP
	CounterCheckResponse field descriptions

	


	count-Downlink
Indicates the value of downlink COUNT associated to this DRB.

	count-Uplink
Indicates the value of uplink COUNT associated to this DRB

	drb-CountInfoList

Indicates the COUNT values of the DRBs.


**** next modified subclause ****

6.3.1
System information blocks
–
SystemInformationBlockType6

The IE SystemInformationBlockType6 contains information relevant only for inter-RAT cell re-selection i.e. information about UTRA frequencies and UTRA neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency.

SystemInformationBlockType6 information element
-- ASN1START

SystemInformationBlockType6 ::=

SEQUENCE {


carrierFreqListUTRA-FDD



CarrierFreqListUTRA-FDD


OPTIONAL, 

-- Need OR


carrierFreqListUTRA-TDD



CarrierFreqListUTRA-TDD


OPTIONAL, 

-- Need OR


t-ReselectionUTRA




T-Reselection,


t-ReselectionUTRA-SF



SpeedStateScaleFactors


OPTIONAL,

-- Need OP

...,


lateNonCriticalExtension


OCTET STRING




OPTIONAL
-- Need OP

}

CarrierFreqListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF CarrierFreqUTRA-FDD 

CarrierFreqUTRA-FDD ::=



SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority


OPTIONAL, 

-- Need OP


threshX-High





ReselectionThreshold,


threshX-Low






ReselectionThreshold,


q-RxLevMin






INTEGER (-60..-13),


p-MaxUTRA






INTEGER (-50..33),


q-QualMin






INTEGER (-24..0),


...,


[[
threshX-Q-r9




SEQUENCE {




threshX-HighQ-r9



ReselectionThresholdQ-r9,




threshX-LowQ-r9




ReselectionThresholdQ-r9



}















OPTIONAL

-- Cond RSRQ


]]

}

CarrierFreqListUTRA-TDD ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF CarrierFreqUTRA-TDD 

CarrierFreqUTRA-TDD ::=



SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority


OPTIONAL, 

-- Need OP


threshX-High





ReselectionThreshold,


threshX-Low






ReselectionThreshold,


q-RxLevMin






INTEGER (-60..-13),


p-MaxUTRA






INTEGER (-50..33),


...

}

-- ASN1STOP

	SystemInformationBlockType6 field descriptions

	carrierFreqListUTRA-FDD

List of carrier frequencies of UTRA FDD.

	carrierFreqListUTRA-TDD
List of carrier frequencies of UTRA TDD.

	p-MaxUTRA

The maximum allowed transmission power on the (uplink) carrier frequency, see TS 25.304 [40]. In dBm

	q-QualMin

Parameter “Qqualmin” in TS 25.304 [40]. Actual value = IE value [dB].

	q-RxLevMin

Parameter “Qrxlevmin” in TS 25.304 [40]. Actual value = IE value * 2+1 [dBm].

	


	t-ReselectionUTRA

Parameter “TreselectionUTRAN” in TS 36.304 [4].

	t-ReselectionUTRA-SF

Parameter “Speed dependent ScalingFactor for TreselectionUTRA” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	threshX-High

Parameter “ThreshX, HighP” in TS 36.304 [4].

	threshX-HighQ

Parameter “ThreshX, HighQ” in TS 36.304 [4].

	threshX-Low

 Parameter “ThreshX, LowP” in TS 36.304 [4].

	threshX-LowQ

 Parameter “ThreshX, LowQ” in TS 36.304 [4].


	Conditional presence
	Explanation

	RSRQ
	The field is mandatory present if the threshServingLowQ is present in systemInformationBlockType3; otherwise it is not present.


**** next modified subclause ****

–
SystemInformationBlockType8

The IE SystemInformationBlockType8 contains information relevant only for inter-RAT cell re-selection i.e. information about CDMA2000 frequencies and CDMA2000 neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

SystemInformationBlockType8 information element
-- ASN1START

SystemInformationBlockType8 ::=

SEQUENCE {


systemTimeInfo





SystemTimeInfoCDMA2000



OPTIONAL,
-- Need OR


searchWindowSize




INTEGER (0..15)





OPTIONAL,
-- Need OR


parametersHRPD





SEQUENCE {



preRegistrationInfoHRPD



PreRegistrationInfoHRPD,



cellReselectionParametersHRPD

CellReselectionParametersCDMA2000
OPTIONAL -- Need OR


}

















OPTIONAL,
-- Need OR


parameters1XRTT





SEQUENCE {



csfb-RegistrationParam1XRTT


CSFB-RegistrationParam1XRTT

OPTIONAL,
-- Need OP



longCodeState1XRTT




BIT STRING (SIZE (42))


OPTIONAL,
-- Need OR



cellReselectionParameters1XRTT

CellReselectionParametersCDMA2000
OPTIONAL -- Need OR


}

















OPTIONAL,
-- Need OR


...,


lateNonCriticalExtension


OCTET STRING





OPTIONAL,
-- Need OP


[[
csfb-SupportForDualRxUEs-r9


BOOLEAN






OPTIONAL,
-- Need OR



cellReselectionParametersHRPD-v920
CellReselectionParametersCDMA2000-v920
OPTIONAL,
-- Cond NCL-HRPD



cellReselectionParameters1XRTT-v920
CellReselectionParametersCDMA2000-v920
OPTIONAL,
-- Cond NCL-1XRTT



csfb-RegistrationParam1XRTT-v920
CSFB-RegistrationParam1XRTT-v920 

OPTIONAL,
-- Cond REG-1XRTT



ac-BarringConfig1XRTT-r9


AC-BarringConfig1XRTT-r9

OPTIONAL 
-- Cond REG-1XRTT


]],


[[
csfb-DualRxTxSupport-r10


ENUMERATED {true}



OPTIONAL
-- Cond REG-1XRTT


]]

}

CellReselectionParametersCDMA2000 ::= SEQUENCE {


bandClassList





BandClassListCDMA2000,


neighCellList





NeighCellListCDMA2000,


t-ReselectionCDMA2000


T-Reselection,


t-ReselectionCDMA2000-SF


SpeedStateScaleFactors



OPTIONAL
-- Need OP

}

CellReselectionParametersCDMA2000-v920 ::= SEQUENCE {


neighCellList-v920





NeighCellListCDMA2000-v920

}

NeighCellListCDMA2000 ::=


SEQUENCE (SIZE (1..16)) OF NeighCellCDMA2000

NeighCellCDMA2000 ::=
SEQUENCE {


bandClass






BandclassCDMA2000,


neighCellsPerFreqList



NeighCellsPerBandclassListCDMA2000

}

NeighCellsPerBandclassListCDMA2000 ::= SEQUENCE (SIZE (1..16)) OF NeighCellsPerBandclassCDMA2000

NeighCellsPerBandclassCDMA2000 ::=
SEQUENCE {


arfcn







ARFCN-ValueCDMA2000,


physCellIdList





PhysCellIdListCDMA2000

}

NeighCellListCDMA2000-v920 ::=

SEQUENCE (SIZE (1..16)) OF NeighCellCDMA2000-v920

NeighCellCDMA2000-v920 ::=


SEQUENCE {


neighCellsPerFreqList-v920


NeighCellsPerBandclassListCDMA2000-v920

}

NeighCellsPerBandclassListCDMA2000-v920 ::= SEQUENCE (SIZE (1..16)) OF NeighCellsPerBandclassCDMA2000-v920

NeighCellsPerBandclassCDMA2000-v920 ::=
SEQUENCE {


physCellIdList-v920




PhysCellIdListCDMA2000-v920

}

PhysCellIdListCDMA2000 ::=


SEQUENCE (SIZE (1..16)) OF PhysCellIdCDMA2000

PhysCellIdListCDMA2000-v920 ::=

SEQUENCE (SIZE (0..24)) OF PhysCellIdCDMA2000

BandClassListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassInfoCDMA2000

BandClassInfoCDMA2000 ::=
SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority



OPTIONAL,
-- Need OP


threshX-High





INTEGER (0..63),


threshX-Low






INTEGER (0..63),


...

}

AC-BarringConfig1XRTT-r9 ::=

SEQUENCE {


ac-Barring0to9-r9




INTEGER (0..63),


ac-Barring10-r9





INTEGER (0..7),


ac-Barring11-r9





INTEGER (0..7),


ac-Barring12-r9





INTEGER (0..7),


ac-Barring13-r9





INTEGER (0..7),


ac-Barring14-r9





INTEGER (0..7),


ac-Barring15-r9





INTEGER (0..7),


ac-BarringMsg-r9




INTEGER (0..7),


ac-BarringReg-r9




INTEGER (0..7),


ac-BarringEmg-r9




INTEGER (0..7)

}

-- ASN1STOP

	SystemInformationBlockType8 field descriptions

	ac-BarringConfig1XRTT

Contains the access class barring parameters the UE uses to calculate the access class barring factor, see C.S0097 [53].

	ac-Barring0to9

Parameter used for calculating the access class barring factor for access overload classes 0 through 9. It is the parameter “PSIST” in C.S0004-A [34] for access overload classes 0 through 9.

	ac-BarringEmg

Parameter used for calculating the access class barring factor for emergency calls and emergency message transmissions for access overload classes 0 through 9. It is the parameter “PSIST_EMG” in C.S0004-A [34].

	


	ac-BarringMsg

Parameter used for modifying the access class barring factor for message transmissions. It is the parameter “MSG_PSIST” in C.S0004-A [34].

	ac-BarringN

Parameter used for calculating the access class barring factor for access overload class N (N = 10 to 15). It is the parameter “PSIST” in C.S0004-A [34] for access overload class N.

	ac-BarringReg

Parameter used for modifying the access class barring factor for autonomous registrations. It is the parameter “REG_PSIST” in C.S0004-A [34].

	


	bandClass
Identifies the Frequency Band in which the Carrier can be found. Details can be found in C.S0057-B [24, Table 1.5].

	bandClassList

List of CDMA2000 frequency bands.

	cellReselectionParameters1XRTT

Cell reselection parameters applicable only to CDMA2000 1xRTT system.

	cellReselectionParameters1XRTT-v920
Cell reselection parameters applicable for cell reselection to CDMA2000 1XRTT system. The field is not present if cellReselectionParameters1XRTT is not present; otherwise it is optionally present.

	cellReselectionParametersHRPD
Cell reselection parameters applicable for cell reselection to CDMA2000 HRPD system

	cellReselectionParametersHRPD-v920
Cell reselection parameters applicable for cell reselection to CDMA2000 HRPD system. The field is not present if cellReselectionParametersHRPD is not present; otherwise it is optionally present.

	csfb-DualRxTxSupport

Value TRUE indicates that the network supports dual Rx/Tx enhanced 1xCSFB, which enables UEs capable of dual Rx/Tx enhanced 1xCSFB to switch off their 1xRTT receiver/transmitter while camped in E-UTRAN [51].

	csfb-RegistrationParam1XRTT

Contains the parameters the UE will use to determine if it should perform a CDMA2000 1xRTT Registration/Re-Registration. This field is included if either CSFB or enhanced CS fallback to CDMA2000 1xRTT is supported.

	csfb-SupportForDualRxUEs

Value TRUE indicates that the network supports dual Rx CSFB [51].

	longCodeState1XRTT

The state of long code generation registers in CDMA2000 1XRTT system as defined in C.S0002-A [12, Section 1.3] at 
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ms, where t equals to the cdma-SystemTime. This field is required for SRVCC handover and enhanced CS fallback to CDMA2000 1xRTT operation. Otherwise this IE is not needed. This field is excluded when estimating changes in system information, i.e. changes of longCodeState1XRTT should neither result in system information change notifications nor in a modification of systemInfoValueTag in SIB1.

	neighCellList

List of CDMA2000 neighbouring cells. The total number of neighbouring cells in neighCellList for each RAT (1XRTT or HRPD) is limited to 32.

	neighCellList-v920

Extended List of CDMA2000 neighbouring cells. The combined total number of CDMA2000 neighbouring cells in both neighCellList and neighCellList-v920 is limited to 32 for HRPD and 40 for 1xRTT.

	neighCellsPerFreqList

List of carrier frequencies and neighbour cell ids in each frequency within a CDMA2000 Band, see C.S0002-A [12] or C.S0024-A [26].

	neighCellsPerFreqList-v920
Extended list of neighbour cell ids, in the same CDMA2000 Frequency Band as the corresponding instance in “NeighCellListCDMA2000”.

	parameters1XRTT

Parameters applicable for interworking with CDMA2000 1XRTT system.

	parametersHRPD
Parameters applicable only for interworking with CDMA2000 HRPD systems.

	physCellIdList

Identifies the list of CDMA2000 cell ids, see C.S0002-A [12] or C.S0024-A [26].

	physCellIdList-v920

Extended list of CDMA2000 cell ids, in the same CDMA2000 ARFCN as the corresponding instance in “NeighCellsPerBandclassCDMA2000”.

	preRegistrationInfoHRPD
The CDMA2000 HRPD Pre-Registration Information tells the UE if it should pre-register with the CDMA2000 HRPD network and identifies the Pre-registration zone to the UE.

	searchWindowSize
The search window size is a CDMA2000 parameter to be used to assist in searching for the neighbouring pilots. For values see C.S0005-A [25, Table 2.6.6.2.1-1] and C.S0024-A [26, Table 8.7.6.2-4]. This field is required for a UE with rx-ConfigHRPD= single and/ or rx-Config1XRTT= single to perform handover, cell re-selection, UE measurement based redirection and enhanced 1xRTT CS fallback from E-UTRAN to CDMA2000 according to this specification and TS 36.304 [4].

	systemTimeInfo

Information on CDMA2000 system time. This field is required for a UE with rx-ConfigHRPD= single and/ or rx-Config1XRTT= single to perform handover, cell re-selection, UE measurement based redirection and enhanced 1xRTT CS fallback from E-UTRAN to CDMA2000 according to this specification and TS 36.304 [4]. This field is excluded when estimating changes in system information, i.e. changes of systemTimeInfo should neither result in system information change notifications nor in a modification of systemInfoValueTag in SIB1.

	threshX-High

Parameter “ThreshX, HighP” in TS 36.304 [4]. This specifies the high threshold used in reselection towards this CDMA2000 band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 dB, as defined in C.S0005-A [25].

	threshX-Low

Parameter “ThreshX, LowP” in TS 36.304 [4]. This specifies the low threshold used in reselection towards this CDMA2000 band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 dB, as defined in C.S0005-A [25].

	t-ReselectionCDMA2000

Parameter “TreselectionCDMA_HRPD” or “TreselectionCDMA_1xRTT” in TS 36.304 [4].

	t-ReselectionCDMA2000-SF

Parameter “Speed dependent ScalingFactor for TreselectionCDMA-HRPD” or TreselectionCDMA-1xRTT” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].


	Conditional presence
	Explanation

	NCL-1XRTT
	The field is optional present, need OR, if cellReselectionParameters1xRTT is present; otherwise it is not present.

	NCL-HRPD
	The field is optional present, need OR, if cellReselectionParametersHRPD is present; otherwise it is not present.

	REG-1XRTT
	The field is optional present, need OR, if csfb-RegistrationParam1XRTT is present; otherwise it is not present.


**** next modified subclause ****

6.3.2
Radio resource control information elements
–
CQI-ReportConfig
The IE CQI-ReportConfig is used to specify the CQI reporting configuration.

CQI-ReportConfig information elements
-- ASN1START

CQI-ReportConfig ::=



SEQUENCE {


cqi-ReportModeAperiodic


CQI-ReportModeAperiodic
OPTIONAL,


-- Need OR


nomPDSCH-RS-EPRE-Offset



INTEGER (-1..6),


cqi-ReportPeriodic



CQI-ReportPeriodic
OPTIONAL



-- Need ON

}

CQI-ReportConfig-v920 ::=

SEQUENCE {


cqi-Mask-r9





ENUMERATED {setup}

OPTIONAL,

-- Cond cqi-Setup


pmi-RI-Report-r9



ENUMERATED {setup}

OPTIONAL

-- Cond PMIRI

}

CQI-ReportConfig-r10 ::=
SEQUENCE {


cqi-ReportAperiodic-r10



CQI-ReportAperiodic-r10


OPTIONAL,
-- Need ON


nomPDSCH-RS-EPRE-Offset


INTEGER (-1..6),


cqi-ReportPeriodic-r10



CQI-ReportPeriodic-r10


OPTIONAL,
-- Need ON


pmi-RI-Report-r9




ENUMERATED {setup}



OPTIONAL,
-- Cond PMIRI


csi-SubframePatternConfig-r10

CHOICE {



release






NULL,



setup






SEQUENCE {




csi-MeasSubframeSet1-r10


MeasSubframePattern-r10,




csi-MeasSubframeSet2-r10


MeasSubframePattern-r10



}


}
















OPTIONAL
-- Need ON

}

CQI-ReportConfigSCell-r10 ::=



SEQUENCE {


cqi-ReportModeAperiodic-r10


CQI-ReportModeAperiodic OPTIONAL,


-- Need OR


nomPDSCH-RS-EPRE-Offset-r10



INTEGER (-1..6),


cqi-ReportPeriodicSCell-r10


CQI-ReportPeriodic-r10


OPTIONAL,
-- Need ON


pmi-RI-Report-r10




ENUMERATED {setup}



OPTIONAL
-- Cond PMIRI

}

CQI-ReportPeriodic ::=

CHOICE {


release






NULL,


setup






SEQUENCE {



cqi-PUCCH-ResourceIndex



INTEGER (0..1185),



cqi-pmi-ConfigIndex




INTEGER (0..1023),



cqi-FormatIndicatorPeriodic


CHOICE {




widebandCQI






NULL,




subbandCQI






SEQUENCE {




k








INTEGER (1..4)




}



},



ri-ConfigIndex





INTEGER (0..1023) 
OPTIONAL, 



-- Need OR



simultaneousAckNackAndCQI


BOOLEAN


}

}

CQI-ReportPeriodic-r10 ::=

CHOICE {


release







NULL,


setup







SEQUENCE {



cqi-PUCCH-ResourceIndex-r10


INTEGER (0..1184),



cqi-PUCCH-ResourceIndexP1-r10

INTEGER (0..1184)



OPTIONAL,
-- Need OR



cqi-pmi-ConfigIndex



INTEGER (0..1023),



cqi-FormatIndicatorPeriodic-r10

CHOICE {




widebandCQI-r10





SEQUENCE {





csi-ReportMode-r10

ENUMERATED {submode1, submode2}

OPTIONAL
-- Need OR




},




subbandCQI-r10





SEQUENCE {





k







INTEGER (1..4),





periodicityFactor-r10



ENUMERATED {n2, n4}




}



},



ri-ConfigIndex




INTEGER (0..1023)

OPTIONAL,



-- Need OR



simultaneousAckNackAndCQI

BOOLEAN,



cqi-Mask-r9





ENUMERATED {setup}

OPTIONAL,



-- Need OR



csi-ConfigIndex-r10



CHOICE {




release






NULL,




setup






SEQUENCE {





cqi-pmi-ConfigIndex2-r10

INTEGER (0..1023),





ri-ConfigIndex2-r10



INTEGER (0..1023)

OPTIONAL

-- Need OR




}



}

OPTIONAL















-- Need ON


}

}

CQI-ReportAperiodic-r10
::=

CHOICE {


release







NULL,


setup







SEQUENCE {



cqi-ReportModeAperiodic-r10


ENUMERATED {












rm12, rm20, rm22, rm30, rm31,












spare3, spare2, spare1}, 



aperiodicCSI-Trigger-r10


SEQUENCE {





trigger1-r10




BIT STRING (SIZE (8)),




trigger2-r10




BIT STRING (SIZE (8))



}
















 OPTIONAL
-- Need OR


}

}

CQI-ReportModeAperiodic ::=



ENUMERATED {












rm12, rm20, rm22, rm30, rm31,












spare3, spare2, spare1

}

-- ASN1STOP

	CQI-ReportConfig field descriptions

	aperiodicCSI-Trigger

indicates for which serving cell(s) the aperiodic CSI report is triggered when one or more SCells are configured. trigger1 corresponds to the CSI request field 10 and trigger2 corresponds to the CSI request field 11, see TS 36.213 [23, table 7.2.1-1A]. The leftmost bit, bit 0 in the bit string corresponds to the cell with ServCellIndex=0 and bit 1 in the bit string corresponds to the cell with ServCellIndex=1 etc. Each bit has either value 0 (means no aperiodic CSI report is triggered) or value 1 (means the aperiodic CSI report is triggered). At most 5 bits can be set to value 1 in the bit string. One value apples for all serving cells (the associated functionality is common i.e. not performed independently for each cell).

	cqi-Mask

Limits CQI/PMI/PTI/RI reports to the on-duration period of the DRX cycle, see TS 36.321 [6]. One value apples for all serving cells (the associated functionality is common i.e. not performed independently for each cell).

	


	


	cqi-FormatIndicatorPeriodic

Parameter: PUCCH CQI Feedback Type, see TS 36.213 [23, table 7.2.2-1]. Depending on transmissionMode, reporting mode is implicitly given from the table.

	cqi-pmi-ConfigIndex

Parameter: CQI/PMI Periodicity and Offset Configuration Index ICQI/PMI, see TS 36.213 [23, tables 7.2.2-1A and 7.2.2-1C]. If subframe patterns for CSI (CQI/PMI/PTI/RI) reporting are configured (i.e. csi-SubframePatternConfig is configured), the parameter applies to the subframe pattern corresponding to csi-MeasSubframeSet1.

	cqi-pmi-ConfigIndex2

Parameter: CQI/PMI Periodicity and Offset Configuration Index ICQI/PMI, see TS 36.213 [23, tables 7.2.2-1A and 7.2.2-1C]. The parameter applies to the subframe pattern corresponding to csi-MeasSubframeSet2.

	cqi-PUCCH-ResourceIndex, cqi-PUCCH-ResourceIndexP1

Parameter 
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for antenna port P0 and for antenna port P1 respectively, see TS 36.213 [23, 7.2]. E-UTRAN does not apply value 1185.

	cqi-ReportModeAperiodic

Parameter: reporting mode. Value rm12 corresponds to Mode 1-2, rm20 corresponds to Mode 2-0, rm22 corresponds to Mode 2-2 etc. PUSCH reporting modes are described in TS 36.213 [23, 7.2.1].

	csi-ConfigIndex

E-UTRAN configures csi-ConfigIndex only for PCell and only if csi-SubframePatternConfig is configured.

	csi-ReportMode

Parameter: PUCCH_format1-1_CSI_reporting_mode, see TS 36.213 [23, 7.2.2].

	K

Parameter: K, see TS 36.213 [23, 7.2.2].

	nomPDSCH-RS-EPRE-Offset

Parameter: 
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 see TS 36.213 [23, 7.2.3]. Actual value = IE value * 2 [dB].

	periodicityFactor

Parameter: 
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, see TS 36.213 [23, 7.2.2].

	pmi-RI-Report

See TS 36.213 [23, 7.2]. The presence of this field means PMI/RI reporting is configured; otherwise the PMI/RI reporting is not configured. EUTRAN configures this field only when transmissionMode is set to tm8 or tm9.

	ri-ConfigIndex

Parameter: RI Config Index IRI, see TS 36.213 [23, 7.2.2-1B]. If subframe patterns for CSI (CQI/PMI/PTI/RI) reporting are configured (i.e. csi-SubframePatternConfig is configured), the parameter applies to the subframe pattern corresponding to csi-MeasSubframeSet1.

	ri-ConfigIndex2

Parameter: RI Config Index IRI, see TS 36.213 [23, 7.2.2-1B]. The parameter applies to the subframe pattern corresponding to csi-MeasSubframeSet2. E-UTRAN configures ri-ConfigIndex2 only if ri-ConfigIndex is configured.

	simultaneousAckNackAndCQI

Parameter: Simultaneous-AN-and-CQI. see TS 36.213 [23, 10.1] TRUE indicates that simultaneous transmission of ACK/NACK and CQI is allowed. For SCells this field is not applicable and the UE shall ignore the value.


	Conditional presence
	Explanation

	cqi-Setup
	The field is optional present, need OR, if the cqi-ReportPeriodic in the cqi-ReportConfig is set to setup. If the field cqi-ReportPeriodic is present and set to release, the field is not present and the UE shall delete any existing value for this field. Otherwise the field is not present and the UE takes no action i.e. continues to use the existing value, if previously configured.

	PMIRI
	The field is optional present, need OR, if cqi-ReportPeriodic is included and set to setup, or cqi-ReportModeAperiodic is included. If the field cqi-ReportPeriodic is present and set to release and cqi-ReportModeAperiodic is absent, the field is not present and the UE shall delete any existing value for this field. Otherwise the field is not present and the UE takes no action i.e. continues to use the existing value, if previously configured.


**** next modified subclause ****

–
LogicalChannelConfig
The IE LogicalChannelConfig is used to configure the logical channel parameters.

LogicalChannelConfig information element
-- ASN1START

LogicalChannelConfig ::=


SEQUENCE {


ul-SpecificParameters



SEQUENCE {



priority






INTEGER (1..16),



prioritisedBitRate




ENUMERATED {













kBps0, kBps8, kBps16, kBps32, kBps64, kBps128,













kBps256, infinity, kBps512-v1020, kBps1024-v1020,













kBps2048-v1020, spare5, spare4, spare3, spare2,













spare1},



bucketSizeDuration




ENUMERATED {













ms50, ms100, ms150, ms300, ms500, ms1000, spare2,













spare1},



logicalChannelGroup




INTEGER (0..3)


OPTIONAL


-- Need OR


}

OPTIONAL,
















-- Cond UL


...,


[[
logicalChannelSR-Mask-r9


ENUMERATED {setup}

OPTIONAL

-- Cond SRmask


]]

}

-- ASN1STOP

	LogicalChannelConfig field descriptions

	bucketSizeDuration

Bucket Size Duration for logical channel prioritization in TS 36.321 [6]. Value in milliseconds. Value ms50 corresponds to 50 ms, ms100 corresponds to 100 ms and so on.

	logicalChannelGroup

Mapping of logical channel to logical channel group for BSR reporting in TS 36.321 [6].

	logicalChannelSR-Mask

Controlling SR triggering on a logical channel basis when an uplink grant is configured. See TS 36.321 [6].

	prioritisedBitRate

Prioritized Bit Rate for logical channel prioritization in TS 36.321 [6]. Value in kilobytes/second. Value kBps0 corresponds to 0 kB/second, kBps8 corresponds to 8 kB/second, kBps16 corresponds to 16 kB/second and so on. Infinity is the only applicable value for SRB1 and SRB2

	priority

Logical channel priority in TS 36.321 [6]. Value is an integer.

	



	Conditional presence
	Explanation

	SRmask
	The field is optionally present if ul-SpecificParameters is present, need OR; otherwise it is not present.

	UL
	The field is mandatory present for UL logical channels; otherwise it is not present.


**** next modified subclause ****

–
PUCCH-Config
The IE PUCCH-ConfigCommon and IE PUCCH-ConfigDedicated are used to specify the common and the UE specific PUCCH configuration respectively.

PUCCH-Config information elements
-- ASN1START

PUCCH-ConfigCommon ::=



SEQUENCE {


deltaPUCCH-Shift




ENUMERATED {ds1, ds2, ds3},


nRB-CQI







INTEGER (0..98),


nCS-AN







INTEGER (0..7),


n1PUCCH-AN






INTEGER (0..2047)

}

PUCCH-ConfigDedicated ::=


SEQUENCE {


ackNackRepetition




CHOICE{



release







NULL,



setup







SEQUENCE {




repetitionFactor




ENUMERATED {n2, n4, n6, spare1},




n1PUCCH-AN-Rep





INTEGER (0..2047)



}


},


tdd-AckNackFeedbackMode



ENUMERATED {bundling, multiplexing}
OPTIONAL
-- Cond TDD

}

PUCCH-ConfigDedicated-v1020 ::=

SEQUENCE {


pucch-Format-r10




CHOICE {



format3-r10







SEQUENCE {




n3PUCCH-AN-List-r10
SEQUENCE (SIZE (1..4)) OF INTEGER (0..549)
OPTIONAL,
-- Need ON




twoAntennaPortActivatedPUCCH-Format3-r10

CHOICE {






release










NULL,





setup










SEQUENCE {






n3PUCCH-AN-ListP1-r10
SEQUENCE (SIZE (1..4)) OF INTEGER (0..549)





}




}















OPTIONAL
-- Need ON



},



channelSelection-r10



SEQUENCE {




n1PUCCH-AN-CS-r10




CHOICE {





release







NULL,





setup







SEQUENCE {






n1PUCCH-AN-CS-List-r10



SEQUENCE (SIZE (1..2)) OF N1PUCCH-AN-CS-r10





}




}















OPTIONAL
-- Need ON



}


}

















OPTIONAL,
-- Need OR


twoAntennaPortActivatedPUCCH-Format1a1b-r10

ENUMERATED {true}

OPTIONAL,
-- Need OR


simultaneousPUCCH-PUSCH-r10





ENUMERATED {true}

OPTIONAL,
-- Need OR


n1PUCCH-AN-RepP1-r10






INTEGER (0..2047)

OPTIONAL
-- Need OR

}

N1PUCCH-AN-CS-r10
::= SEQUENCE (SIZE (1..4)) OF INTEGER (0..2047)

-- ASN1STOP

	PUCCH-Config field descriptions

	ackNackRepetition

Parameter indicates whether ACK/NACK repetition is configured, see TS 36.213 [23, 10.1].

	deltaPUCCH-Shift

Parameter: 
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, see 36.211, 5.4.1, where ds1 corresponds to value 1 ds2 to 2 etc.

	n1PUCCH-AN

Parameter: 
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	n1PUCCH-AN-CS-List

Parameter and reference: tbd

	n1PUCCH-AN-Rep, n1PUCCH-AN-RepP1

Parameter: 
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for antenna port P0 and for antenna port P1 respectively, see TS 36.213 [23, 10.1].

	n3PUCCH-AN-List, n3PUCCH-AN-ListP1

Parameter: 
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for antenna port P0 and for antenna port P1 respectively, see TS 36.213 [23, 10.1]. 

	nCS-An

Parameter: 
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see TS 36.211 [21, 5.4].

	nRB-CQI

Parameter: 
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, see TS 36.211 [21, 5.4].

	pucch-Format

Parameter indicates one of the PUCCH formats for transmission of HARQ-ACK, see TS 36.213 [23, 10.1]. For TDD, if the UE is configured with PCell only, the channelSelection indicates the transmission of HARQ-ACK multiplexing as defined in Tables 10.1.3-5, 10.1.3-6, and 10.1.3-7 in TS 36.213 [23].

	repetitionFactor

Parameter 
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 see TS 36.213 [23, 10.1] where n2 corresponds to repetition factor 2, n4 to 4.

	simultaneousPUCCH-PUSCH

Parameter indicates whether simultaneous PUCCH and PUSCH transmissions is configured, see TS 36.213 [23, 10.1 and 5.1.1].

	tdd-AckNackFeedbackMode

Parameter indicates one of the TDD ACK/NACK feedback modes used, see TS 36.213 [23, 7.3 and 10.1.3]. The value bundling corresponds to use of ACK/NACK bundling whereas, the value multiplexing corresponds to ACK/NACK multiplexing as defined in Tables 10.1.3-2, 10.1.3-3, and 10.1.3-4 in TS 36.213 [23]. The same value applies to both ACK/NACK feedback modes on PUCCH as well as on PUSCH.

	twoAntennaPortActivatedPUCCH-Format1a1b

Indicates whether two antenna ports are configured for PUCCH format 1a/1b for HARQ-ACK, see TS 36.213 [23, 10.1].


	Conditional presence
	Explanation

	TDD
	The field is mandatory present for TDD if the pucch-Format is not present. If the pucch-Format is present, the field is not present. It is not present for FDD and the UE shall delete any existing value for this field.


–
PUSCH-Config
The IE PUSCH-ConfigCommon is used to specify the common PUSCH configuration and the reference signal configuration for PUSCH and PUCCH. The IE PUSCH-ConfigDedicated is used to specify the UE specific PUSCH configuration.

PUSCH-Config information element
-- ASN1START

PUSCH-ConfigCommon ::=



SEQUENCE {


pusch-ConfigBasic




SEQUENCE {



n-SB







INTEGER (1..4),



hoppingMode






ENUMERATED {interSubFrame, intraAndInterSubFrame},



pusch-HoppingOffset




INTEGER (0..98),



enable64QAM






BOOLEAN


},


ul-ReferenceSignalsPUSCH


UL-ReferenceSignalsPUSCH

}

PUSCH-ConfigDedicated ::=


SEQUENCE {


betaOffset-ACK-Index



INTEGER (0..15),


betaOffset-RI-Index




INTEGER (0..15),


betaOffset-CQI-Index



INTEGER (0..15)

}

PUSCH-ConfigDedicated-v1020 ::=

SEQUENCE {


betaOffsetMC-r10




SEQUENCE {




betaOffset-ACK-Index-MC-r10


INTEGER (0..15),



betaOffset-RI-Index-MC-r10


INTEGER (0..15),



betaOffset-CQI-Index-MC-r10


INTEGER (0..15)


}

















OPTIONAL,
-- Need OR


groupHoppingDisabled-r10


ENUMERATED {true}




OPTIONAL,
-- Need OR


dmrs-WithOCC-Activated-r10


ENUMERATED {true}




OPTIONAL
-- Need OR

}

PUSCH-ConfigDedicatedSCell-r10 ::=

SEQUENCE {


groupHoppingDisabled-r10



ENUMERATED {true}



OPTIONAL,
-- Need OR


dmrs-WithOCC-Activated-r10



ENUMERATED {true}



OPTIONAL
-- Need OR

}

UL-ReferenceSignalsPUSCH ::=

SEQUENCE {


groupHoppingEnabled




BOOLEAN,


groupAssignmentPUSCH



INTEGER (0..29),


sequenceHoppingEnabled



BOOLEAN,


cyclicShift






INTEGER (0..7)

}

-- ASN1STOP

	PUSCH-Config field descriptions

	betaOffset-ACK-Index, betaOffset-ACK-Index-MC

Parameter: 
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, for single- and multiple-codeword respectively, see TS 36.213 [23, Table 8.6.3-1]. One value apples for all serving cells with an uplink (the associated functionality is common i.e. not performed independently for each cell).

	betaOffset-CQI-Index, betaOffset-CQI-Index-MC

Parameter: 
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, for single- and multiple-codeword respectively, see TS 36.213 [23, Table 8.6.3-3]. One value apples for all serving cells with an uplink (the associated functionality is common i.e. not performed independently for each cell).

	betaOffset-RI-Index, betaOffset-RI-Index-MC

Parameter: 
[image: image15.wmf]RI

offset

I

, for single- and multiple-codeword respectively, see TS 36.213 [23, Table 8.6.3-2]. One value apples for all serving cells with an uplink (the associated functionality is common i.e. not performed independently for each cell).

	cyclicShift

Parameters: cyclicShift, see TS 36.211 [21, Table 5.5.2.1.1-2].

	dmrs-WithOCC-Activated

Parameter: Activate-DMRS-with OCC, see TS 36.211 [21, 5.5.2.1].

	enable64QAM

See TS 36.213 [23, 8.6.1]. TRUE indicates that 64QAM is allowed while FALSE indicates that 64QAM is not allowed.

	groupAssignmentPUSCH

Parameter: (SS See TS 36.211 [21, 5.5.1.3].

	groupHoppingDisabled

Parameter: Disable-sequence-group-hopping, see TS 36.211 [21, 5.5.1.3].

	groupHoppingEnabled

Parameter: Group-hopping-enabled, see TS 36.211 [21, 5.5.1.3].

	


	


	hoppingMode

Parameter: Hopping-mode, see TS 36.211 [21, 5.3.4].

	n-SB

Parameter: Nsb see TS 36.211 [21, 5.3.4].

	pusch-hoppingOffset

Parameter: 
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, see TS 36.211 [21, 5.3.4].

	sequenceHoppingEnabled

Parameter: Sequence-hopping-enabled, see TS 36.211 [21, 5.5.1.4].

	ul- ReferenceSignalsPUSCH

Used to specify parameters needed for the transmission on PUSCH (or PUCCH).


–
RACH-ConfigCommon
The IE RACH-ConfigCommon is used to specify the generic random access parameters.

RACH-ConfigCommon information element
-- ASN1START

RACH-ConfigCommon ::=

SEQUENCE {


preambleInfo





SEQUENCE {



numberOfRA-Preambles



ENUMERATED {













n4, n8, n12, n16 ,n20, n24, n28,













n32, n36, n40, n44, n48, n52, n56,













n60, n64},



preamblesGroupAConfig



SEQUENCE {




sizeOfRA-PreamblesGroupA


ENUMERATED {














n4, n8, n12, n16 ,n20, n24, n28,














n32, n36, n40, n44, n48, n52, n56,














n60},




messageSizeGroupA




ENUMERATED {b56, b144, b208, b256},




messagePowerOffsetGroupB


ENUMERATED {














minusinfinity, dB0, dB5, dB8, dB10, dB12,














dB15, dB18},




...



}


OPTIONAL












-- Need OP


},


powerRampingParameters



SEQUENCE {



powerRampingStep




ENUMERATED {dB0, dB2,dB4, dB6},



preambleInitialReceivedTargetPower
ENUMERATED {













dBm-120, dBm-118, dBm-116, dBm-114, dBm-112,













dBm-110, dBm-108, dBm-106, dBm-104, dBm-102,













dBm-100, dBm-98, dBm-96, dBm-94,













dBm-92, dBm-90}


},


ra-SupervisionInfo




SEQUENCE {



preambleTransMax




ENUMERATED {













n3, n4, n5, n6, n7,
n8, n10, n20, n50,













n100, n200},



ra-ResponseWindowSize



ENUMERATED {













sf2, sf3, sf4, sf5, sf6, sf7,













sf8, sf10},



mac-ContentionResolutionTimer

ENUMERATED {













sf8, sf16, sf24, sf32, sf40, sf48,













sf56, sf64}


},


maxHARQ-Msg3Tx





INTEGER (1..8),


...

}

-- ASN1STOP

	RACH-ConfigCommon field descriptions

	mac-ContentionResolutionTimer

Timer for contention resolution in TS 36.321 [6]. Value in subframes. Value sf8 corresponds to 8 subframes, sf16 corresponds to 16 subframes and so on.

	maxHARQ-Msg3Tx

Maximum number of Msg3 HARQ transmissions in TS 36.321 [6], used for contention based random access. Value is an integer.

	messagePowerOffsetGroupB

Threshold for preamble selection in TS 36.321 [6]. Value in dB. Value minusinfinity corresponds to –infinity. Value dB0 corresponds to 0 dB, dB5 corresponds to 5 dB and so on.

	messageSizeGroupA

Threshold for preamble selection in TS 36.321 [6]. Value in bits. Value b56 corresponds to 56 bits, b144 corresponds to 144 bits and so on.

	


	numberOfRA-Preambles

Number of non-dedicated random access preambles in TS 36.321 [6]. Value is an integer. Value n4 corresponds to 4, n8 corresponds to 8 and so on.

	powerRampingStep

Power ramping factor in TS 36.321 [6]. Value in dB. Value dB0 corresponds to 0 dB, dB2 corresponds to 2 dB and so on.

	preambleInitialReceivedTargetPower

Initial preamble power in TS 36.321 [6]. Value in dBm. Value dBm-120 corresponds to -120 dBm, dBm-118 corresponds to -118 dBm and so on.

	preamblesGroupAConfig

Provides the configuration for preamble grouping in TS 36.321 [6]. If the field is not signalled, the size of the random access preambles group A [6] is equal to numberOfRA-Preambles.

	preambleTransMax

Maximum number of preamble transmission in TS 36.321 [6]. Value is an integer. Value n3 corresponds to 3, n4 corresponds to 4 and so on.

	ra-ResponseWindowSize

Duration of the RA response window in TS 36.321 [6]. Value in subframes. Value sf2 corresponds to 2 subframes, sf3 corresponds to 3 subframes and so on.

	sizeOfRA-PreamblesGroupA

Size of the random access preambles group A in TS 36.321 [6]. Value is an integer. Value n4 corresponds to 4, n8 corresponds to 8 and so on.


**** next modified subclause ****

–
RLC-Config
The IE RLC-Config is used to specify the RLC configuration of SRBs and DRBs.

RLC-Config information element
-- ASN1START

RLC-Config ::=



CHOICE {


am








SEQUENCE {



ul-AM-RLC






UL-AM-RLC,



dl-AM-RLC






DL-AM-RLC


},


um-Bi-Directional




SEQUENCE {



ul-UM-RLC






UL-UM-RLC,



dl-UM-RLC






DL-UM-RLC


},


um-Uni-Directional-UL



SEQUENCE {



ul-UM-RLC






UL-UM-RLC


},


um-Uni-Directional-DL



SEQUENCE {



dl-UM-RLC






DL-UM-RLC


},


...

}

UL-AM-RLC ::=





SEQUENCE {


t-PollRetransmit




T-PollRetransmit,


pollPDU







PollPDU,


pollByte






PollByte,


maxRetxThreshold




ENUMERATED {












t1, t2, t3, t4, t6, t8, t16, t32}

}

DL-AM-RLC ::=





SEQUENCE {


t-Reordering





T-Reordering,


t-StatusProhibit




T-StatusProhibit

}

UL-UM-RLC ::=





SEQUENCE {


sn-FieldLength





SN-FieldLength

}

DL-UM-RLC ::=





SEQUENCE {


sn-FieldLength





SN-FieldLength,


t-Reordering





T-Reordering

}

SN-FieldLength ::=




ENUMERATED {size5, size10}

T-PollRetransmit ::=



ENUMERATED {











ms5, ms10, ms15, ms20, ms25, ms30, ms35,











ms40, ms45, ms50, ms55, ms60, ms65, ms70,











ms75, ms80, ms85, ms90, ms95, ms100, ms105,











ms110, ms115, ms120, ms125, ms130, ms135,











ms140, ms145, ms150, ms155, ms160, ms165,











ms170, ms175, ms180, ms185, ms190, ms195,











ms200, ms205, ms210, ms215, ms220, ms225,











ms230, ms235, ms240, ms245, ms250, ms300,











ms350, ms400, ms450, ms500, spare9, spare8,











spare7, spare6, spare5, spare4, spare3,











spare2, spare1}

PollPDU ::=






ENUMERATED {











p4, p8, p16, p32, p64, p128, p256, pInfinity}

PollByte ::=





ENUMERATED {











kB25, kB50, kB75, kB100, kB125, kB250, kB375,











kB500, kB750, kB1000, kB1250, kB1500, kB2000,











kB3000, kBinfinity, spare1}

T-Reordering ::=




ENUMERATED {











ms0, ms5, ms10, ms15, ms20, ms25, ms30, ms35,











ms40, ms45, ms50, ms55, ms60, ms65, ms70,











ms75, ms80, ms85, ms90, ms95, ms100, ms110,











ms120, ms130, ms140, ms150, ms160, ms170,











ms180, ms190, ms200, spare1}

T-StatusProhibit ::=



ENUMERATED {











ms0, ms5, ms10, ms15, ms20, ms25, ms30, ms35,











ms40, ms45, ms50, ms55, ms60, ms65, ms70,











ms75, ms80, ms85, ms90, ms95, ms100, ms105,











ms110, ms115, ms120, ms125, ms130, ms135,











ms140, ms145, ms150, ms155, ms160, ms165,











ms170, ms175, ms180, ms185, ms190, ms195,











ms200, ms205, ms210, ms215, ms220, ms225,











ms230, ms235, ms240, ms245, ms250, ms300,











ms350, ms400, ms450, ms500, spare8, spare7,











spare6, spare5, spare4, spare3, spare2,











spare1}

-- ASN1STOP

	RLC-Config field descriptions

	maxRetxThreshold

Parameter for RLC AM in TS 36.322 [7]. Value t1 corresponds to 1 retransmission, t2 to 2 retransmissions and so on.

	pollByte

Parameter for RLC AM in TS 36.322 [7]. Value kB25 corresponds to 25 kBytes, kB50 to 50 kBytes and so on. kBInfinity corresponds to an infinite amount of kBytes.

	pollPDU

Parameter for RLC AM in TS 36.322 [7]. Value p4 corresponds to 4 PDUs, p8 to 8 PDUs and so on. pInfinity corresponds to an infinite number of PDUs.

	


	sn-FieldLength

Indicates the UM RLC SN field size, see TS 36.322 [7], in bits. Value size5 means 5 bits, size10 means 10 bits.

	t-PollRetransmit

Timer for RLC AM in TS 36.322 [7], in milliseconds. Value ms5 means 5ms, ms10 means 10ms and so on.

	t-Reordering

Timer for reordering in TS 36.322 [7], in milliseconds. Value ms0 means 0ms, ms5 means 5ms and so on.

	t-StatusProhibit

Timer for status reporting in TS 36.322 [7], in milliseconds. Value ms0 means 0ms, ms5 means 5ms and so on.


**** next modified subclause ****

6.3.4
Mobility control information elements
–
CSFB-RegistrationParam1XRTT
The IE CSFB-RegistrationParam1XRTT is used to indicate whether or not the UE shall perform a CDMA2000 1xRTT pre-registration if the UE does not have a valid / current pre-registration.

-- ASN1START

CSFB-RegistrationParam1XRTT ::=

SEQUENCE {


sid








BIT STRING (SIZE (15)),


nid








BIT STRING (SIZE (16)),


multipleSID






BOOLEAN,


multipleNID






BOOLEAN,


homeReg







BOOLEAN,


foreignSIDReg





BOOLEAN,


foreignNIDReg





BOOLEAN,


parameterReg





BOOLEAN,


powerUpReg






BOOLEAN,


registrationPeriod




BIT STRING (SIZE (7)),

registrationZone




BIT STRING (SIZE (12)),

totalZone






BIT STRING (SIZE (3)),

zoneTimer






BIT STRING (SIZE (3))

}

CSFB-RegistrationParam1XRTT-v920 ::=
SEQUENCE {


powerDownReg-r9





ENUMERATED {true}

}

-- ASN1STOP

	CSFB-RegistrationParam1XRTT field descriptions

	foreignNIDReg

The CDMA2000 1xRTT NID roamer registration indicator.

	foreignSIDReg

The CDMA2000 1xRTT SID roamer registration indicator.

	homeReg

The CDMA2000 1xRTT Home registration indicator.

	multipleNID

The CDMA2000 1xRTT Multiple NID storage indicator.

	multipleSID

The CDMA2000 1xRTT Multiple SID storage indicator.

	


	nid

Used along with the sid as a pair to control when the UE should Register or Re-Register with the CDMA2000 1xRTT network.

	parameterReg

The CDMA2000 1xRTT Parameter-change registration indicator.

	powerDownReg
The CDMA2000 1xRTT Power-down registration indicator. If set to TRUE, the UE that has a valid / current CDMA2000 1xRTT pre-registration will perform a CDMA2000 1xRTT power down registration when it is switched off.

	powerUpReg

The CDMA2000 1xRTT Power-up registration indicator.

	registrationPeriod

The CDMA2000 1xRTT Registration period.

	registrationZone

The CDMA2000 1xRTT Registration zone.

	sid

Used along with the nid as a pair to control when the UE should Register or Re-Register with the CDMA2000 1xRTT network.

	totalZone

The CDMA2000 1xRTT Number of registration zones to be retained.

	zoneTimer

The CDMA2000 1xRTT Zone timer length.


**** next modified subclause ****

6.3.5
Measurement information elements

–
MeasResults
The IE MeasResults covers measured results for intra-frequency, inter-frequency and inter- RAT mobility.

MeasResults information element
-- ASN1START

MeasResults ::=





SEQUENCE {


measId







MeasId,


measResultPCell




SEQUENCE {



rsrpResult






RSRP-Range,



rsrqResult






RSRQ-Range


},


measResultNeighCells



CHOICE {



measResultListEUTRA




MeasResultListEUTRA,



measResultListUTRA




MeasResultListUTRA,



measResultListGERAN




MeasResultListGERAN,



measResultsCDMA2000




MeasResultsCDMA2000,



...


}

















OPTIONAL,


...,


[[
measResultForECID-r9



MeasResultForECID-r9


OPTIONAL


]],


[[
locationInfo-r10




LocationInfo-r10



OPTIONAL,



measResultServFreqList-r10


MeasResultServFreqList-r10

OPTIONAL


]]
}

MeasResultListEUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA 

MeasResultEUTRA ::=
SEQUENCE {


physCellId






PhysCellId,


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdEUTRA,



trackingAreaCode




TrackingAreaCode,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



rsrpResult






RSRP-Range





OPTIONAL,



rsrqResult






RSRQ-Range





OPTIONAL,



...,



[[
additionalSI-Info-r9



AdditionalSI-Info-r9



OPTIONAL



]]


}

}

MeasResultServFreqList-r10 ::=
SEQUENCE (SIZE (1..maxServCell-r10)) OF MeasResultServFreq-r10
MeasResultServFreq-r10 ::=


SEQUENCE {


servFreqId-r10





ServCellIndex-r10,


measResultSCell-r10




SEQUENCE {



rsrpResultSCell-r10




RSRP-Range,



rsrqResultSCell-r10




RSRQ-Range


}














OPTIONAL,


measResultBestNeighCell-r10


SEQUENCE {



physCellId-r10





PhysCellId,



rsrpResultNCell-r10




RSRP-Range,



rsrqResultNCell-r10




RSRQ-Range


}














OPTIONAL,


...

}

MeasResultListUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultUTRA 

MeasResultUTRA ::=
SEQUENCE {


physCellId






CHOICE {



fdd








PhysCellIdUTRA-FDD,



tdd








PhysCellIdUTRA-TDD


},


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdUTRA,



locationAreaCode




BIT STRING (SIZE (16))


OPTIONAL,



routingAreaCode





BIT STRING (SIZE (8))


OPTIONAL,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



utra-RSCP






INTEGER (-5..91)



OPTIONAL,



utra-EcN0






INTEGER (0..49)




OPTIONAL,



...,



[[
additionalSI-Info-r9



AdditionalSI-Info-r9



OPTIONAL



]]


}

}

MeasResultListGERAN ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultGERAN 

MeasResultGERAN ::=
SEQUENCE {


carrierFreq






CarrierFreqGERAN,


physCellId






PhysCellIdGERAN,


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdGERAN,



routingAreaCode





BIT STRING (SIZE (8))


OPTIONAL


}


 














OPTIONAL,


measResult






SEQUENCE {



rssi







INTEGER (0..63),



...


}

}

MeasResultsCDMA2000 ::=



SEQUENCE {


preRegistrationStatusHRPD


BOOLEAN,


measResultListCDMA2000



MeasResultListCDMA2000

}

MeasResultListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultCDMA2000

MeasResultCDMA2000 ::=
SEQUENCE {


physCellId






PhysCellIdCDMA2000,


cgi-Info






CellGlobalIdCDMA2000

 

OPTIONAL,


measResult






SEQUENCE {



pilotPnPhase





INTEGER
(0..32767)



OPTIONAL,



pilotStrength





INTEGER (0..63),



...


}

}

MeasResultForECID-r9 ::=

SEQUENCE {


ue-RxTxTimeDiffResult-r9



INTEGER (0..4095),


currentSFN-r9






BIT STRING (SIZE (10))

}

PLMN-IdentityList2 ::=



SEQUENCE (SIZE (1..5)) OF PLMN-Identity

AdditionalSI-Info-r9 ::=


SEQUENCE {


csg-MemberStatus-r9



ENUMERATED {member}



OPTIONAL,


csg-Identity-r9





CSG-Identity





OPTIONAL

}

-- ASN1STOP

	MeasResults field descriptions

	


	csg-MemberStatus

Indicates whether or not the UE is a member of the CSG of the neighbour cell.

	currentSFN

Indicates the current system frame number when receiving the UE Rx-Tx time difference measurement results from lower layer.

	locationAreaCode

A fixed length code identifying the location area within a PLMN, as defined in TS 23.003 [27].

	measId

Identifies the measurement identity for which the reporting is being performed.

	measResult

Measured result of an E‑UTRA cell;

Measured result of a UTRA cell;

Measured result of a GERAN cell or frequency; or
Measured result of a CDMA2000 cell.

Measured result of UE Rx–Tx time difference.

	measResultListCDMA2000

List of measured results for the maximum number of reported best cells for a CDMA2000 measurement identity.

	measResultListEUTRA

List of measured results for the maximum number of reported best cells for an E‑UTRA measurement identity.

	measResultListGERAN

List of measured results for the maximum number of reported best cells or frequencies for a GERAN measurement identity.

	measResultListUTRA

List of measured results for the maximum number of reported best cells for a UTRA measurement identity.

	measResultPCell

Measured result of the PCell.

	measResultsCDMA2000

Contains the CDMA2000 HRPD pre-registration status and the list of CDMA2000 measurements.

	


	


	


	MeasResultServFreqList

Measured results of the serving frequencies: the measurement result of each SCell, if any, and of the best neighbouring cell on each serving frequency. 

	pilotPnPhase

Indicates the arrival time of a CDMA2000 pilot, measured relative to the UE’s time reference in units of PN chips, see C.S0005-A [25]. This information is used in either SRVCC handover or enhanced 1xRTT CS fallback procedure to CDMA2000 1xRTT.

	pilotStrength

CDMA2000 Pilot Strength, the ratio of pilot power to total power in the signal bandwidth of a CDMA2000 Forward Channel. See C.S0005-A [25] for CDMA2000 1xRTT and C.S0024-A [26] for CDMA2000 HRPD.

	plmn-IdentityList
The list of PLMN Identity read from broadcast information when the multiple PLMN Identities are broadcast. This field contains the list of identities starting from the second entry of PLMN Identities in the broadcast information.

	preRegistrationStatusHRPD

Set to TRUE if the UE is currently pre-registered with CDMA2000 HRPD. Otherwise set to FALSE. This can be ignored by the eNB for CDMA2000 1xRTT.

	routingAreaCode

The RAC identity read from broadcast information, as defined in TS 23.003 [27].

	rsrpResult

Measured RSRP result of an E‑UTRA cell.

The rsrpResult is only reported if configured by the eNB.

	rsrqResult

Measured RSRQ result of an E‑UTRA cell.

The rsrqResult is only reported if configured by the eNB.

	rssi

GERAN Carrier RSSI. RXLEV is mapped to a value between 0 and 63, TS 45.008 [28]. When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.

	ue-RxTxTimeDiffResult
UE Rx-Tx time difference measurement result of the PCell, provided by lower layers. According to UE Rx-Tx time difference report mapping in TS 36.133 [16].



	utra-EcN0

According to CPICH_Ec/No in TS 25.133 [29] for FDD. Fourteen spare values. The field is not present for TDD.

	utra-RSCP

According to CPICH_RSCP in TS 25.133 [29] for FDD and P-CCPCH_RSCP in TS 25.123 [30] for TDD. Thirty-one spare values.


**** next modified subclause ****

6.3.6
Other information elements
–
UE-EUTRA-Capability
The IE UE-EUTRA-Capability is used to convey the E-UTRA UE Radio Access Capability Parameters, see TS 36.306 [5], and the Feature Group Indicators for mandatory features (defined in Annex B.1) to the network. The IE UE-EUTRA-Capability is transferred in E-UTRA or in another RAT.

UE-EUTRA-Capability information element
-- ASN1START

UE-EUTRA-Capability ::=


SEQUENCE {


accessStratumRelease



AccessStratumRelease,


ue-Category






INTEGER (1..5),


pdcp-Parameters





PDCP-Parameters,


phyLayerParameters




PhyLayerParameters,


rf-Parameters





RF-Parameters,


measParameters





MeasParameters,


featureGroupIndicators



BIT STRING (SIZE (32))



OPTIONAL,


interRAT-Parameters



SEQUENCE {



utraFDD







IRAT-ParametersUTRA-FDD



OPTIONAL,



utraTDD128






IRAT-ParametersUTRA-TDD128



OPTIONAL,



utraTDD384






IRAT-ParametersUTRA-TDD384



OPTIONAL,



utraTDD768






IRAT-ParametersUTRA-TDD768



OPTIONAL,



geran







IRAT-ParametersGERAN




OPTIONAL,



cdma2000-HRPD





IRAT-ParametersCDMA2000-HRPD


OPTIONAL,



cdma2000-1xRTT





IRAT-ParametersCDMA2000-1XRTT


OPTIONAL


},


nonCriticalExtension



UE-EUTRA-Capability-v920-IEs

OPTIONAL

}

UE-EUTRA-Capability-v920-IEs ::=

SEQUENCE {


phyLayerParameters-v920



PhyLayerParameters-v920,


interRAT-ParametersGERAN-v920


IRAT-ParametersGERAN-v920,


interRAT-ParametersUTRA-v920


IRAT-ParametersUTRA-v920


OPTIONAL,


interRAT-ParametersCDMA2000-v920

IRAT-ParametersCDMA2000-1XRTT-v920
OPTIONAL,


deviceType-r9






ENUMERATED {noBenFromBatConsumpOpt}
OPTIONAL,


csg-ProximityIndicationParameters-r9
CSG-ProximityIndicationParameters-r9,


neighCellSI-AcquisitionParameters-r9
NeighCellSI-AcquisitionParameters-r9,


son-Parameters-r9





SON-Parameters-r9,


nonCriticalExtension




UE-EUTRA-Capability-v940-IEs

OPTIONAL

}

UE-EUTRA-Capability-v940-IEs ::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1020-IEs

OPTIONAL

}

UE-EUTRA-Capability-v1020-IEs ::=
SEQUENCE {


ue-Category-v1020




INTEGER (6..8)






OPTIONAL,


phyLayerParameters-v1020


PhyLayerParameters-v1020



OPTIONAL,


rf-Parameters-v1020




RF-Parameters-v1020





OPTIONAL,


measParameters-v1020



MeasParameters-v1020




OPTIONAL,


featureGroupIndicators-v1020

BIT STRING (SIZE (32))




OPTIONAL,


interRAT-ParametersCDMA2000-v1020
IRAT-ParametersCDMA2000-1XRTT-v1020

OPTIONAL,


ue-BasedNetwPerfMeasParameters-r10
UE-BasedNetwPerfMeasParameters-r10

OPTIONAL,


interRAT-ParametersUTRA-TDD-v1020
IRAT-ParametersUTRA-TDD-v1020


OPTIONAL,


nonCriticalExtension



SEQUENCE {}







OPTIONAL

}

AccessStratumRelease ::=


ENUMERATED {











rel8, rel9, rel10, spare5, spare4, spare3,











spare2, spare1, ...}

PDCP-Parameters ::=



SEQUENCE {


supportedROHC-Profiles



SEQUENCE {



profile0x0001





BOOLEAN,



profile0x0002





BOOLEAN,



profile0x0003





BOOLEAN,



profile0x0004





BOOLEAN,



profile0x0006





BOOLEAN,



profile0x0101





BOOLEAN,



profile0x0102





BOOLEAN,



profile0x0103





BOOLEAN,



profile0x0104





BOOLEAN


},


maxNumberROHC-ContextSessions

ENUMERATED {












cs2, cs4, cs8, cs12, cs16, cs24, cs32,












cs48, cs64, cs128, cs256, cs512, cs1024,












cs16384, spare2, spare1}



DEFAULT cs16,


...

}

PhyLayerParameters ::=



SEQUENCE {


ue-TxAntennaSelectionSupported

BOOLEAN,


ue-SpecificRefSigsSupported

BOOLEAN

}

PhyLayerParameters-v920 ::=

SEQUENCE {


enhancedDualLayerFDD-r9


ENUMERATED {supported}


OPTIONAL,


enhancedDualLayerTDD-r9


ENUMERATED {supported}


OPTIONAL

}

PhyLayerParameters-v1020 ::=


SEQUENCE {


twoAntennaPortsForPUCCH-r10



ENUMERATED {supported}




OPTIONAL,


tm9-With-8Tx-FDD-r10




ENUMERATED {supported}




OPTIONAL,


pmi-Disabling-r10





ENUMERATED {supported}




OPTIONAL,


crossCarrierScheduling-r10



ENUMERATED {supported}




OPTIONAL,


simultaneousPUCCH-PUSCH-r10



ENUMERATED {supported}




OPTIONAL,


multiClusterPUSCH-WithinCC-r10


ENUMERATED {supported}




OPTIONAL,


nonContiguousUL-RA-WithinCC-List-r10
NonContiguousUL-RA-WithinCC-List-r10
OPTIONAL

}

NonContiguousUL-RA-WithinCC-List-r10 ::= SEQUENCE (SIZE (1..maxBands)) OF NonContiguousUL-RA-WithinCC-r10

NonContiguousUL-RA-WithinCC-r10 ::=

SEQUENCE {


nonContiguousUL-RA-WithinCC-Info-r10
ENUMERATED {supported}




OPTIONAL

}

RF-Parameters ::=




SEQUENCE {


supportedBandListEUTRA



SupportedBandListEUTRA

}

RF-Parameters-v1020 ::=



SEQUENCE {


supportedBandCombination-r10


SupportedBandCombination-r10

}

SupportedBandCombination-r10 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-r10 

BandCombinationParameters-r10 ::= SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF BandParameters-r10

BandParameters-r10 ::= SEQUENCE {


bandEUTRA-r10




INTEGER (1..64),


bandParametersUL-r10


BandParametersUL-r10




OPTIONAL,


bandParametersDL-r10


BandParametersDL-r10




OPTIONAL

}

BandParametersUL-r10 ::= SEQUENCE (SIZE (1..maxBandwidthClass-r10)) OF CA-MIMO-ParametersUL-r10

CA-MIMO-ParametersUL-r10 ::= SEQUENCE {


ca-BandwidthClassUL-r10



CA-BandwidthClass-r10,


supportedMIMO-CapabilityUL-r10

MIMO-CapabilityUL-r10



OPTIONAL

}

BandParametersDL-r10 ::= SEQUENCE (SIZE (1..maxBandwidthClass-r10)) OF CA-MIMO-ParametersDL-r10

CA-MIMO-ParametersDL-r10 ::= SEQUENCE {


ca-BandwidthClassDL-r10



CA-BandwidthClass-r10,


supportedMIMO-CapabilityDL-r10

MIMO-CapabilityDL-r10



OPTIONAL

}

CA-BandwidthClass-r10 ::= ENUMERATED {a, b, c, d, e, f, ...}

MIMO-CapabilityUL-r10 ::= ENUMERATED {twoLayers, fourLayers}

MIMO-CapabilityDL-r10 ::= ENUMERATED {twoLayers, fourLayers, eightLayers}

SupportedBandListEUTRA ::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA 

SupportedBandEUTRA ::=



SEQUENCE {


bandEUTRA






INTEGER (1..64),


halfDuplex






BOOLEAN

}

MeasParameters ::=




SEQUENCE {


bandListEUTRA





BandListEUTRA

}

MeasParameters-v1020 ::=


SEQUENCE {


bandCombinationListEUTRA-r10


BandCombinationListEUTRA-r10

}

BandListEUTRA ::=




SEQUENCE (SIZE (1..maxBands)) OF BandInfoEUTRA 

BandCombinationListEUTRA-r10 ::=
SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandInfoEUTRA

BandInfoEUTRA ::=




SEQUENCE {


interFreqBandList




InterFreqBandList,


interRAT-BandList




InterRAT-BandList

OPTIONAL

}

InterFreqBandList ::=



SEQUENCE (SIZE (1..maxBands)) OF InterFreqBandInfo

InterFreqBandInfo ::=



SEQUENCE {


interFreqNeedForGaps



BOOLEAN

}

InterRAT-BandList ::=



SEQUENCE (SIZE (1..maxBands)) OF InterRAT-BandInfo

InterRAT-BandInfo ::=



SEQUENCE {


interRAT-NeedForGaps



BOOLEAN

}

IRAT-ParametersUTRA-FDD ::=

SEQUENCE {


supportedBandListUTRA-FDD


SupportedBandListUTRA-FDD

}

IRAT-ParametersUTRA-v920 ::=

SEQUENCE {


e-RedirectionUTRA-r9



ENUMERATED {supported}

}

SupportedBandListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-FDD 

SupportedBandUTRA-FDD ::=


ENUMERATED {











bandI, bandII, bandIII, bandIV, bandV, bandVI,











bandVII, bandVIII, bandIX, bandX, bandXI,











bandXII, bandXIII, bandXIV, bandXV, bandXVI, ...,











bandXVII-8a0, bandXVIII-8a0, bandXIX-8a0, bandXX-8a0,











bandXXI-8a0, bandXXII-8a0, bandXXIII-8a0, bandXXIV-8a0,











bandXXV-8a0, bandXXVI-8a0, bandXXVII-8a0, bandXXVIII-8a0,











bandXXIX-8a0, bandXXX-8a0, bandXXXI-8a0, bandXXXII-8a0}

IRAT-ParametersUTRA-TDD128 ::=

SEQUENCE {


supportedBandListUTRA-TDD128

SupportedBandListUTRA-TDD128

}

SupportedBandListUTRA-TDD128 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD128 

SupportedBandUTRA-TDD128 ::=

ENUMERATED {











a, b, c, d, e, f, g, h, i, j, k, l, m, n,











o, p, ...}

IRAT-ParametersUTRA-TDD384 ::=

SEQUENCE {


supportedBandListUTRA-TDD384

SupportedBandListUTRA-TDD384

}

SupportedBandListUTRA-TDD384 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD384 

SupportedBandUTRA-TDD384 ::=

ENUMERATED {












a, b, c, d, e, f, g, h, i, j, k, l, m, n,












o, p, ...}

IRAT-ParametersUTRA-TDD768 ::=

SEQUENCE {


supportedBandListUTRA-TDD768

SupportedBandListUTRA-TDD768

}

SupportedBandListUTRA-TDD768 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD768 

SupportedBandUTRA-TDD768 ::=

ENUMERATED {











a, b, c, d, e, f, g, h, i, j, k, l, m, n,











o, p, ...}

IRAT-ParametersUTRA-TDD-v1020 ::=

SEQUENCE {


e-RedirectionUTRA-TDD-r10



ENUMERATED {supported}

}

IRAT-ParametersGERAN ::=


SEQUENCE {


supportedBandListGERAN



SupportedBandListGERAN,


interRAT-PS-HO-ToGERAN



BOOLEAN

}

IRAT-ParametersGERAN-v920 ::=

SEQUENCE {


dtm-r9







ENUMERATED {supported}


OPTIONAL,


e-RedirectionGERAN-r9



ENUMERATED {supported}


OPTIONAL

}

SupportedBandListGERAN ::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedBandGERAN 

SupportedBandGERAN ::=



ENUMERATED {











gsm450, gsm480, gsm710, gsm750, gsm810, gsm850,











gsm900P, gsm900E, gsm900R, gsm1800, gsm1900,











spare5, spare4, spare3, spare2, spare1, ...}

IRAT-ParametersCDMA2000-HRPD ::=
SEQUENCE {


supportedBandListHRPD



SupportedBandListHRPD,


tx-ConfigHRPD





ENUMERATED {single, dual},


rx-ConfigHRPD





ENUMERATED {single, dual}

}

SupportedBandListHRPD ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandclassCDMA2000

IRAT-ParametersCDMA2000-1XRTT ::=
SEQUENCE {


supportedBandList1XRTT



SupportedBandList1XRTT,


tx-Config1XRTT





ENUMERATED {single, dual},


rx-Config1XRTT





ENUMERATED {single, dual}

}

IRAT-ParametersCDMA2000-1XRTT-v920 ::=
SEQUENCE {


e-CSFB-1XRTT-r9





ENUMERATED {supported},


e-CSFB-ConcPS-Mob1XRTT-r9


ENUMERATED {supported}


OPTIONAL
}

IRAT-ParametersCDMA2000-1XRTT-v1020 ::=
SEQUENCE {


e-CSFB-dual-1XRTT-r10



ENUMERATED {supported}

}

SupportedBandList1XRTT ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandclassCDMA2000

CSG-ProximityIndicationParameters-r9 ::=
SEQUENCE {


intraFreqProximityIndication-r9
ENUMERATED {supported}


OPTIONAL,


interFreqProximityIndication-r9
ENUMERATED {supported}


OPTIONAL,


utran-ProximityIndication-r9

ENUMERATED {supported}


OPTIONAL

}

NeighCellSI-AcquisitionParameters-r9 ::=
SEQUENCE {


intraFreqSI-AcquisitionForHO-r9
ENUMERATED {supported}


OPTIONAL,


interFreqSI-AcquisitionForHO-r9
ENUMERATED {supported}


OPTIONAL,


utran-SI-AcquisitionForHO-r9

ENUMERATED {supported}


OPTIONAL

}

SON-Parameters-r9 ::=



SEQUENCE {


rach-Report-r9





ENUMERATED {supported}


OPTIONAL

}

UE-BasedNetwPerfMeasParameters-r10 ::=
SEQUENCE {


loggedMeasurementsIdle-r10



ENUMERATED {supported}

OPTIONAL,


standaloneGNSS-Location-r10



ENUMERATED {supported}

OPTIONAL

}

-- ASN1STOP

	UE-EUTRA-Capability field descriptions

	accessStratumRelease

Set to rel10 in this version of the specification.

	bandCombinationListEUTRA

One entry corresponding to each supported band combination listed in the same order as in supportedBandCombination. 

	bandEUTRA

E‑UTRA band as defined in TS 36.101 [42].

	bandListEUTRA

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedBandListEUTRA.

This field shall include all bands which are indicated in BandCombinationParameters-r10.

	CA-BandwidthClass

The CA bandwidth class supported by the UE as defined in TS 36.101 [42, Table 5.6A-1]. 

	deviceType

UE may set the value to “noBenFromBatConsumpOpt” when it does not foresee to particularly benefit from NW-based battery consumption optimisation. Absence of this value means that the device does benefit from NW-based battery consumption optimisation.

	dtm

Indicates whether the UE supports DTM in GERAN.

	e-CSFB-1XRTT

Indicates whether the UE supports enhanced CS fallback to CDMA2000 1xRTT or not.

	e-CSFB-ConcPS-Mob1XRTT
Indicates whether the UE supports concurrent enhanced CS fallback to CDMA2000 1xRTT and PS handover/ redirection to CDMA2000 HRPD.

	e-CSFB-dual-1XRTT

Indicates whether the UE supports enhanced CS fallback to CDMA2000 1xRTT for dual Rx/Tx configuration. This bit can only be set to supported if tx-Config1XRTT and rx-Config1XRTT are both set to dual.

	enhancedDualLayerTDD-Supported

Indicates whether the UE supports enhanced dual layer (PDSCH transmission mode 8) for TDD or not. This bit shall be set to “TRUE” by a Rel-9 TDD UE when the functionality has been IOT tested.

	e-RedirectionUTRA-TDD

Indicates whether the UE supports enhanced redirection to UTRA TDD using SIB related to multiple carrier frequencies provided by RRCConnectionRelease or not.

	featureGroupIndicators

The definitions of the bits in the bit string are described in Annex B.

	halfDuplex

If halfDuplex is set to true, only half duplex operation is supported for the band, otherwise full duplex operation is supported.

	


	


	interFreqBandList

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedBandListEUTRA.

	interFreqNeedForGaps

Indicates need for measurement gaps when operating on the E‑UTRA band given by the entry in bandListEUTRA or on the E-UTRA band combination given by the entry in bandCombinationListEUTRA and measuring on the E‑UTRA band given by the entry in interFreqBandList.

	interFreqProximityIndication

Indicates whether the UE supports proximity indication for inter-frequency E-UTRAN cells whose CSG Identities are in the UE’s CSG Whitelist.

	interFreqSI-AcquisitionForHO

Indicates whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition and reporting of relevant information using autonomous gaps by reading the SI from a neighbouring inter-frequency cell.

	interRAT-BandList

One entry corresponding to each supported band of another RAT listed in the same order as in the interRAT-Parameters.

	interRAT-NeedForGaps

Indicates need for DL measurement gaps when operating on the E‑UTRA band given by the entry in bandListEUTRA or on the E-UTRA band combination given by the entry in bandCombinationListEUTRA and measuring on the inter-RAT band given by the entry in the interRAT-BandList.

	interRAT-PS-HO-ToGERAN

Indicates whether the UE supports inter-RAT PS handover to GERAN or not.

	intraFreqProximityIndication

Indicates whether the UE supports proximity indication for intra-frequency E-UTRAN cells whose CSG Identities are in the UE’s CSG Whitelist.

	intraFreqSI-AcquisitionForHO

Indicates whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition and reporting of relevant information using autonomous gaps by reading the SI from a neighbouring intra-frequency cell.

	loggedMeasurementsIdle

Indicates whether the UE supports logged measurements in Idle mode.

	maxNumberROHC-ContextSessions

Set to the maximum number of concurrently active ROHC contexts supported by the UE. cs2 corresponds with 2 (context sessions), cs4 corresponds with 4 and so on.

	MIMO-CapabilityDL

The number of supported layers for spatial multiplexing in DL. 

	MIMO-CapabilityUL

The number of supported layers for spatial multiplexing in UL.

	NonContiguousUL-RA-WithinCC-List
One entry corresponding to each supported E-UTRA band listed in the same order as in supportedBandListEUTRA.

	rach-Report

Indicates whether the UE supports delivery of rachReport.

	standaloneGNSS-Location

Indicates whether the UE is equipped with a standalone GNSS receiver that may be used to provide detailed location information in RRC measurement report and logged measurements.

	SupportedBandGERAN

GERAN band as defined in TS 45.005 [20].

	SupportedBandList1XRTT

One entry corresponding to each supported CDMA2000 1xRTT band class.

	SupportedBandListHRPD

One entry corresponding to each supported CDMA2000 HRPD band class.

	SupportedBandUTRA-FDD

UTRA band as defined in TS 25.101 [17].

	SupportedBandUTRA-TDD128

UTRA band as defined in TS 25.102 [18].

	SupportedBandUTRA-TDD384

UTRA band as defined in TS 25.102 [18].

	SupportedBandUTRA-TDD768

UTRA band as defined in TS 25.102 [18].

	ue-Category

UE category as defined in TS 36.306 [5]. Set to values 1 to 8 in this version of the specification. If the UE includes ue-Category-v1020 (category 6 to 8) it shall also include rf-Parameters-v1020 even if it does not support carrier aggregation.

	ue-TxAntennaSelectionSupported

TRUE indicates that the UE is capable of supporting UE transmit antenna selection as described in TS 36.213 [23, 8.7].

	utran-ProximityIndication

Indicates whether the UE supports proximity indication for UTRAN cells whose CSG IDs are in the UE’s CSG Whitelist.

	utran-SI-AcquisitionForHO

Indicates whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition and reporting of relevant information using autonomous gaps by reading the SI from a neighbouring UMTS cell.


NOTE 1:
The IE UE-EUTRA-Capability does not include AS security capability information, since these are the same as the security capabilities that are signalled by NAS. Consequently AS need not provide "man-in-the-middle" protection for the security capabilities.

NOTE 2:
All the combinations of CA-MIMO-ParametersUL and CA-MIMO-ParametersDL for one band and across all the bands in each BandCombinationParameters are supported by the UE and have the same measurement gap requirement (i.e. the same BandInfoEUTRA applies). The BandCombinationParameters for the same band combination can be included more than once.
**** next modified subclause ****

6.3.7
MBMS information elements

–
MBMS-NotificationConfig

The IE MBMS-NotificationConfig specifies the MBMS notification related configuration parameters, that are applicable for all MBSFN areas.

MBMS-NotificationConfig information element
-- ASN1START

MBMS-NotificationConfig-r9 ::=



SEQUENCE {


notificationRepetitionCoeff-r9

ENUMERATED {n2, n4},


notificationOffset-r9



INTEGER (0..10),


notificationSF-Index-r9



INTEGER (1..6)

}

-- ASN1STOP

	MBMS-NotificationConfig field descriptions

	notificationOffset

Indicates, together with the notificationRepetitionCoeff, the radio frames in which the MCCH information change notification is scheduled i.e. the MCCH information change notification is scheduled in radio frames for which: SFN mod notification repetition period = notificationOffset

	notificationRepetitionCoeff

Actual change notification repetition period common for all MCCHs that are configured= shortest modification period/ notificationRepetitionCoeff. The ‘shortest modificaton period’ corresponds with the lowest value of mcch-ModificationPeriod of all MCCHs that are configured. Value n2 corresponds to coefficient 2, and so on.

	notificationSF-Index

Indicates the subframe used to transmit MCCH change notifications on PDCCH.

FDD: Value 1, 2, 3, 4, 5 and 6 correspond with subframe #1, #2, #3 #6, #7, and #8 respectively.

TDD: Value 1, 2, 3, 4, and 5 correspond with subframe #3, #4, #7, #8, and #9 respectively.

	



–
MBSFN-AreaInfoList

The IE MBSFN-AreaInfoList contains the information required to acquire the MBMS control information associated with one or more MBSFN areas.

MBSFN-AreaInfoList information element
-- ASN1START

MBSFN-AreaInfoList-r9 ::=


SEQUENCE (SIZE(1..maxMBSFN-Area)) OF MBSFN-AreaInfo-r9

MBSFN-AreaInfo-r9 ::=



SEQUENCE {


mbsfn-AreaId-r9





INTEGER (0..255),


non-MBSFNregionLength



ENUMERATED {s1, s2},


notificationIndicator-r9



INTEGER (0..7),


mcch-Config-r9





SEQUENCE {



mcch-RepetitionPeriod-r9


ENUMERATED {rf32, rf64, rf128, rf256},



mcch-Offset-r9





INTEGER (0..10),



mcch-ModificationPeriod-r9


ENUMERATED {rf512, rf1024},



sf-AllocInfo-r9





BIT STRING (SIZE(6)),



signallingMCS-r9




ENUMERATED {n2, n7, n13, n19}

},


...

}

-- ASN1STOP

	MBSFN-AreaInfoList field descriptions

	mbsfn-AreaId

Indicates the MBSFN area ID, parameter NIDMBSFN in TS 36.211 [21, 6.10.2.1].

	mcch-ModificationPeriod

Defines periodically appearing boundaries, i.e. radio frames for which SFN mod mcch-ModificationPeriod = 0, The contents of different transmissions of MCCH information can only be different if there is at least one such boundary in-between them.

	mcch-Offset

Indicates, together with the mcch-RepetitionPeriod, the radio frames in which MCCH is scheduled i.e. MCCH is scheduled in radio frames for which: SFN mod mcch-RepetitionPeriod = mcch-Offset

	mcch-RepetitionPeriod

Defines the interval between transmissions of MCCH information, in radio frames, Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

	non-MBSFNregionLength

Indicates how many symbols from the beginning of the subframe constitute the non-MBSFN region. This value applies in all subframes of the MBSFN area used for PMCH transmissions as indicated in the MSI. The values s1 and s2 correspond with 1 and 2 symbols, respectively: see TS 36.211 [21, Table 6.7-1].

	notificationIndicator

Indicates which PDCCH bit is used to notify the UE about change of the MCCH applicable for this MBSFN area. Value 0 corresponds with the least significant bit as defined in TS 36.212 [22, Section 5.3.3.1] and so on.

	sf-AllocInfo

Indicates the subframes of the radio frames indicated by the mcch-RepetitionPeriod and the mcch-Offset, that may carry MCCH. Value “1” indicates that the corresponding subframe is allocated. The following mapping applies:

FDD: The first/ leftmost bit defines the allocation for subframe #1 of the radio frame indicated by mcch-RepetitionPeriod and mcch-Offset, the second bit for #2, the third bit for #3 , the fourth bit for #6, the fifth bit for #7 and the sixth bit for #8.

TDD: The first/leftmost bit defines the allocation for subframe #3 of the radio frame indicated by mcch-RepetitionPeriod and mcch-Offset, the second bit for #4, third bit for #7, fourth bit for #8, fifth bit for #9. Uplink subframes are not allocated. The last bit is not used.

	signallingMCS

Indicates the Modulation and Coding Scheme (MCS) applicable for the subframes indicated by the field sf-AllocInfo and for the first subframe of each MCH scheduling period (which may contain the MCH scheduling information provided by MAC). Value n2 corresponds with the value 2 for parameter 
[image: image17.wmf]MCS
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in TS 36.213 [23, Table 7.1.7.1-1], and so on.

	





**** next modified subclause ****
–
PMCH-InfoList

The IE PMCH-InfoList specifies configuration of all PMCHs of an MBSFN area. The information provided for an individual PMCH includes the configuration parameters of the sessions that are carried by the concerned PMCH.

PMCH-InfoList information element
-- ASN1START

PMCH-InfoList-r9 ::=



SEQUENCE (SIZE (0..maxPMCH-PerMBSFN)) OF PMCH-Info-r9

PMCH-Info-r9 ::=




SEQUENCE {


pmch-Config-r9





PMCH-Config-r9,


mbms-SessionInfoList-r9


MBMS-SessionInfoList-r9,


...

}

MBMS-SessionInfoList-r9 ::=

SEQUENCE (SIZE (0..maxSessionPerPMCH)) OF MBMS-SessionInfo-r9

MBMS-SessionInfo-r9 ::=


SEQUENCE {


tmgi-r9







TMGI-r9,


sessionId-r9





OCTET STRING (SIZE (1)) 

OPTIONAL, 
-- Need OR


logicalChannelIdentity-r9


INTEGER (0..maxSessionPerPMCH-1),


...

}

PMCH-Config-r9 ::=




SEQUENCE {


sf-AllocEnd-r9





INTEGER (0..1535),


dataMCS-r9






INTEGER (0..28),


mch-SchedulingPeriod-r9


ENUMERATED {











rf8, rf16, rf32, rf64, rf128, rf256, rf512, rf1024},


...

}

TMGI-r9 ::=





SEQUENCE {


plmn-Id-r9






CHOICE {



plmn-Index-r9





INTEGER (1..6),



explicitValue-r9




PLMN-Identity


},


serviceId-r9





OCTET STRING (SIZE (3))

}

-- ASN1STOP

	PMCH-InfoList field descriptions

	dataMCS

Indicates the value for parameter 
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in TS 36.213 [23, Table 7.1.7.1-1], which defines the Modulation and Coding Scheme (MCS) applicable for the subframes of this (P)MCH as indicated by the field commonSF-Alloc. The MCS does however neither apply to the subframes that may carry MCCH i.e. the subframes indicated by the field sf-AllocInfo within SystemInformationBlockType13 nor for the first subframe of each MCH scheduling period (which may contain the MCH scheduling information provided by MAC). 

	mch-SchedulingPeriod

Indicates the MCH scheduling period i.e. the periodicity used for providing MCH scheduling information at lower layers (MAC) applicable for an MCH. Value rf8 corresponds to 8 radio frames, rf16 corresponds to 16 radio frames and so on. The mch-SchedulingPeriod starts in the radio frames for which: SFN mod mch-SchedulingPeriod = 0.

	plmn-Index

Index of the entry in field plmn-IdentityList within SystemInformationBlockType1.

	sessionId

Indicates the optional MBMS Session Identity, which together with TMGI identifies a transmission or a possible retransmission of a specific MBMS session: see TS 29.061 [51, Sections 20.5, 17.7.11, 17.7.15]. The field is included whenever upper layers have assigned a session identity i.e. one is available for the MBMS session in E-UTRAN.

	


	serviceId

Uniquely identifies the identity of an MBMS service within a PLMN. The field contains octet 3- 5 of the IE Temporary Mobile Group Identity (TMGI) as defined in TS 24.008 [49]. The first octet contains the third octet of the TMGI, the second octet contains the fourth octet of the TMGI and so on.

	sf-AllocEnd

Indicates the last subframe allocated to this (P)MCH within a period identified by field commonSF-AllocPeriod. The subframes allocated to (P)MCH corresponding with the nth entry in pmch-InfoList are the subsequent subframes starting from either the subframe identified by sf-AllocEnd of the (n-1)th listed (P)MCH or, for n=1, the first subframe, through the subframe identified by sf-AllocEnd of the nth listed (P)MCH. Value 0 corresponds with the first subframe defined by field commonSF-Alloc. 
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