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	Reason for change:
(

	It is not clear whether the Total number of soft channel bits in the Table 4.1-1 include the bits of the HARQ process for system information or not. 
In 36.306, section 4.2.1.1, it says that the maximum number of DL-SCH transport block bits received within a TTI does not include the bits of a DL-SCH transport block carrying BCCH in the same subframe. And in 36.213, Section 7, it says that the dedicated broadcast HARQ process defined in 36.321 is not counted as part of the maximum number of HARQ processes for both FDD and TDD. Therefore it should be clarified that the Total number of DL-SCH soft channel bits does not include the soft channel bits required for the decoding of system information by the dedicated broadcast HARQ process.

	
	

	Summary of change:
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	Add in 4.2.1.3 that the total number of soft channel bits “does not include the soft channel bits required by the dedicated broadcast HARQ process for the decoding of system information.”
Impacted functionality: 

The CR impact is isolated to the UE soft buffer handling.

Inter-operability:

If the UE implements the change but the eNB does not, no inter-operability issue is foreseen.

If the eNB implements the change but the UE does not, the UE may not be able to achieve the sustained peak rate or not be able to receive system information correctly.

Implementation of this CR by a Release 8 or 9 UE will not cause compatibility issues.
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	The UE may not be able to achieve the sustained peak rate or not be able to receive system information correctly.
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4.2.1.3
Total number of DL-SCH soft channel bits

Defines the total number of soft channel bits available for HARQ processing.
This number does not include the soft channel bits required by the dedicated broadcast HARQ process for the decoding of system information.
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