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Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iWD-EUTRA-B2012-03_D12wk24’.
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Change 1 – Correction to template ‘cr_AttachReq_Common()’
	Template name
	cr_AttachReq_Common ()

	Reason for change
	Acc. to TS 24.008, cl. 9.4.1.6, the IE “Mobile station classmark 2” shall be included in the GMM ATTACH REQUEST message if the UE supports SRVCC to GERAN or UTRAN. And as per Table 9.4.1 / 3GPP TS 24.008, the format of this IE is TLV.
The same correction as proposed in R5s100662 Change 3 should be applied to the “cr_AttachReq_Common” Template in module “NAS_24008Templates.ttcn”. Note that “cr_MS_Clsmk2_Any_tlv” has already been used.

	Summary of change
	Replaced template “cr_MS_Clsmk2_Any” with “cr_MS_Clsmk2_Any_tlv” in the ATTACH REQUEST template “cr_AttachRe_Common”.

	TTCN module
	CommonIRAT/NAS_24008Templates.ttcn

	MCC160 Comment
	


Before change

…

  //----------------------------------------------------------------------------
  template ATTACHREQUEST cr_AttachReq_Common(template AttachType p_AttachType,
                                             template MobileIdentity p_MobId,
                                             template RoutingAreaId p_RAI,
                                             template (present) KeySeq p_KeySeq,
                                             template (present) MS_RadioAccessCap_LV p_MS_RadioAccessCap := cr_MS_RadioAccessCapLVAny,
                                             template PTMSI_Signature p_PTMSI_Signature := cr_PTMSI_SignatureAny ifpresent,
                                             template GPRS_Timer p_GPRS_Timer := cr_GPRS_TimerAny ifpresent,
                                             template TMSI_Status p_TMSI_Status := cr_TMSI_Status ifpresent,
                                             template PS_LCS_Capability p_PS_LCS_Capability := cr_PS_LCS_CapabilityAny ifpresent,
                                             template MS_Clsmk2 p_MS_Clsmk2 := cr_MS_Clsmk2_Any ifpresent,
                                             template MS_Clsmk3 p_MS_Clsmk3 := cr_MSCLSMK3_Any ifpresent,
                                             template CodecList p_CodecList := cr_CodecListAny ifpresent,
                                             template UE_NetworkCap p_UENetworkCap := cr_UENetworkCap_Any ('58'O) ifpresent,
                                             template MobileIdentity p_AddMobId := cr_MobileIdAny('1A'O) ifpresent,
                                             template RoutingAreaId2 p_OldRAI := cr_RoutingAreaId2 ifpresent) :=
  { /* @status    APPROVED */
    skipIndicator   := '0000'B,
    gMMProtocolDiscriminator := tsc_GMM_PD,
    msgType         := '00000001'B,
    msNetworkCap    := cdr_MS_NetworkCapAss_lv,
    gprsCiphKeySeqNo := cr_CiphKeySeqNum(omit, p_KeySeq),
    attachType      := p_AttachType,
    drxParameter    := cr_DRXparameter_Any (omit),
    mobileIdentity  := p_MobId,    // @sic R5s110176 Baseline Moving sic@
    oldRAI          := p_RAI,
    msRadioAccessCap := p_MS_RadioAccessCap,
    oldPTMSI_Signature := p_PTMSI_Signature,
    readyTimer      := p_GPRS_Timer,
    tmsiStatus      := p_TMSI_Status,
    pS_LCS_Capability := p_PS_LCS_Capability,
    msClassmark2     := p_MS_Clsmk2,
    msClassmark3     := p_MS_Clsmk3,
    supportedCodecList := p_CodecList,
    ueNetworkCapability := p_UENetworkCap,
    addMobileId      := p_AddMobId,
    addOldRAI        := p_OldRAI,
    voiceDomainPref  := cr_VoiceDomainPref_Any ifpresent, /* @sic R5s110176 Baseline Moving sic@ */
    deviceProperties := cr_DeviceProperties_Any('D'H) ifpresent,  /* cl. 10.5.7.8 O TV 1 IEI=0xD- @sic R5s120178 Baseline Moving sic@*/
    ptmsiType        := cr_PTMSI_Type_Any ifpresent,  /* cl. 10.5.5.29 O TV 1 IEI=0xE- @sic R5s120178 Baseline Moving sic@*/
    msNetworkFeatureSupport := cr_MS_NetworkFeatureSupport_Any ('C'H) ifpresent,   /* cl. 10.5.1.15 O TV 1 IEI=0xC- @sic R5s120178 Baseline Moving sic@*/
    oldLAI           := cr_LocAreaId2_Any ifpresent  /* cl. 10.5.5.30 O TLV 7 IEI=0x14 @sic R5s120178 Baseline Moving sic@*/
  };
  //----------------------------------------------------------------------------
…

After change

…

  //----------------------------------------------------------------------------
  template ATTACHREQUEST cr_AttachReq_Common(template AttachType p_AttachType,
                                             template MobileIdentity p_MobId,
                                             template RoutingAreaId p_RAI,
                                             template (present) KeySeq p_KeySeq,
                                             template (present) MS_RadioAccessCap_LV p_MS_RadioAccessCap := cr_MS_RadioAccessCapLVAny,
                                             template PTMSI_Signature p_PTMSI_Signature := cr_PTMSI_SignatureAny ifpresent,
                                             template GPRS_Timer p_GPRS_Timer := cr_GPRS_TimerAny ifpresent,
                                             template TMSI_Status p_TMSI_Status := cr_TMSI_Status ifpresent,
                                             template PS_LCS_Capability p_PS_LCS_Capability := cr_PS_LCS_CapabilityAny ifpresent,
                                             template MS_Clsmk2 p_MS_Clsmk2 := cr_MS_Clsmk2_Any_tlv ifpresent,
                                             template MS_Clsmk3 p_MS_Clsmk3 := cr_MSCLSMK3_Any ifpresent,
                                             template CodecList p_CodecList := cr_CodecListAny ifpresent,
                                             template UE_NetworkCap p_UENetworkCap := cr_UENetworkCap_Any ('58'O) ifpresent,
                                             template MobileIdentity p_AddMobId := cr_MobileIdAny('1A'O) ifpresent,
                                             template RoutingAreaId2 p_OldRAI := cr_RoutingAreaId2 ifpresent) :=
  { /* @status    APPROVED */
    skipIndicator   := '0000'B,
    gMMProtocolDiscriminator := tsc_GMM_PD,
    msgType         := '00000001'B,
    msNetworkCap    := cdr_MS_NetworkCapAss_lv,
    gprsCiphKeySeqNo := cr_CiphKeySeqNum(omit, p_KeySeq),
    attachType      := p_AttachType,
    drxParameter    := cr_DRXparameter_Any (omit),
    mobileIdentity  := p_MobId,    // @sic R5s110176 Baseline Moving sic@
    oldRAI          := p_RAI,
    msRadioAccessCap := p_MS_RadioAccessCap,
    oldPTMSI_Signature := p_PTMSI_Signature,
    readyTimer      := p_GPRS_Timer,
    tmsiStatus      := p_TMSI_Status,
    pS_LCS_Capability := p_PS_LCS_Capability,
    msClassmark2     := p_MS_Clsmk2,
    msClassmark3     := p_MS_Clsmk3,
    supportedCodecList := p_CodecList,
    ueNetworkCapability := p_UENetworkCap,
    addMobileId      := p_AddMobId,
    addOldRAI        := p_OldRAI,
    voiceDomainPref  := cr_VoiceDomainPref_Any ifpresent, /* @sic R5s110176 Baseline Moving sic@ */
    deviceProperties := cr_DeviceProperties_Any('D'H) ifpresent,  /* cl. 10.5.7.8 O TV 1 IEI=0xD- @sic R5s120178 Baseline Moving sic@*/
    ptmsiType        := cr_PTMSI_Type_Any ifpresent,  /* cl. 10.5.5.29 O TV 1 IEI=0xE- @sic R5s120178 Baseline Moving sic@*/
    msNetworkFeatureSupport := cr_MS_NetworkFeatureSupport_Any ('C'H) ifpresent,   /* cl. 10.5.1.15 O TV 1 IEI=0xC- @sic R5s120178 Baseline Moving sic@*/
    oldLAI           := cr_LocAreaId2_Any ifpresent  /* cl. 10.5.5.30 O TLV 7 IEI=0x14 @sic R5s120178 Baseline Moving sic@*/
  };
  //----------------------------------------------------------------------------
…
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