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Change 1
	Test case name
	9.2.1.2.4,9.2.3.2.4

	Reason for change
	The current selection expression will allow the test case to run even if the UE is configured in Voice Centric Mode and pc_VoLTE is set to false

	Summary of change
	The selection expression has been modified to run the test case when UE is configured for Voice Centric and pc_VoLTE is set to true

	Source of change
	LTE_EPS_TS_SelectionExpressions.ttcn


Before change:

	function f_SelectionExpr ( Condition_Type p_Condition) return boolean {

  /* Set the applicability conditions according to 36.523-2 Table 4-1a: Applicability of tests Conditions */

    var boolean v_ApplCond;

    select (p_Condition) {

      //R: UEs supporting E-UTRA

      case (R) {

        v_ApplCond := true;

      }

      //C01: UEs supporting E-UTRA and UTRA

      case (C01) {

        v_ApplCond := pc_UTRA;

      }

      //C02: UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration)

      case (C02) {

        v_ApplCond := pc_Combined_Attach;

      }

      //C03: UEs supporting E-UTRA and USIM removal without power down

      case (C03) {

        v_ApplCond := pc_USIM_Rmv;//FFS - This PICS is not according to 36.523-2.

      }

      //C04: UEs supporting E-UTRA and EPS attach (with or without pre-configuration)

      case (C04) {

        v_ApplCond := pc_Attach;

      }

      //C05: UEs supporting GERAN

      case (C05) {

        v_ApplCond := pc_GERAN;

      }

      //C06: UEs supporting E-UTRA and HRPD

      case (C06) {

        v_ApplCond := pc_HRPD;

      }

      //C07: UEs supporting E-UTRA and 1xRTT

      case (C07) {

        v_ApplCond := pc_1xRTT;

      }

  ....
  ....

  // C121: UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration) and UTRA

      case (C121) {

       v_ApplCond :=   (pc_Combined_Attach and pc_UTRA);

      }

      // C122 void

      // C123: UEs supporting E-UTRA and allowed CSG list and combined EPS/IMSI attach (with or without pre-configuration)

      case (C123) {

       v_ApplCond :=   (pc_Allowed_CSG_list and pc_Combined_Attach);

      }

      // C124 void

      // C125: UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration) and (CS/PS Mode 2 or CS/PS Mode 1 with IMS Support

      case (C125) {

       v_ApplCond :=   (pc_Combined_Attach and (pc_CS_PS_data_centric or (pc_CS_PS_voice_centric and pc_VoLTE)));

      }
      // C126:UEs supporting E-UTRA and UTRA and supporting Squal based cell reselection to UTRAN from E-UTRAN

      case (C126) {

           v_ApplCond := (pc_UTRA and pc_Squal_based_CellReselection_to_UTRAN_from_E_UTRAN );

      }

      // C127: UEs supporting E-UTRA and UTRA and supporting Squal based cell reselection to E-UTRAN from UTRAN

      case (C127) {

           v_ApplCond := (pc_UTRA and pc_Squal_based_CellReselection_to_E_UTRAN_from_UTRAN );

      }

      // C128: UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and combined EPS/IMSI attach (with or without pre-configuration

      case (C128) {

       v_ApplCond := (pc_Combined_Attach and (pc_UTRA or pc_GERAN));

      }

      // C130: UEs supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 25 and Feature Group Indicator 30

      case (C130) {

          v_ApplCond := (pc_eFDD and pc_eTDD and pc_FeatrGrp_25 and pc_FeatrGrp_30 );

      }

      // C131: UEs supporting E-UTRA and UTRA and not supporting Squal based cell reselection to E-UTRAN from UTRAN

      case (C131) {

       v_ApplCond := (pc_UTRA and not(pc_Squal_based_CellReselection_to_E_UTRAN_from_UTRAN));

      }

      case (Cxxx_R5s120096) {

       v_ApplCond := (pc_Combined_Attach and pc_CS_PS_data_centric);

      }

      case (Cxxx_R5s120265) {

       v_ApplCond := (pc_Allowed_CSG_list and pc_Manual_CSG_Selection and pc_Attach);

      }

      case else {

        v_ApplCond := false;

      }

    }

    return v_ApplCond;

  }


After change:

	function f_SelectionExpr ( Condition_Type p_Condition) return boolean {

  /* Set the applicability conditions according to 36.523-2 Table 4-1a: Applicability of tests Conditions */

    var boolean v_ApplCond;

    select (p_Condition) {

      //R: UEs supporting E-UTRA

      case (R) {

        v_ApplCond := true;

      }

      //C01: UEs supporting E-UTRA and UTRA

      case (C01) {

        v_ApplCond := pc_UTRA;

      }

      //C02: UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration)

      case (C02) {

        v_ApplCond := pc_Combined_Attach;

      }

      //C03: UEs supporting E-UTRA and USIM removal without power down

      case (C03) {

        v_ApplCond := pc_USIM_Rmv;//FFS - This PICS is not according to 36.523-2.

      }

      //C04: UEs supporting E-UTRA and EPS attach (with or without pre-configuration)

      case (C04) {

        v_ApplCond := pc_Attach;

      }

      //C05: UEs supporting GERAN

      case (C05) {

        v_ApplCond := pc_GERAN;

      }

      //C06: UEs supporting E-UTRA and HRPD

      case (C06) {

        v_ApplCond := pc_HRPD;

      }

      //C07: UEs supporting E-UTRA and 1xRTT

      case (C07) {

        v_ApplCond := pc_1xRTT;

      }

  ....

  ....

  // C121: UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration) and UTRA

      case (C121) {

       v_ApplCond :=   (pc_Combined_Attach and pc_UTRA);

      }

      // C122 void

      // C123: UEs supporting E-UTRA and allowed CSG list and combined EPS/IMSI attach (with or without pre-configuration)

      case (C123) {

       v_ApplCond :=   (pc_Allowed_CSG_list and pc_Combined_Attach);

      }

      // C124 void

      // C125: UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration) and (CS/PS Mode 2 or CS/PS Mode 1 with IMS Support

      case (C125) {

       v_ApplCond :=   (pc_Combined_Attach and ((pc_CS_PS_data_centric and px_UE_CS_PS_UsageSetting_Tested == DATA_CENTRIC) or (pc_CS_PS_voice_centric and pc_VoLTE and px_UE_CS_PS_UsageSetting_Tested == VOICE_CENTRIC)));

      }    
  // C126:UEs supporting E-UTRA and UTRA and supporting Squal based cell reselection to UTRAN from E-UTRAN

      case (C126) {

           v_ApplCond := (pc_UTRA and pc_Squal_based_CellReselection_to_UTRAN_from_E_UTRAN );

      }

      // C127: UEs supporting E-UTRA and UTRA and supporting Squal based cell reselection to E-UTRAN from UTRAN

      case (C127) {

           v_ApplCond := (pc_UTRA and pc_Squal_based_CellReselection_to_E_UTRAN_from_UTRAN );

      }

      // C128: UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and combined EPS/IMSI attach (with or without pre-configuration

      case (C128) {

       v_ApplCond := (pc_Combined_Attach and (pc_UTRA or pc_GERAN));

      }

      // C130: UEs supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 25 and Feature Group Indicator 30

      case (C130) {

          v_ApplCond := (pc_eFDD and pc_eTDD and pc_FeatrGrp_25 and pc_FeatrGrp_30 );

      }

      // C131: UEs supporting E-UTRA and UTRA and not supporting Squal based cell reselection to E-UTRAN from UTRAN

      case (C131) {

       v_ApplCond := (pc_UTRA and not(pc_Squal_based_CellReselection_to_E_UTRAN_from_UTRAN));

      }

      case (Cxxx_R5s120096) {

       v_ApplCond := (pc_Combined_Attach and pc_CS_PS_data_centric);

      }

      case (Cxxx_R5s120265) {

       v_ApplCond := (pc_Allowed_CSG_list and pc_Manual_CSG_Selection and pc_Attach);

      }

      case else {

        v_ApplCond := false;

      }

    }

    return v_ApplCond;

  }
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