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	All test cases where combination C10 is used SIB 6 is not updated with neighbouring UTRA cell frequency.
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Change 
	Test case name
	f_EUTRA_CellInfo_SetSIB6

	Reason for change
	All test cases where combination C10 is used SIB 6 is not updated with neighbouring UTRA cell frequency.

	Summary of change
	Added change to populate SIB6 in case of combination C10

	Source of change
	EUTRA_Cellinfo


Before change:

	function f_EUTRA_CellInfo_SetSIB6 ( CellId_Type p_CellId,

                                      template (value) SystemInformationBlockType6 p_SIB6 ) runs on EUTRA_PTC

  {

    var template (value) EUTRA_CellInfo_Type v_CellInfo := f_EUTRA_CellInfo_Get(p_CellId);

    select (valueof(v_CellInfo.Sysinfo.Combination)) {

      case (c4, c1) {
        v_CellInfo.Sysinfo.BCCH_Info.SIs[2].message_.c1.systemInformation.criticalExtensions.systemInformation_r8.sib_TypeAndInfo[0].sib6 := p_SIB6;

        f_EUTRA_CellInfo_Set(p_CellId, v_CellInfo);

      }

      case (c9, c10a) {

        v_CellInfo.Sysinfo.BCCH_Info.SIs[2].message_.c1.systemInformation.criticalExtensions.systemInformation_r8.sib_TypeAndInfo[1].sib6 := p_SIB6;

        f_EUTRA_CellInfo_Set(p_CellId, v_CellInfo);

      }

      case (c11) { // @sic R5-103363 sic@

        v_CellInfo.Sysinfo.BCCH_Info.SIs[3].message_.c1.systemInformation.criticalExtensions.systemInformation_r8.sib_TypeAndInfo[0].sib6 := p_SIB6;

        f_EUTRA_CellInfo_Set(p_CellId, v_CellInfo);

      }

      case else {}  // Other combinations: no change needed

    }

  }


After change:

	function f_EUTRA_CellInfo_SetSIB6 ( CellId_Type p_CellId,

                                      template (value) SystemInformationBlockType6 p_SIB6 ) runs on EUTRA_PTC

  {

    var template (value) EUTRA_CellInfo_Type v_CellInfo := f_EUTRA_CellInfo_Get(p_CellId);

    select (valueof(v_CellInfo.Sysinfo.Combination)) {

      case (c4, c10) {
        v_CellInfo.Sysinfo.BCCH_Info.SIs[2].message_.c1.systemInformation.criticalExtensions.systemInformation_r8.sib_TypeAndInfo[0].sib6 := p_SIB6;

        f_EUTRA_CellInfo_Set(p_CellId, v_CellInfo);

      }

      case (c9, c10a) {

        v_CellInfo.Sysinfo.BCCH_Info.SIs[2].message_.c1.systemInformation.criticalExtensions.systemInformation_r8.sib_TypeAndInfo[1].sib6 := p_SIB6;

        f_EUTRA_CellInfo_Set(p_CellId, v_CellInfo);

      }

      case (c11) { // @sic R5-103363 sic@

        v_CellInfo.Sysinfo.BCCH_Info.SIs[3].message_.c1.systemInformation.criticalExtensions.systemInformation_r8.sib_TypeAndInfo[0].sib6 := p_SIB6;

        f_EUTRA_CellInfo_Set(p_CellId, v_CellInfo);

      }

      case else {}  // Other combinations: no change needed

    }

  }
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