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	Reason for change:
(

	Default configuration #23 (as introduced in Rel-8) can be signalled by RRC Connection Setup message for establishing signalling connections on E-DCH and HS-DSCH. But according to current specification the IE "Include in Scheduling Info" is missing as part of RB mapping info (10.3.4.21) in default configuration #23. 
The IE "Include in Scheduling Info" (of type BOOLEAN) is related to E-DCH transmission and indicates whether or not a logical channel mapped to E-DCH is to be considered when performing scheduling information reporting as specified in TS 25.321.

This issue was discussed in RAN2#78 meeting and it was agreed to invalidate 

default configuration #23 in Rel-8 due to backwards-compatibility issues.


	
	

	Summary of change:
(

	1. In subclause 10.3.4.0 the default configuration identity 23 has been set to the values reserved for future extension.
2. In subclause 11.2 the comment to DefaultConfigIdentity-r6 has been updated saying that values 23..31 are spare and shall not be used in this version of the protocol.
3. In subclause 13.7 the default configuration #23 has been removed.
Impact Analysis

Impacted functionality:

The change impacts the use of default configuration #23 in RRC Connection Setup message.
Inter-operability:

1. If the network is implemented according to the CR and the UE is not then there are no issues as default configuration #23 will never be configured by RRC Connection Setup message.
2. If the UE is implemented according to the CR and the network is not then the UE will not be able to send Scheduling Information to NodeB although scheduled transmission on E-DCH has been configured per default configuration #23 by RRC Connection Setup message.
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(

not approved:
	If default configuration #23 may be configured by RRC Connection Setup message then the UE will not be able to send Scheduling Information to NodeB although scheduled transmission on E-DCH has been configured.
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	Other comments:
(

	There are no Rel-9/10/11 shadow CRs as default configuration #23 will be re-introduced with missing IE "Include in Scheduling Info" from Rel-9 onwards.


10.3.4.0
Default configuration identity
This information element identifies a default radio parameter configuration. The corresponding default configurations are specified in subclause 13.7.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Default configuration identity
	MP
	
	Integer (0..10,
	For TDD, default configurations 0, 1, 5, 6 and 7 are incorrect and they should not be used in this version of the specification.
	

	
	
	
	11, 
	
	REL-4

	
	
	
	13,
	Default configuration ID 2 is not used.
	REL-5

	
	
	
	12, 14, 15, 16
	
	REL-6

	
	
	
	17,
	Used only in RRC Connection Setup message.
	REL-6

	
	
	
	18..22, 
	For TDD, default configuration 22 is incorrect and it should not be used in this version of the specification.
	REL-6

	
	
	
	
	
	

	
	
	
	23..31)
	Reserved for future extension
	REL-8


Next change
11.2
PDU definitions

**** Text omitted ****

-- DefaultConfigIdentity-r6 values 23..31 are spare and shall not be used in this version of 

-- the protocol

DefaultConfigIdentity-r6 ::=

INTEGER (0..31)

**** Text omitted ****

Next change
13.7
Parameter values for default radio configurations
**** Text omitted ****

	Configuration
	13.6 kbps signalling 

	Ref 34.108
	3

	Default configuration identity
	22

	RB INFORMATION
	

	rb-Identity
	RB1: 1, RB2: 2, RB3: 3



	rlc-InfoChoice
	Rlc-info

	>ul-RLC-Mode
	RB1: UM

RB2- RB3: AM

	>>transmissionRLC-DiscardMode
	RB1: N/A

RB2- RB3: NoDiscard

	>>>maxDat
	RB1: N/A

RB2- RB3: 25

	>>transmissionWindowSize
	RB1: N/A

RB2- RB3: 32

	>>timerRST
	RB1: N/A

RB2- RB3: 200

	>>max-RST
	RB1: N/A

RB2- RB3: 1

	>>pollingInfo
	RB1: N/A

RB2- RB3: as below

	>>>TimerPoll
	RB2- RB3: 100

	>>>PollPDU
	RB2- RB3: n/a

	>>>PollSDU
	RB2- RB3: 1

	>>>lastTransmissionPDU-Poll
	RB2- RB3: FALSE

	>>>lastRetransmissionPDU-Poll
	RB2- RB3: TRUE

	>>>PollWindow
	RB2- RB3: 99

	>>segmentationIndication
	RB1- RB3: N/A

	>dl-RLC-Mode
	RB1: UM

RB2- RB3: AM

	>>inSequenceDelivery
	RB1: N/A

RB2- RB3: TRUE

	>>receivingWindowSize
	RB1: N/A

RB2- RB3: 32

	>>dl-RLC-StatusInfo
	RB1: N/A

RB2- RB3: as below

	>>>timerStatusProhibit
	RB2- RB3: 100

	>>>missingPDU-Indicator
	RB2- RB3: TRUE

	>>segmentationIndication
	RB1- RB3: N/A

	rb-MappingInfo
	

	>UL-LogicalChannelMappings
	OneLogicalChannel

	>>ul-TransportChannelType
	Dch

	>>>transportChannelIdentity
	RB1- RB3:9

	>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

	>>rlc-SizeList
	RB1- RB3: configured

	>>mac-LogicalChannelPriority
	RB1: 1, RB2: 2, RB3: 3

	>DL-logicalChannelMappingList
	

	>>Mapping option 1
	One mapping option

	>>>dl-TransportChannelType
	Dch

	>>>>transportChannelIdentity
	RB1- RB3: 9

	>>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

	TrCH INFORMATION PER TrCH
	

	UL-AddReconfTransChInfoList
	

	>Uplink transport channel type
	Dch

	>transportChannelIdentity
	TrCH1: 9

	>transportFormatSet
	DedicatedTransChTFS

	>>dynamicTF-information
	

	>>>tf0/ tf0,1
	TrCH1: (0x144, 1x144)

	>>>>rlcSize
	BitMode

	>>>>>sizeType
	TrCH1: type 2, part1= 2, part2= 0 (144)

	>>>>numberOfTbSizeList
	TrCH1: Zero, one

	>>>>logicalChannelList
	All

	>>>tf 1
	N/A

	>>>>numberOfTransportBlocks
	

	>>>>rlc-Size
	

	>>>>>sizeType
	

	>>>>numberOfTbSizeList
	

	>>>>logicalChannelList
	

	>>>tf 2
	N/A

	>>>>numberOfTransportBlocks
	

	>>>>rlc-Size
	

	>>>>>sizeType
	

	>>>>numberOfTbSizeList
	

	>>>>logicalChannelList
	

	>>semistaticTF-Information
	

	>>>tti
	TrCH1: 10

	>>>channelCodingType
	Convolutional

	>>>>codingRate
	TrCH1: Third

	>>>rateMatchingAttribute
	TrCH1: 160

	>>>crc-Size
	TrCH1: 16

	DL-AddReconfTransChInfoList
	

	>Downlink transport channel type
	Dch

	>dl-TransportChannelIdentity (should be as for UL)
	TrCH1: 9

	>tfs-SignallingMode
	SameAsUL

	>>transportFormatSet
	

	>>>dynamicTF-information
	

	>>>>tf0/ tf0,1
	

	>>>>rlcSize
	

	>>>>>sizeType
	

	>>>>numberOfTbSizeList
	

	>>>>logicalChannelList
	

	>>ULTrCH-Id
	TrCH1: 9

	>dch-QualityTarget
	

	>>bler-QualityValue
	TrCH1: 1x10-2

	TrCH INFORMATION, COMMON
	

	ul-CommonTransChInfo
	

	>tfcs-ID (TDD only)
	1

	>sharedChannelIndicator (TDD only)
	FALSE

	>tfc-Subset
	Absent, not required

	>ul-TFCS
	Normal TFCI signalling 

	>>explicitTFCS-ConfigurationMode
	Complete

	>>>ctfcSize
	Ctfc2Bit

	>>>>TFCS representation
	Addition

	>>>>>TFCS list
	

	>>>>>>TFCS 1
	(TF0)

	>>>>>>>ctfc
	0

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFCS 2
	(TF1)

	>>>>>>>ctfc
	1

	>>>>>>>gainFactorInformation
	Signalled

	>>>>>>>>c (FDD only)
	11

	>>>>>>>>d
	15

	>>>>>>>>referenceTFCId
	0

	dl-CommonTransChInfo
	

	>tfcs-SignallingMode
	Same as UL

	PhyCH INFORMATION FDD
	

	UL-DPCH-InfoPredef
	

	>ul-DPCH-PowerControlInfo
	

	>>powerControlAlgorithm
	Algorithm 1

	>>>tpcStepSize
	1 dB

	>tfci-Existence
	TRUE

	>puncturingLimit
	1

	DL-CommonInformationPredef
	

	>dl-DPCH-InfoCommon
	

	>>spreadingFactor
	128

	>>tfci-Existence
	FALSE

	>>pilotBits
	4

	>>positionFixed
	N/A

	
	

	PhyCH INFORMATION 3.84 / 7.68 Mcps TDD
	

	UL-DPCH-InfoPredef
	

	>ul-DPCH-PowerControlInfo
	

	>>dpch-ConstantValue
	0

	>commonTimeslotInfo
	

	>>secondInterleavingMode
	frameRelated

	>>tfci-Coding
	4

	>>puncturingLimit
	0.92

	>>repetitionPeriodAndLength
	repetitionPeriod1

	DL-CommonInformationPredef
	

	>dl-DPCH-InfoCommon
	

	>>commonTimeslotInfo
	

	>>>secondInterleavingMode
	frameRelated

	>>>tfci-Coding
	4

	>>>puncturingLimit
	0.92

	>>>repetitionPeriodAndLength
	repetitionPeriod1

	PhyCH INFORMATION 1.28 Mcps TDD 
	

	UL-DPCH-InfoPredef
	

	>commonTimeslotInfo
	

	>>secondInterleavingMode
	frameRelated

	>>tfci-Coding
	4

	>>puncturingLimit
	0.64

	>>repetitionPeriodAndLength
	repetitionPeriod1

	DL-CommonInformationPredef
	

	>dl-DPCH-InfoCommon
	

	>>commonTimeslotInfo
	

	>>>secondInterleavingMode
	frameRelated

	>>>tfci-Coding
	4

	>>>puncturingLimit
	0.64

	>>>repetitionPeriodAndLength
	repetitionPeriod1


NOTE 6:
The difference between default configuration #22 and default configuration #1 (13.6 kbps signalling) resides in the RLC configuration and the DCH quality target.
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