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	Reason for change:
(

	According to section 8.6.6.1, UE shall act on the IE "Timing maintained Synchronization indicator" only when the message requiring a timing-maintained hard handover includes the IE "frequency Info".  In addition, to perform an intra-frequency timing-maintained hard handover without synch A, UTRAN should not include the UE “Frequency Info” in the reconfiguration message.
The above observations were discussed and agreed in discussion paper R2-052750 and in specification CR 2688 (R2-053155). However, the change in CR 2688 only corrected the semantics texts of the IE "Timing maintained Synchronization indicator" in the IE "Downlink DPCH info common for all RL" (10.3.6.18), but did not correct the corresponding part in the IE "Downlink F-DPCH info common for all RL" (10.3.6.23oa).


	
	

	Summary of change:
(

	In subclause 10.3.6.23oa, remove the case of intra-frequenc hard handover. This will make UE behaviour aligned between DPCH and F-DPCH.
Implementation of this CR by an earlier release UE will not cause compatibility issues.
Impact analysis
Impacted functionality:

The UE behaviour performing intra-frequency hard handover when F-DPCH is configured.
Inter-operability: 

· If the UE is implemented according to the CR and the network is not, there is no inter-operability issue. However, the texts are not aligned between DPCH and F-DPCH.
· If the network is implemented according to the CR and the UE is not, the UE may unnecessarily triggers sync. A when performing timing-maintained intra-freq. hard handover. Also the texts are not aligned between DPCH and F-DPCH.


	
	

	Consequences if 
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not approved:
	Not aligned text will remain in specification, leading to miss-interpretations.
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10.3.6.23oa
Downlink F-DPCH info common for all RL
NOTE:
For FDD only.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Timing Indication
	MP
	
	Enumerated (Initialise, Maintain)
	
	REL-6

	Timing maintained Synchronization indicator
	CV-Synch
	
	Enumerated (FALSE)
	FALSE indicates that no synchronisation procedure shall be performed for timing maintained inter-frequency hard handover [29]. Absence of this element means that the synchronization procedure A shall be used.
	REL-6

	Downlink F-DPCH power control information
	OP
	
	Downlink DPCH power control information 10.3.6.23
	
	REL-6

	TPC command error rate target 
	MP
	
	Real (0.01..0.1 by step of 0.01)
	
	REL-6


	Condition
	Explanation

	Synch
	The IE is not needed in the CELL UPDATE CONFIRM, HANDOVER TO UTRAN COMMAND and the RRC CONNECTION SETUP messages or if the IE "Timing Indication" is set to "Initialise" or if the IE “Frequency Info” is not included.

Otherwise, it is optional.
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