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9.3.1.16
Service request / Abnormal case / Switch off

9.3.1.16.1
Test Purpose (TP)

(1)

with { UE having sent a SERVICE REQUEST message }

ensure that {
  when { UE is to be switched off }

    then { UE performs the detach procedure within 5 sec. }

            }

9.3.1.16.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.6.1.6 and 5.5.2.1.

[TS 24.301, clause 5.6.1.6]

The following abnormal cases can be identified:

...

g)
Switch off


If the UE is in state EMM-SERVICE-REQUEST-INITIATED at switch off, the detach procedure shall be performed.

 -
[TS 24.301, clause 5.5.2.2.1]

If the UE is to be switched off, the UE shall try for a period of 5 seconds to send the DETACH REQUEST message. During this period, the UE may be switched off as soon as the DETACH REQUEST message has been sent.
9.3.1.16.3
Test description

9.3.1.16.3.1
Pre-test conditions

System Simulator:

-
cell A.

UE:

none.
Preamble:

-
the UE is in state Registered, Idle mode (state 2) according to TS 36.508 [18].

9.3.1.16.3.2
Test procedure sequence

Table 9.3.1.16.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS pages the UE using S-TMSI with CN domain indicator set to "PS".
	-
	-
	-
	-

	2
	The UE transmits a SERVICE REQUEST message and starts timer T3417.
	-->
	SERVICE REQUEST
	-
	-

	3
	The SS does not respond to the SERVICE REQUEST message.

NOTE: The SS does not transmit both SecurityModeCommand message and RRCConnectionReconfiguration message.
	-
	-
	-
	-

	4
	The UE is switched off.
	-
	-
	-
	-

	5
	Check: Does the UE transmit a DETACH REQUEST message in the next 5 sec.?
(Note 1) 
	-->
	DETACH REQUEST
	1
	P

	6
	Check: Does the test result of the generic procedure in TS 36.508 subclause 6.4.2.5 indicates that the UE responds to paging when paged with S-TMSI included in GUTI-1 and with CN domain indicator set to "PS"?
	-
	-
	1
	-

	Note 1:
Even though the UE may have successfully performed an IMS registration during the preamble, an IMS deregistration attempt of the UE before sending DETACH REQUEST is not allowed in step 5 as there is no AS security in the test case body.


9.3.1.16.3.3
Specific message contents

None.

9.3.1.17
Service request / Abnormal case / Procedure collision

