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	Summary of change:
	In the MSD requirements for 2DL/2UL CA band combinations, the follow MSD requirements were transferred in the related TR.

· MSD requirements by IMD5 for CA_2A-46A was removed 

· MSD requirements by IMD5 for CA_5A-66A was removed

· MSD requirements by IMD5 for CA_8A-41A was removed

In the MSD requirements for xDL/2UL CA band combinations, the follow MSD requirements were transferred in the related TR.

· MSD requirements by IMD3 for 3DL_CA_3A-5A-7A with 2UL_CA_3A-5A was removed 
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<Start of changed request>
For E-UTRA CA configurations with uplink and downlink assigned to two E-UTRA bands given in Table 7.3.1A-0f, the reference sensitivity is defined only for the specific uplink and downlink test points which are specified in Table 7.3.1A-0f. For E-UTRA CA configurations with uplink assigned to two E-UTRA bands and downlink assigned to three E-UTRA bands given in Table 7.3.1A-0g, the reference sensitivity is defined only for the specific uplink and downlink test points which are specified in Table 7.3.1A-0g. For these test points the reference sensitivity requirement specified in Table 7.3.1-1 and Table 7.3.1-1a are relaxed by the amount of the corresponding parameter MSD given in Table 7.3.1A-0f and Table 7.3.1A-0g.

The allowed exceptions defined in Table 7.3.1A-0a and Table 7.3.1A-0b for inter-band carrier aggregation with a single active uplink are also applicable for dual uplink operation.

Table 7.3.1A-0f: 2DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	EUTRA CA 

Configuration
	EUTRA band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_1A-3A
	1
	1950
	5
	25
	2140
	23
	FDD
	IMD3

	
	
	
	
	
	
	25.75
	
	

	
	3
	1760
	5
	25
	1855
	N/A
	
	N/A

	CA_1A-8A
	1
	1965
	5
	25
	2155
	6
	FDD
	IMD4

	
	
	
	
	
	
	8.75
	
	

	
	8
	887.5
	5
	25
	932.5
	N/A
	
	N/A

	CA_2A-4A
	2
	1860
	20
	502
	1940
	5
	FDD
	IMD3

	
	
	
	
	
	
	7.75
	
	

	
	4
	1752.5
	5
	25
	2152.5
	N/A
	
	N/A

	CA_2A-4A
	2
	1868.3
	5
	25
	1948.3
	N/A
	FDD
	N/A

	
	4
	1735
	5
	25
	2135
	5
	
	IMD5

	CA_2A-46A
	2
	1880
	5
	25
	1960
	12.0
	FDD
	IMD3

	
	46
	5720
	20
	100
	5720
	N/A
	
	N/A

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	CA_2A-66A
	2
	1855
	5
	25
	1935
	20
	FDD
	IMD24

	
	66
	1775
	5
	25
	2175
	N/A
	
	N/A

	CA_2A-66A
	2
	1883.3
	5
	25
	1963.3
	N/A
	FDD
	N/A

	
	66
	1750
	5
	25
	2150
	4
	
	IMD5

	CA_3A-5A
	3
	1771
	10
	50
	1866
	4
	FDD
	IMD4

	
	
	
	
	
	
	6.75
	
	

	
	5
	838
	5
	25
	883
	N/A
	
	N/A

	CA_3A-5A
	3
	1721
	10
	50
	1816
	N/A
	FDD
	N/A

	
	5
	838
	5
	25
	883
	24
	
	IMD24

	CA_3A-7A
	3
	1730
	5
	25
	1825
	N/A
	FDD
	N/A

	
	7
	2535
	10
	50
	2655
	13
	
	IMD4

	
	
	
	
	
	
	15.75
	
	

	CA_3A-8A
	3
	1755
	10
	50
	1850
	N/A
	FDD
	N/A

	
	8
	900
	5
	25
	945
	8
	
	IMD44

	CA_3A-8A
	3
	1747.5
	10
	50
	1842.5
	6.4
	FDD
	IMD5

	
	8
	897.5
	5
	25
	942.5
	N/A
	
	N/A

	CA_3A-19A
	3
	1771
	5
	25
	1866
	4
	FDD
	IMD4

	
	
	
	
	
	
	6.75
	
	

	
	19
	838
	5
	25
	883
	N/A
	
	N/A

	CA_3A-19A
	3
	1721
	5
	25
	1816
	N/A
	FDD
	N/A

	
	19
	838
	5
	25
	883
	27
	
	IMD24

	CA_3A-20A
	3
	1775
	5
	25
	1870
	4
	FDD
	IMD4

	
	
	
	
	
	
	6.75
	
	

	
	20
	840
	5
	25
	799
	N/A
	
	N/A

	CA_3A-20A
	3
	1735
	5
	25
	1830
	N/A
	FDD
	N/A

	
	20
	847
	5
	25
	806
	9
	
	IMD4

	
	
	
	
	
	
	11.75
	
	

	CA_3A-26A
	3
	1771
	5
	25
	1866
	4
	FDD
	IMD4

	
	
	
	
	
	
	6.75
	
	

	
	26
	838
	5
	25
	883
	N/A
	
	N/A

	CA_3A-26A
	3
	1721
	5
	25
	1816
	N/A
	FDD
	N/A

	
	26
	838
	5
	25
	883
	26
	
	IMD24

	CA_3A-41A
	3
	1740
	5
	25
	1835
	8.2
	FDD
	IMD4

	
	
	
	
	
	
	10.95
	
	

	
	41
	2657.5
	5
	25
	2657.5
	N/A
	TDD
	N/A

	CA_3A-42A
	3
	1740
	5
	25
	1835
	29.8
	FDD
	IMD24

	
	
	
	
	
	
	32.55
	
	

	
	42
	3575
	5
	25
	3575
	N/A
	TDD
	N/A

	CA_3A-42A
	3
	1765
	5
	25
	1860
	8.0
	FDD
	IMD44

	
	
	
	
	
	
	10.75
	
	

	
	42
	3435
	5
	25
	3435
	N/A
	TDD
	N/A

	CA_4A-5A
	4
	1721
	5
	25
	2121
	N/A
	FDD
	N/A

	
	5
	838
	5
	25
	883
	26
	
	IMD24

	CA_4A-7A
	4
	1730
	5
	25
	1825
	N/A
	FDD
	N/A

	
	7
	2535
	5
	25
	2655
	15
	
	IMD4

	
	
	
	
	
	
	17.75
	
	

	CA_5A-7A
	5
	834
	5
	25
	879
	12
	FDD
	IMD34

	
	7
	2547
	10
	50
	2667
	N/A
	
	N/A

	CA_5A-66A
	5
	838
	5
	25
	883
	30
	FDD
	IMD2

	
	66
	1721
	5
	25
	2121
	N/A
	
	N/A

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	CA_7A-20A
	7
	2512
	10
	50
	2632
	N/A
	FDD
	N/A

	
	20
	851
	5
	25
	810
	12
	
	IMD34

	
	
	
	
	
	
	14.75
	
	

	CA_8A-41A
	8 
	882.5
	5
	25 
	927.5
	12.1
	FDD
	IMD3

	
	41
	2685
	10
	50 
	 2685
	N/A 
	TDD
	N/A

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	CA_19A-42A3
	19
	N/A
	N/A
	N/A
	N/A
	N/A
	FDD
	N/A

	
	42
	N/A
	N/A
	N/A
	N/A
	N/A
	TDD
	N/A

	CA_21A-28A
	21
	1450.4
	5
	25
	1498.4
	[2.5]
	FDD
	IMD5

	
	28
	735.5
	5
	25
	790.5
	N/A
	TDD
	N/A

	CA_21A-42A3
	21
	N/A
	N/A
	N/A
	N/A
	N/A
	FDD
	N/A

	
	42
	N/A
	N/A
	N/A
	N/A
	N/A
	TDD
	N/A

	CA_28A-42A
	28
	705.5
	5
	25
	760.5
	[5.5]
	FDD
	IMD5

	
	42
	3582.5
	5
	25
	3582.5
	N/A
	TDD
	N/A

	NOTE 1:
Both of the transmitters shall be set min(+20 dBm, PCMAX_L,c) as defined in subclause 6.2.5A

NOTE 2:
RBSTART = 0 

NOTE 3:
No requirements apply when there is at least one individual RE within the intermodulation generated by the dual uplink is within the downlink transmission bandwidth of the FDD band. The reference sensitivity should only be verified when this is not the case (the requirements specified in clause 7.3.1 apply).

NOTE4:
This band is subject to IMD5 also which MSD is not specified.
NOTE 5:
Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.


Table 7.3.1A-0g: 3DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	EUTRA CA
	EUTRA CA
	EUTRA band
	UL Fc
	UL BW
	UL
	DL Fc
	DL BW
	MSD
	Duplex mode
	

	DL Configuration
	UL Configuration
	
	(MHz)
	(MHz)
	CLRB
	(MHz)
	(MHz)
	(dB)
	
	

	CA_1A-3A-28A
	CA_1A-28A
	1
	1975
	5
	25
	2165
	5
	N/A
	FDD
	N/A

	
	
	28
	710.5
	5
	25
	765.5
	5
	N/A
	
	N/A

	
	
	3
	1723.5
	5
	25
	1818.5
	5
	4.0
	
	IMD5

	
	CA_3A-28A
	3
	1780
	5
	25
	1875
	5
	N/A
	FDD
	N/A

	
	
	28
	710.5
	5
	25
	765.5
	5
	N/A
	
	N/A

	
	
	1
	1949
	5
	25
	2139
	5
	11.0
	
	IMD4

	CA_1A-3A-40A
	CA_1A-3A
	1
	1950
	5
	25
	 2140
	5
	N/A
	FDD
	N/A

	
	
	3
	1735
	5
	25
	1830
	5
	N/A
	FDD
	N/A

	
	
	40
	2380
	5
	25
	2380
	5
	8.0
	TDD
	IMD5

	CA_1A-3A-42A
	CA_1A-3A
	1
	1922.5
	5
	25
	2112.5
	5
	N/A
	FDD
	N/A

	
	
	3
	1782.5
	5
	25
	1877.5
	5
	N/A
	FDD
	N/A

	
	
	42
	
	
	
	3425
	5
	11.0
	TDD
	IMD4

	CA_1A-5A-7A
	CA_1A-7A
	1
	1968
	5
	25
	2158
	5
	N/A
	FDD
	N/A

	
	
	7
	2512
	10
	50
	2632
	10
	N/A
	
	N/A

	
	
	5
	835
	5
	25
	880
	5
	1.0
	
	IMD5

	CA_1A-5A-40A
	CA_1A-5A
	1
	1977.5
	5
	25
	2167.5
	5
	N/A
	FDD
	N/A

	
	
	5
	826.5
	5
	25
	871.5
	5
	N/A
	FDD
	N/A

	
	
	40
	2305
	10
	50
	2305
	10
	9.0
	TDD
	IMD4

	CA_1A-28A-42A
	CA_1A-28A
	1
	1955
	5
	25
	2145
	5
	N/A
	FDD
	N/A

	
	
	28
	735
	5
	25
	790
	5
	N/A
	FDD
	N/A

	
	
	42
	3425
	5
	25
	3425
	5
	15.0
	TDD
	IMD3

	
	CA_28A-42A
	28
	710.5
	5
	25
	765.5
	5
	N/A
	FDD
	N/A

	
	
	42
	3560
	5
	25
	3560
	5
	N/A
	TDD
	N/A

	
	
	1
	1949
	5
	25
	2139
	5
	11.0
	FDD
	IMD3

	CA_2A-12A-30A
	CA_2A-12A
	2
	1885
	5
	25
	1965
	5
	N/A
	FDD
	N/A

	
	
	12
	708.5
	5
	25
	738.5
	5
	N/A
	
	N/A

	
	
	30
	2308
	5
	25
	2353
	5
	12.0
	
	IMD4

	CA_3A-5A-7A
	CA_3A-5A
	3
	1780
	10
	50
	1875
	10
	N/A
	FDD
	N/A

	
	
	5
	845
	5
	25
	890
	5
	N/A
	
	N/A

	
	
	7
	2505
	10
	50
	2625
	10
	30.0
	
	IMD2

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	CA_3A-7A
	3
	1725
	10
	50
	1820
	10
	N/A
	FDD
	N/A

	
	
	7
	2565
	10
	50
	2685
	10
	N/A
	
	N/A

	
	
	5
	840
	5
	25
	885
	5
	19.0
	
	IMD3

	CA_3A-7A-20A
	CA_3A-7A
	3
	1737
	5
	25
	1832
	5
	N/A
	FDD
	N/A

	
	
	7
	2543
	10
	50
	2663
	10
	N/A
	
	N/A

	
	
	20
	847
	10
	20
	806
	10
	10.5
	
	IMD2

	
	
	
	
	
	
	
	
	13.23
	
	

	
	CA_3A-20A
	3
	1775
	10
	50
	1870
	10
	N/A
	FDD
	N/A

	
	
	20
	855
	5
	25
	896
	5
	N/A
	
	N/A

	
	
	7
	2510
	10
	50
	2630
	10
	26.0
	
	IMD21

	
	
	
	
	
	
	
	
	28.73
	
	

	CA_3A-7A-28A
	CA_3A-7A
	3
	1747
	5
	25
	1842
	5
	N/A
	FDD
	N/A

	
	
	7
	2543
	5
	25
	2663
	5
	N/A
	
	N/A

	
	
	28
	741
	5
	25
	796.0
	5
	20.0
	
	IMD2

	
	CA_7A-28A
	7
	2543
	5
	25
	2663
	5
	N/A
	FDD
	N/A

	
	
	28
	710.5
	5
	25
	765.5
	5
	N/A
	
	N/A

	
	
	3
	1737.5
	5
	25
	1832.5
	5
	26.0
	
	IMD2

	
	
	
	
	
	
	
	
	28.73
	
	

	CA_3A-19A-21A
	CA_19A-21A
	19
	832.5
	5
	25
	877.5
	5
	N/A
	FDD
	N/A

	
	
	21
	1460.4
	5
	25
	1508.4
	5
	N/A
	
	N/A

	
	
	3
	1774.6
	5
	25
	1869.6
	5
	4.0
	
	IMD5

	CA_3A-21A-28A
	CA_3A-21A
	3
	1782
	5
	25
	1877
	5
	N/A
	FDD
	N/A

	
	
	21
	1451
	5
	25
	1499
	5
	N/A
	
	N/A

	
	
	28
	734
	5
	25
	789
	5
	3.0
	
	IMD5

	CA_19A-21A-42A
	CA_19A-21A
	19
	842.5
	5
	25
	887.5
	5
	N/A
	FDD
	N/A

	
	
	21
	1450.4
	5
	25
	1498.4
	5
	N/A
	FDD
	N/A

	
	
	42
	3508.7
	5
	25
	3508.7
	5
	13.0
	TDD
	IMD4

	
	CA_21A-42A
	21
	1460.4
	5
	25
	1508.4
	5
	N/A
	FDD
	N/A

	
	
	42
	3500
	5
	25
	3500
	5
	N/A
	FDD
	N/A

	
	
	19
	836.2
	5
	25
	881.2
	5
	13.0
	TDD
	IMD4

	NOTE 1:
This band is subject to IMD3 also which MSD is not specified.

NOTE 1:
Both of the transmitters shall be set min(+20 dBm, PCMAX_L,c) as defined in subclause 6.2.5A

NOTE 2:
RBSTART = 0
NOTE 3:
Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.


<End of changed request>
