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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2016-06_D17wk10’.
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3. Corrections to TC 6.3.5
Change 1 – Correction to function ‘f_TC_6_3_5_EUTRA’
	Function name
	f_TC_6_3_5_EUTRA() 

	Reason for change
	In step 27, it is checked that CSG ID 3 is included in the UE’s CSG list. This information is not retrieved and no verdict is assigned.

	Summary of change
	The result of CSG checking is used to assign a PASS or FAIL verdict.

	TTCN module
	CSG_Testcases.ttcn

	MCC160 Comment
	


Before change

...                                                                                                                                             
function f_TC_6_3_5_EUTRA() runs on EUTRA_PTC

  { //  Manual support for CSG ID selection

...
    // @siclog "Steps 21-26" siclog@

    // Check: Does the test result of generic test procedure (steps 1 to 6) in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on Cell 3?

    // NOTE: The UE performs a TAU procedure and the RRC connection is released.

    //@sic R5-142849 sic@

    f_EUTRA_IdleMode_TAU (eutra_Cell3);

    // @siclog "Step 27" siclog@

    // Check: Is CSG 3 added in the UE's Allowed CSG list?

    f_UT_Check_CSG( UT, v_CSG_Identity_Cell3, false);

    f_EUTRA_TestBody_Set (false);

    // Remove CSG 2 and 3 from UE's Allowed SG list in USIM

    f_EUTRA_SetCellPowerList(v_CellPowerList_Postamble);  //@sic R5s150984 sic@

    f_EUTRA_Postamble_EmptyCSG_AllowedList (eutra_Cell3, eutra_Cell3, {v_CSG_Identity_Cell3, v_CSG_Identity_Cell4}, E1_IDLE ) //@sic R5s150984 sic@

  } // end of f_TC_6_3_5_EUTRA

...

After change

...                                                                                                                                             
function f_TC_6_3_5_EUTRA() runs on EUTRA_PTC

  { //  Manual support for CSG ID selection

...
    // @siclog "Steps 21-26" siclog@

    // Check: Does the test result of generic test procedure (steps 1 to 6) in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on Cell 3?

    // NOTE: The UE performs a TAU procedure and the RRC connection is released.

    //@sic R5-142849 sic@

    f_EUTRA_IdleMode_TAU (eutra_Cell3);

    // @siclog "Step 27" siclog@

    // Check: Is CSG 3 added in the UE's Allowed CSG list?

    if (f_UT_Check_CSG( UT, v_CSG_Identity_Cell3, true)) {

      f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Test Case 6.3.5 Step 27");

    }

    else {

      f_EUTRA_SetVerdictFailOrInconc(__FILE__, __LINE__, "Test Case 6.3.5 Step 27");

    }
    f_EUTRA_TestBody_Set (false);

    // Remove CSG 2 and 3 from UE's Allowed SG list in USIM

    f_EUTRA_SetCellPowerList(v_CellPowerList_Postamble);  //@sic R5s150984 sic@

    f_EUTRA_Postamble_EmptyCSG_AllowedList (eutra_Cell3, eutra_Cell3, {v_CSG_Identity_Cell3, v_CSG_Identity_Cell4}, E1_IDLE ) //@sic R5s150984 sic@

  } // end of f_TC_6_3_5_EUTRA

...

Change 2 – Correction to function ‘f_UT_Check_CSG’
	Function name
	f_UT_Check_CSG () 

	Reason for change
	In step 27, it is checked that CSG ID 3 is included in the UE’s CSG list. This information is not retrieved and no verdict is assigned.

	Summary of change
	f_UT_Check_CSG is modified to return the result of the checking as a Boolean value.

	TTCN module
	UpperTesterFunctions.ttcn

	MCC160 Comment
	


Before change

...                                                                                                                                               
function f_UT_Check_CSG(UT_PTC_MTC_PORT p_Port,

                               bitstring p_CSG_ID,

                               boolean  p_IncludedInList)

  { /* Objective: To ask the operator to check if the specified CSG cell is (not) included in the list. TTCN waits until operation is confirmed before continuing */

    var charstring v_Included := "FALSE";

    if (p_IncludedInList) {

      v_Included := "TRUE";

    }

    fl_UT_ApplyCommand(p_Port, cas_UT_Req(CHECK_CSG, NO_CNF_REQUIRED, cs_CheckCSG(int2str(bit2int(p_CSG_ID)), v_Included)));

  }

...

After change

...                                                                                                                                               
function f_UT_Check_CSG(UT_PTC_MTC_PORT p_Port,

                               bitstring p_CSG_ID,

                               boolean  p_IncludedInList) return boolean
  { /* Objective: To ask the operator to check if the specified CSG cell is (not) included in the list. TTCN waits until operation is confirmed before continuing */

    var charstring v_Included := "FALSE";

    var UT_COMMON_CNF v_Cnf;
    if (p_IncludedInList) {

      v_Included := "TRUE";

    }

    v_Cnf := fl_UT_ApplyCommandRetCnf(p_Port, cas_UT_Req(CHECK_CSG, CNF_REQUIRED, cs_CheckCSG(int2str(bit2int(p_CSG_ID)), v_Included))); // @sic R5-140347 sic@

    return v_Cnf.Result;
  }

  }

...

