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	Reason for change:
	After step 55B RRC conection needs to be released following the completion of f_NBIOT_508Check_CP_ResponseToPagingForMTAccess()
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Change 1
	Function name
	fl_TC_22_5_18_Body

	Reason for change
	After step 55B RRC conection needs to be released following the completion of f_NBIOT_508Check_CP_ResponseToPagingForMTAccess()

	Summary of change
	Added RRC Connection release procedure after step 55B.

	TTCN module
	NBIOT_NAS_Attach.ttcn

	MCC160 Comment
	


Before change (includes implementation of TTCN CR R5s170496)
	     function fl_TC_22_5_18_Body() runs on NBIOT_PTC

  {

    // ==========================================================================

    // initialize constant test case data structures

    // ==========================================================================

    var NAS_MSG_Indication_Type v_NasInd;

    var NBIOT_PDN_Type v_PDN;

    var template (omit) EPS_BearerContextStatus v_EPS_ContextStatus;

    var GutiParameters_Type v_Guti_Params1 := f_NBIOT_CellInfo_GetGuti (nbiot_Cell1);
…..

…..

    //@siclog "Step 50" siclog@

    //The SS releases the RRC connection.

    f_NBIOT_RRC_ConnectionRelease(nbiot_Cell1);

    //@siclog "Step 51 - 55B" siclog@

    // Step 51: SS transmits a Paging-NB message to the UE in a valid paging occasion as per normal DRX

    // Steps 52- 53: Steps 2 to 3 of the NB-IoT Control Plane CIoT MT user data transfer non-SMS transport procedure (TS 36.508 8.1.5A.2.3) are executed.

    // Steps 54-55: Void

    // Step 55A: Check: Does the UE transmit a CONTROL PLANE SERVICE REQUEST according to step 4a1a1 or 4a1b1 in the generic procedure in TS 36.508 8.1.5A.2.3?

    // Step 55B: Steps 4a1b1 to 5 or only step 5 of the NB-IoT Control Plane CIoT MT user data transfer non-SMS transport procedure (TS 36.508 8.1.5A.2.3) are executed

    f_NBIOT_508Check_CP_ResponseToPagingForMTAccess(nbiot_Cell1);

…..

…..

}


After change

	function fl_TC_22_5_18_Body() runs on NBIOT_PTC

  {

    // ==========================================================================

    // initialize constant test case data structures

    // ==========================================================================

    var NAS_MSG_Indication_Type v_NasInd;

    var NBIOT_PDN_Type v_PDN;

    var template (omit) EPS_BearerContextStatus v_EPS_ContextStatus;

    var GutiParameters_Type v_Guti_Params1 := f_NBIOT_CellInfo_GetGuti (nbiot_Cell1);
…..

…..

    //@siclog "Step 50" siclog@

    //The SS releases the RRC connection.

    f_NBIOT_RRC_ConnectionRelease(nbiot_Cell1);

    //@siclog "Step 51 - 55B" siclog@

    // Step 51: SS transmits a Paging-NB message to the UE in a valid paging occasion as per normal DRX

    // Steps 52- 53: Steps 2 to 3 of the NB-IoT Control Plane CIoT MT user data transfer non-SMS transport procedure (TS 36.508 8.1.5A.2.3) are executed.

    // Steps 54-55: Void

    // Step 55A: Check: Does the UE transmit a CONTROL PLANE SERVICE REQUEST according to step 4a1a1 or 4a1b1 in the generic procedure in TS 36.508 8.1.5A.2.3?

    // Step 55B: Steps 4a1b1 to 5 or only step 5 of the NB-IoT Control Plane CIoT MT user data transfer non-SMS transport procedure (TS 36.508 8.1.5A.2.3) are executed

    f_NBIOT_508Check_CP_ResponseToPagingForMTAccess(nbiot_Cell1);

    f_NBIOT_RRC_ConnectionRelease(nbiot_Cell1);
…..

.....

}


