Page 1



3GPP TSG-RAN5 Meeting #83
R5-194875
Reno, US, 13 May - 17 May 2019
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	36.508
	CR
	1252
	rev
	1
	Current version:
	16.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Update LTE MeasObjectNR

	
	

	Source to WG:
	Huawei, HiSilicon, ROHDE & SCHWARZ DOCPROPERTY  SourceIfWg  \* MERGEFORMAT 

	Source to TSG:
	R5 DOCPROPERTY  SourceIfTsg  \* MERGEFORMAT 

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2019-04-20

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The IE bandNR is absent in 36.508-g00, this field is always set to setup when the network configures measurements with MeasObjectNR according to 36.331.

	
	

	Summary of change:
	Add the IE bandNR in MeasObjectNR.

	
	

	Consequences if not approved:
	NR measurements will be affected.
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	Other comments:
	1st revision:
1. Add IEs in Table 4.6.6-2B.
2. Modify the value of bandNR-r15.
3. Add new table for FreqBandIndicatorNR-r15.


<Change 1 Start>

4.6.6
Measurement information elements

-
MeasObjectNR-GENERIC

Table 4.6.6-2B: MeasObjectNR-GENERIC (Freq)

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	carrierFreq-r15
	Downlink ARFCN of ssbFrequency
	
	

	    rs-ConfigSSB-r15 ::= SEQUENCE {
	
	
	

	      measTimingConfig-r15 ::= SEQUENCE {
	
	
	

	        periodicityAndOffset-r15 CHOICE {
	
	
	

	          sf10-r15
	0
	
	

	        }
	
	
	

	        ssb-Duration-r15
	sf5
	
	

	      }
	
	
	

	      subcarrierSpacingSSB-r15
	kHz15
	
	FR1_FDD

	
	kHz30
	
	FR1_TDD

	
	kHz120
	
	FR2_TDD

	    }
	
	
	

	    threshRS-Index-r15
	Not present
	
	

	    maxRS-IndexCellQual-r15
	Not present
	
	

	    offsetFreq-r15
	0
	
	

	    blackCellsToRemoveList-r15
	Not present
	
	

	blackCellsToAddModList-r15
	Not present
	
	

	    quantityConfigSet-r15
	1
	
	

	    cellsForWhichToReportSFTD-r15
	Not present
	
	

	    cellForWhichToReportCGI-r15
	Not present
	
	

	    deriveSSB-IndexFromCell-r15
	Not present
	
	

	    ss-RSSI-Measurement-r15
	Not present
	
	

	    bandNR-r15  CHOICE {
	
	
	

	      Setup
	FreqBandIndicatorNR-r15
	
	

	    }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FR1_FDD
	FDD frequency range < 6GHz

	FR1_TDD
	TDD frequency range < 6GHz

	FR2_TDD
	TDD frequency range > 6GHz


<Change 1 End>
<Change 2 Start>
4.6.6
Measurement information elements

-
FreqBandIndicatorNR-r15
Table 4.6.6-XX: FreqBandIndicatorNR-r15

	Derivation Path: TS 36.331 [17], clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	FreqBandIndicatorNR-r15
	NR Operating band under test
	
	


-
MeasConfig-DEFAULT

Table 4.6.6-1: MeasConfig-DEFAULT

	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList
	Not present
	
	

	
	MeasObjectEUTRA-GENERIC
	
	 RF

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList 
	Not present
	
	

	
	ReportConfigToAddModList_DEFAULT
	
	 RF

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList
	Not present
	
	

	
	MeasIdToAddModList_DEFAULT
	
	 RF

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	

	  measObjectToAddModList-v9e0 SEQUENCE {
	
	
	Band > 64 and RF

	    measObjectEUTRA-v9e0 SEQUENCE {
	N entries
	N needs to be the same number of entries as in measObjectToAddModList
	

	    carrierFreq-v9e0[n]
	Downlink EARFCN for Freq
	
	

	    }
	
	
	

	  }
	
	
	

	measScaleFactor-r12
	sf-EUTRA-cf1
	specifies the factor for scaling the measurement performance requirements in TS 36.133
	IncMon

	Note:
For signalling test, table 6.5.1-1 is applied.


	Condition
	Explanation

	INTER-FREQ
	For E-UTRA inter-freq measurements

	INTER-RAT
	For inter-RAT measurements with UTRAN and GERAN

	Band > 64
	If band > 64 is selected

	intraFreq-CE-NeedForGaps
	For UE having set pc_intraFreq-CE-NeedForGaps to TRUE.

	RF
	For RF, performance and RRM testing

	IncMon
	For IncMon RRM testing


<Change 2 End>
