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< Unchanged sections omitted >

6.3.4EB.2
PRACH and SRS ON/OFF time mask for UE category 1bis
6.3.4EB.2.1
PRACH time mask for UE category 1bis

< Unchanged sections omitted >

6.3.4EB.2.1.5
Test requirement

The requirement for the power measured in steps (2), (3) and (4) of the test procedure shall not exceed the values specified in Table 6.3.4EB.2.1.5-1.


	
	

	
	

	

	

	

	

	


	
	


	
	
	
	
	
	
	

	
	
	
	
	
	
	

	


	

	

	

	

	

	



Table 6.3.4EB.2.1.5-1: PRACH time mask

	
	Channel bandwidth / Output Power [dBm] / measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Transmit OFF power
	For carrier frequency f ≤ 3.0GHz: ( -48.5 dBm

For carrier frequency 3.0GHz < f ≤ 4.2GHz: ≤ -48.2 dBm

	Transmission OFF Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	Expected PRACH Transmission ON Measured power
	-1 dBm 
	-1 dBm
	-1 dBm
	-1 dBm
	-1 dBm
	-1 dBm

	ON power tolerance

f ≤ 3.0GHz
3.0GHz < f ≤ 4.2GHz
	± 7.5dB

± 7.8dB
	± 7.5dB

± 7.8dB
	± 7.5dB

± 7.8dB
	± 7.5dB

± 7.8dB
	± 7.5dB

± 7.8dB
	± 7.5dB

± 7.8dB
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