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///////////////////////////////////////////////////////////////          first change        /////////////////////////////////////////////////////////////////////////////
[bookmark: _Toc534900725]9.2.1.8	PDU Session Resource Setup Response Info – MN terminated
This IE contains the result of the addition of S-NG-RAN node resources related to a PDU session for DRBs configured with an MN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DRBs Admitted List
	
	1
	
	
	–
	–

	>DRBs Admitted Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	–

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	–

	>>SN DL SCG UP TNL Information
	M
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node GTP-U tunnel endpoint(s) of the DRB’s Xn transport at its Lower Layer SCG resource. For delivery of DL PDUs.
	–
	–

	>>secondary SN DL SCG UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node GTP-U tunnel endpoint(s) of the DRB’s Xn transport at its Lower Layer SCG resource. For delivery of DL PDUs in case of PDCP duplication.
	–
	–

	>>LCID
	O
	
	9.2.3.70
	LCID for primary path if PDCP duplication is applied
	–
	–

	DRBs Not Admitted To Be Setup or Modified List
	O
	
	DRB List with Cause
9.2.1.28
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 


//////////////////////////////////////////////////////////////          next change        /////////////////////////////////////////////////////////////////////////////
[bookmark: _Toc534900872]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for XnAP.
--
-- **************************************************************

XnAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	ActivationIDforCellActivation,
	ActivationIDforCellActivation,
--Omit …

FROM XnAP-Containers


	id-ActivatedServedCells,
	id-ActivationIDforCellActivation,
	id-AdditionalDRBIDs,
	id-AMF-Set-Information,
--Omit …
	id-PDUSession-SNChangeConfirm-List,
	id-PDCPChangeIndication,
	id-SCGConfigurationQuery,
	id-UEContextInfo-SNModRequest,
	id-requestedSplitSRBrelease,
	id-PDUSessionAdmitted-SNModResponse,
	id-PDUSessionNotAdmitted-SNModResponse,
	id-admittedSplitSRB,
	id-admittedSplitSRBrelease,
	id-PDUSessionAdmittedModSNModConfirm,
	id-PDUSessionReleasedSNModConfirm,
	id-s-ng-RANnode-SecurityKey,
	id-PDUSessionToBeModifiedSNModRequired,
	id-S-NG-RANnodeUE-AMBR,
	id-PDUSessionToBeReleasedSNModRequired,
	id-target-S-NG-RANnodeID,
	id-SecurityResult,
	id-S-NSSAI,
	id-MR-DC-ResourceCoordinationInfo,
id-DRBsNotAdmittedSetupModifyList,


	maxnoofCellsinNG-RANnode,
	maxnoofDRBs,
	maxnoofPDUSessions,
	maxnoofQoSFlows
FROM XnAP-Constants;
//////////////////////////////////////////////////////////////          next change        /////////////////////////////////////////////////////////////////////////////
[bookmark: _Toc534900873]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

--Omit …


-- **************************************************************
--
-- PDU Session Resource Setup Response Info - MN terminated
--
-- **************************************************************


PDUSessionResourceSetupResponseInfo-MNterminated ::= SEQUENCE {
	dRBsAdmittedList				DRBsAdmittedList-SetupResponse-MNterminated,
	iE-Extensions					ProtocolExtensionContainer { {PDUSessionResourceSetupResponseInfo-MNterminated-ExtIEs} } 	OPTIONAL,
	...
}

PDUSessionResourceSetupResponseInfo-MNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ID id-DRBsNotAdmittedSetupModifyList	CRITICALITY ignore	EXTENSION DRB-List-withCause		PRESENCE optional},
	...
}

//////////////////////////////////////////////////////////////          next change        /////////////////////////////////////////////////////////////////////////////
[bookmark: _Toc534900875]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

XnAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS
	ProcedureCode,
	ProtocolIE-ID
FROM XnAP-CommonDataTypes;
--Omit …
-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-ActivatedServedCells													ProtocolIE-ID ::= 0
id-ActivationIDforCellActivation													ProtocolIE-ID ::= 1
--Omit …
id-S-NSSAI														ProtocolIE-ID ::= 115
id-MR-DC-ResourceCoordinationInfo											ProtocolIE-ID ::= 116
id-DRBsNotAdmittedSetupModifyList                                           ProtocolIE-ID ::= 1xx

END
-- ASN1STOP
///////////////////////////////////////////////////////////////////        end         //////////////////////////////////////////////////////////////////////////////////
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